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ABSTRACT
The present thesis is the result of research on mechanical properties of 
heterogeneous polyphase ceramic and ceramic fibre composite systems carried out in 
the School of Material Science of the University of Bath during the period October 
1989 to December 1994 under the supervision of Dr. R.G.Cooke.
A series of experiments, examinations and analyses, including three point 
bending of notched and un-notched specimens, acoustic emission, dynamic testing 
of elasticity modulus, thermogravimetry, differential thermal analysis, X-ray 
diffraction, X-Ray fluorescence, scanning electron and optical microscopy, Weibull 
and Neville statistical analysis have been conducted on clay, clay-fly ash, pottery 
mixture and brick-clay heterogeneous ceramics after sintering at various temperatures. 
In a similar way, a series of clay based fibre composites with fibres such as alpha 
and delta alumina, mullite and XAS graphite fibres, sintered at different sintering 
temperatures, have been tested. Some specimens of glass and cement and cement-fly 
ash composites have also been produced, tested in compression and bending and 
analysed using the above methods for comparison.
Measurement of MOR (Modulus of Rupture), KIC (Fracture Toughness) and 
E (Modulus of Elasticity) show them to be material parameters with a close relation 
to the structure of the ceramics.
Acoustic emission in most of the examined cases shows that subcritical activity 
(crack growth activity) is present, in the whole ceramic body from the beginning of
the stress application up to the highest values, just before fracture. Generally, 
acoustic activity increases with increase of sintering temperature and fibre content. 
The Kaiser effect was evident in all cases except glass, showing that the processes 
preceding fracture are not the same in all brittle materials. SEM examination shows 
that the point of fracture initiation is not evident in most of the cases and any point 
could equally be responsible for it. SEM examination shows also that the fibre-matrix 
interface plays a fundamental role in fracture processes and mechanical properties of 
fibre-ceramic composites.
Investigation on the statistical distribution of MOR and KIC values of the 
above ceramic systems, by using Weibull two and three parameter functions and 
Neville two parameter function , show that both functions have limitations. It is 
argued that since in some cases other distributions give better results, there is not a 
universal function describing statistical distribution in heterogeneous brittle materials.
Fracture mechanics is a recognized tool for characterising toughness of 
homogeneous materials like metals, despite the fact that there is not an entirely 
satisfactory explanation for the influence of structure on the crack tip processes. The 
addition of heterogeneity and anisotropy as in case of ceramics, probably precludes 
the practical application of fracture mechanics in these systems.
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CMC Ceramic Matrix Composite
CVD Chemical Vapour Deposition
DTA Differential Thermal Analysis
EDXRF Energy Dispersive X-ray Fluorescence analysis 
FA Fly Ash
IR Infra Red
MAS-NRM Magic Angle Spinning NMR
MOR Modulus of Rupture
NMR Nuclear Magnetic Resonance
OM Optical Microscopy
OPC Ordinary Portland Cement
PAN Poly-Acrylo-Nitrile
SEM Scanning Electron Microscopy
TEM Transmission Electron Microscopy
TG Thermogravimetry




Note: f,m,c subscripts generally denote fibre,matrix and composite respectively 
unless otherwise stated.
Greek alphabet
a  notch or precrack length in a fracture toughness test
a d atomic displacement corresponding to theoretical strength
a fa Expansion coefficient of fibre in axial direction
a fr expansion coefficient of a fibre in radial direction
am Expansion coefficient of matrix
aOJal constants
<2 ,7 ,^ -a lu m in a  structures
(3d number of events with amplitude larger than Va 
13, total number of AE events
7 0 thermodynamic or surface energy per unit area
Yf Wf Work of fracture
7 1 effective surface energy for fracture initiation
YP plastic work of fracture term
AT temperature difference
e strain
X angular frequency or wavelength
v Poisson’s ratio
Oj observed frequencies of values
p radius of curvature at crack tip





0max maximum stress at the crack tip
Weibull scaling factor (normalising factor)
0 * theoretical stress
0tip stress at crack tip
0\i minimum stress (threshold stress)
0x ,0y stress in x or y direction
DN Cumulative counts
$ thermal expansion mismatch parameter
X measured variable
Xu a value of x where the function is vanished
Latin alphabet
A Area
A0 constant in AE testing
BP scale parameter in Neville function
Bw weight of specimen
b,B width of specimen
bc constant in AE testing
D,d density
dp distance between planes in XRD
Dp shape parameter in Neville function
c size of defect or flaw, or crack length
cE equivalent elastic crack length
c0 constant in AE testing
cv coefficient of variation
D, deflection
df depth of field in OM
E Young’s modulus,Modulus of Elasticity
Eb Young’s modulus from bending tests
Ed Young’s modulus from dynamic testing
ej expected frequencies of values
f frequency
F force
F(V) cumulative distribution function of the apparent 
AE amplitude V 
f(x) probability density function
f(a) geometrical factor of crack size and shape 
f(a/w) geometric term of crack size/width of specimen 
i the ith (ranked) order of failure
G Energy release rate
Gc critical energy release rate
g(x) function represending the number of flaws 
per unit volume or area 
K stress intensity factor
KIC critical stress intensity factor
Kmi,, minimum stress intensity factor
K0 constant
l,lc mean length and critical fibre length
L specimen length or span length in a 3-point bending test
m Weibull modulus (shape parameter)
n constant
N sample size
ne number of detected events
N0 constant in AE testing
Nr number of ringing down counts
M bending momentum
P fracture load in 3-point bending or compression
Pf Probability of failure
P7,P8,P9 sintering programmes 
r interatomic distance 
re equilibrium interatomic distance 
Rae Felicity ratio
rw correlation coefficient for Weibull function
rG,rl correlation coefficients for 2- or 3- parameter 
Weibull functions resp.
xiv
rN correlation coefficient for Neville function
P,Pf or P(x) Probability of failure 
rs resolution in OM
r, radius of cylindrical specimen
R or p radius of curvature at the crack tip, or radius of spherical
particle
rc equilibrium interatomic distance
s stiffness
Si true slope of the stress-strain curve in 3-point bending





Ue stored elastic energy
Um strain energy within matrix
Up strain energy within particle
v crack velocity
V volume of specimen
Va peak amplitude
vavg average crack velocity
Vc constant in AE testing
V! input voltage in AE testing
Vf output voltage in AE testing
xv
V„ reference unit volume
Vp peak voltage
V, scale parameter in AE testing
V . threshold voltage
w or W height of specimen
Wf work of fracture
Y
-‘*'avg average value
Y,Z dimensional terms depending on crack
depth and test geometry
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CHAPTER 1. INTRODUCTION
Structural ceramics are generally brittle composite systems, having a coarse 
structure and consisting of two or more phases. They are very useful materials with 
attractive properties such as good mechanical characteristics, low density, good 
corrosion and high temperature resistance. Their structure is influenced by their 
chemical and mineralogical composition and also by their particle size distribution, 
sintering temperature and time, which result in various structures.
The application of stress on ceramics results eventually in fracture with energy 
consumption, ideally required for the formation of new surfaces. In reality energy is 
also required for other absorbing processes since the main mode of failure of 
ceramics is by brittle fracture with no yielding or plastic flow .
In accordance with linear elastic fracture mechanics as applied to homogeneous 
monophased materials, fracture starts at some flaw and in this respect is flaw 
dependent. Flaws in ceramic bodies are introduced during fabrication and 
manufacturing and can cause a scatter on mechanical properties as high as 100%, no 
matter how well the specimens were produced.
For the above reasons the use of only mean values in ceramics is insufficient 
and several attempts have been made to develop statistical functions describing 
mechanical property variation.
The aims of this project fall into the following
areas :
a. The experimental investigation of mechanical properties of various
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heterogeneous coarse grained polyphase ceramic and fibre-ceramic composites and 
the relation of these properties to structure, using a variety of electron-optical 
methods.
Clay based ceramics like kaolin, a pottery mixture, a brick clay, and kaolin- 
fly ash composites were used to provide a range of different ceramic structures, The 
above materials were chosen to represent coarse grained ceramic materials, because 
of their abundant availability and relative ease in manufacturing many samples.
A number of oxide fibres (a-Al20 3 , <5-Al20 3 and mullite ) and a graphite 
(Grafil XAS) fibre mixed with kaolin as a ceramic matrix were used to produce 
random oriented short fibre-compos ites. The effect of structure and fibre content on 
the mechanical properties of composites were examined.
In both cases slip casting was the main production method used for specimen 
preparation and three-point bending of notched and un-notched specimens was the 
main fracture test.
Cement and cement-fly ash composites and glass specimens were used tested 
and examined in the same way as the other ceramics in order to provide comparison 
systems of different nature.
b. The examination of applicability of linear elastic fracture mechanics 
for describing failure processes in brittle polyphase coarse ceramic systems which 
present under stress, sub-critical activity before fracture. Crack growth was monitored 
by the use of acoustic emission techniques.
c. The examination of applicability and validity of statistical theories 
and functions (Weibull and Neville functions) on the analysis of flexural strength 
(MOR) and stress intensity factors (KIC) from brittle ceramic systems.
2




Clay minerals are most important naturally occurring substances for industrial 
use. They are found in many parts of the world (e.g. England, USA, Germany) and 
are classified in two main groups, the kaolins (which include kaolinite, nacrite, 
dickite, and halloysite) and the montmorillonites (which include montmorillonite, 
nontronite, beidellite, hectorite, saponite).
From geological point of view the clays are classified in two types: residual 
and sedimentary [1]. Residual clays (e.g china clays) are those which have remained 
in their place of origin, and sedimentary (e.g. ball clays, brick-clays, fire- clays ) are 
those that have been removed from their original places.
Transportation makes sedimentary clays contain impurities and to be finer than 
residual clays because of mechanical abrasion.
Kaolins and kaolinitic clays are used as they are or in mixtures in industrial 
applications for production of structural ceramics and may also be used in the 
production of advanced ceramics. As an example, Higgins and Hendry [2,3] studied 
the mechanism of formation of /3-sialons (S i^ A I^ N ^  from oxides and by
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carbothermal reduction of kaolinite through an idealized reaction:
3(2Si02.A120 3.2H20)+15C +5N 2 ------------------- >  2 S i3Al30 3N5+ 15C 0+ 6H 20
2.1.1.2. Chemical Composition
The kaolins in their pure form contain 39.5% A120 3, 46,5% Si02 and 14% 
H20  and have the formula Al2Si20 5(0H)4 and their structure is not three- 
dimens ionally homogeneous. They have a layer structure [4], a combination of an 
(Si20 5)n layer of Si04 tetrahedra joined at the corners with an A10(0H)2 layer of 
alumina octahedra as shown in F ig.l. The montmorillonites contain 28% A120 3 
66.5% Si02, 5.5% H20  and have the formula Al2Si4O10(OH)2 and the structure of a 
AIO(OH) layer between sheets of Si20 5, [5].
English china clay (found in Devon and Cornwall) with a 46.5 % Si02 and 
39.5% A120 3 content, alkalis less than 2% and iron oxide less than 1.2%, is one of 
the purest sources of kaolinite. The refined clay consists of lamellar crystals or 
platelets with size of about 2 fxm. The main minerals are approximately 85 % kaolinite 
and about 12% mica.
Ball clays are always secondary residuals and contain 40-60 % Si02 
25-40 % A L ^ ,  up to 4% Fe20 3, up to 4% K20  and up to 0.75%Na2O. Brick clays 
usually have high Si02 content (45-75 %),and low A120 3 content (10-35 %). They 
also contain usually considerable amounts of iron oxide (4-9 %), calcium carbonate 
up to 10 % as CaO), potassium oxide (up to 4 %) and low content in sodium oxide 
(up to 1 %), titanium oxide(up to 2%) and sulphades (up to 2 % as S 03).
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Fig 1. Schematic representation of kaolinite srtucture.
The main minerals in brick-clays are kaolinite and chlorite with illite, quartz 
and organic matter. Because of the chlorite content (uncertain composition) rational 
analysis for brick-clays is difficult.
The phase diagram of the S i0 2-Al20 3 system (fig. 2) shows a eutectic 
temperature o f 1547°C [6 ] (or 1587°C [5,7]) at 5.5% A120 3, which means that no 
liquid is produced below this temperature [7]. Heating a mixture of silica and alumina 
at temperatures over 1000°C, produces a mixture of cristobalite (S i02) and mullite 
(3Al20 3.2S i02) or mullite and alumina, formed if there is time for equilibrium to be 
established [8,9]. The phase diagram also shows that the proportion of mullite in the 
Final product is increased as alumina is added up to about 73%. At this percentage 
the mixture theoretically will give 1 0 0 % mullite.
The presence of oxide impurities (Fe20 3, CaO, MgO, K20 ,  N a ^ )  (fluxing 
oxides), lowers the eutectic temperature in the region of 1200°C or less depending on 
the amount o f the fluxing agents. Peters and Iberg [10], suggested that on firing of
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clays, gas evolution and liquid formation starts below 900°C. Khalil and Korashy 
[ 1 1 ], examining the characteristics of calcareous clays found that increase of the 
amount o f fluxing agents increased the liquid phase formed during sintering.
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Fig.2 Phase Diagram of the S i0 2-Al20 3 system.
They also found that increase of the sintering temperature improved the compressive 
strength of the fired clay-bodies up to 1050°C, after which a dramatic drop was 
attributed to breakdown of the crystalline phases ( gehlenite ,wollastonite and 
plagioclase).
2.1.1.3 Firing reactions of clays
Heating kaolinite in the range of 400-1200°C results in atomic rearrangements 
between the main elements present.
The firing reactions of clays ( china, kaolinite, ball clays etc) have been the
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subject of various studies and are generally the same,[12-18] . There is still the 
uncertainty about the cause of the 980°C exotherm and the composition of the formed 
spinel phase [e.g 19-25]. The main reactions which take place during firing of 
kaolinite are presented in Table 1. According to these reactions, at 500°C metakaolin 
is formed which at 950°C is transformed to a two phase mixture with another final 
transformation at higher temperatures to mullite.
Most hydrated minerals lose water when they are heated. During reaction Nol 
at 480°C kaolinites start to loose their combined water, and the water loss being less 
than 1.4 % of the total weight of the clay. Dehydroxylation is almost completed at 
700°C (slow evolution continues up to 900°C) where the weight loss is increased to 
about 14 % [26]. The theoretical weight loss is 13.9% for a pure kaolinite clay 
specimen on a dry weight basis.
However, there is a disagreement about the cause of the exothermic reaction No2 
(Table 1) and the composition of the 980°C spinel phase. Some workers [27] 
considered that metakaolin first forms 7-Al20 3 and amorphous silica in accordance 
with the reaction:
Al20 3.2Si02 ------------------- >  A120 3 +  2Si02
7 -alumina
Brindley and Nakahira [19], examining the high temperature phases of the 
kaolinite-mullite reaction series, reported an Al-Si spinel phase with 2Al20 3.3Si02 
chemical composition. Sequit and Anderson [28], examining two clays, have found 
dependence of the mullite formation temperature on the source and purity of the clay.
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In the purer clay a temperature of 1300°C was necessary for mullite formation, while 
in the less pure clay mullite was observed at 1200°C, probably as a result of the 
fluxing properties of the impurities.
1. Al20 3.2 S i0 2 .2H20
ca 500°C
Al20 3 .2S i0 2 +  2H20  
meta-kaolin
ca 950°C
2. 2(Al20 3.2 S i0 2) ------------------ > 2Al20 3.3S i0 2 +  S i0 2
meta-kaolin
1200-1400°C
3. 3(2Al20 3.3 S i0 2) -------------------> 2(3Al20 3.2S i02) +  5 S i0 2
mullite
Table 1. Reactions taking place during sintering o f kaolinite
Percival and Duncan [29], using infrared spectroscopy, found evidence of 
metakaolin decomposition to 7 -alumina and amorphous silica as temperature was 
raised from 500 to near 900°C. At 900°C reaction No 2 products transformed to 
mullite (and probably some spinel at higher temperatures). At 1100°C excess 
secondary mullite and cristobalite was formed. These results are in agreement with 
other reports, although 1100°C is a low temperature for secondary mullite formation.
Chakraborty and Ghosh [22] and Chakraborty [30], examined the 
kaolinite-mullite reactions by firing kaolinite and synthetic gel, and proposed a
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3Al20 3.2Si02 composition for spinel phase. X-ray diffraction measurements have 
shown that a small amount of mullite is produced during reaction No 2 [31-34].
X-ray diffraction first gives evidence of mullite formation at about 1000°C 
although it is not visible in SEM examination until about 1200°C [19,35,36]. Lach 
[36], proposed three stages in mullite formation. First, at 1000°C, the formation of 
isometric small crystals, second the growth of these crystals and third, at about 
1400°C the formation of well developed mullite. Bulens et al. [37], suggested that 
the relative ratio of spinel to mullite depends on the origin of the kaolinite and the 
impurity oxides. They reported that addition of CaO promotes mullite formation and 
MgO promotes the spinel formation.
Hoffman et al. [38], synthesized a single-phase xerogel and a diphasic gel. 
Analysing the gels, using DTA analysis and diffractometry, they found in the single 
phase (but not at the diphasic gel) a 960°C exotherm and a weakly crystalline mullite 
formed at 1015°C. They concluded that the exotherm was due to mullite formation.
Brown et al [14], using Magic-Angle Spinning (MAS)-NMR examination 
reported that a maximum of 19% spinel phase was formed at 980°C, comprising of 
7 -alumina without any detectable, with this technique Si02 content [39].
Chakraborty and Ghosh [17], re-examined the results of Hoffman et al. [38], 
by synthesizing and characterizing a freshly prepared Al-Si gel and found XRD peaks 
of Al-Si spinel along with peaks of weakly crystalline mullite. They concluded that 
it was unjustifiable to ignore the presence of spinel formation as a contribution to 
exothermic peak.
Okada et al. [40], and Okada and Otsuka [41], characterising the spinel phase 
formed by firing of S i02-Al20 3 xerogels and kaolin minerals respectively, used X-ray
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quantitative analysis, lattice constant determination and chemical analysis by analytical 
TEM. They reported a 92% 7-Al20 3 +  8% Si02 spinel phase. They also reported that 
the mullite coexisting with spinel phase differed between the mineral species due to 
retention of metakaolin structures. Sonuparlak et al. [42], isothermally heat-treating 
Georgia kaolinite and using DTA, X-ray diffraction and TEM examinations, 
concluded that the 980°C exothermic peak was due to y-A120 3 spinel formation only. 
They proposed a less than 10% Si02 content of the spinel.
Sanz et al. [43], examining a high-purity kaolinite from Spain, and using 
high-resolution Aluminum-27 and Silicon-29 MAS-NMR techniques, found that 
amorphous silica, spinel phase and nuclei of mullite were produced at 980°C giving 
the exotherm. They assigned the exothermic peak at 980°C to the transformation of 
the coordination of the Al from the pentahedral or tetrahedral form of the 
metakaolinite to the more stable octahedral form and concluded that it was not 
associated with the formation of a particular crystalline phase.
Today it is generally accepted that spinel and mullite are formed 
simultaneously during the 980°C exothermic reaction. Recently, Chakraborty and 
Ghosh [25,44], concluded that the key target in the determination of the cause of 
980°C exotherm is to identify what phases crystallize at the 980°C peak. They 
underlined that both spinel and mullite could be responsible for the 980°C exotherm 
and only in cases of absence of one of the above phases the cause could be attributed 
only to one phase.
At 1100°C the bulk of the secondary mullite is formed and amorphous silica 
is transformed into cristobalite. Again, kaolins with well developed crystalline 
network present a delay of the second reaction during which also a rapid shrinkage
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occurs.
Research on the change of crystallite size of mullite with temperature and 
sintering time, [45], showed that the increase of sintering time and temperature 
increase the crystallite size and leads to crystal growth of mullite crystallites.
2.1.1.4 Thermal analysis methods of clays
The study of clays using thermal analysis methods is well covered in the 
literature [46-49], based on the observation and measurement of physical and/or 
chemical changes which happen in a material when it is heated or cooled. The main 
techniques used in the examination of clays and generally of ceramic materials are 
Thermogravimetry (TG) and Differential Thermal Analysis (DTA).
In thermogravimetry the weight change of a material in powder form, during 
heating and cooling is recorded and information about the relation between weight and 
temperature changes, about thermal stability and the substances produced during 
heating is gained.
The main reactions and changes which can be detected using this technique 
include dehydrations, decompositions, reductions, oxidations, and gas evolutions [50]. 
Clay minerals loose water and other volatile substances (e.g. carbonates) when heated 
at temperatures which can characterise the minerals.
During Differential Thermal Analysis measurements, a sample to be analyzed 
and an inert substance are heated up in a furnace simultaneously under the same 
conditions and the temperature difference in relation to time or temperature is 
recorded. The DTA curves present peaks related to absorption or desorption of heat
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as a result of energetic changes in the samples. DTA records all the enthalpy changes 
independently of weight changes. When crystallisations, oxidations or decompositions 
take place, exothermic curves are formed. Other changes such as phase 
transformations, dehydrations and reductions cause endothermic effects [46]. 
Generally physical changes are endothermic and chemical changes can be endo-and/or 
exothermic. The main physico-chemical phenomena detectable by DTA analysis are 
presented at Table 2.
Kaolinites usually present an endothermic peak in the region of 100°C when 
desorption of the absorbed water takes place. TG and DTA measurements showed 
[51], that the magnitude of this peak is dependent upon the particle size (surface 
area) and the crystallinity of the clay. The more crystalline the clay the lower the 
endo-peak.
At higher temperatures in the region of 400-700 °C a large endothermic peak 
is formed (for kaolins usually around 480°C) as a result of dehydration of combined 
water (dehydroxylation of the silicate lattice) and decomposition of the clay [47]. 
Dilatometric experiments showed that kaolinites expand when heated in the region 
of 450-500°C and contract in the region of 500-600°C as a result of the -OH group 
detachment [52].
The temperature of dehydroxylation depends on the degree of the arrangement 
of the structure. Well developed kaolinite networks seems to be more stable and 
present a thermal delay and a more distinct reaction in - OH detachment. Well 
crystallized kaoline specimens (API standard) show a peak minimum at 540°C [51].
The weight loss produced from dehydroxylation in the region of 500°C, is 
about 1.4% and could be used for quantitative measurements of kaolinite content of
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a clay, provided there are no other substances present which loose weight at the
Phenomenon Endothermic change Exothermic change
Physical Crystalline transition Crystalline transition
99 Vaporisation, Fusion
ft Sublimation
ft Desorption, Adsorption Adsorption








99 Redox reactions Redox reactions
99 Combustion
99 Polymerisation, resin 
curing
99 Catalytic reactions
Table 2. Detectable phenomena by thermal analysis
same temperature. At higher temperatures and till 700°C the total weight loss is about 
14% [26].
At higher temperatures (900-1000°C), a relatively strong exothermic peak due 
to a crystallization phenomenon is formed as a result o f mullite formation [20,31-34] 
and/or 7 -alumina and silicon spinel formation [19,27]. A second exothermic peak at
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1250°C is attributed to mullite crystallisation.
A similar thermal behaviour was found during examination of illites [52]. 
They expand till 500°C and loose their hydroxyl groups in the region of 520-550°C. 
At higher temperatures (about 750°C) their crystalline network is destroyed. XRD 
measurements show that at 700°C all the peaks from the clay minerals have 
disappeared. At 850°C a spinel starts to form and this continues until 1200°C. At the 
same temperature silica and alkalies from the interpacked layers begin to form 
uncrystallized glass, which results in rapid contraction of the clay. At higher 
temperatures the formed glass dissolves the spinels formed earlier.
The fired colour of the clays depends mainly on their iron oxide content and 
also on the state of oxidation of the iron, the degree of sub-division, the kind of the 
firing atmosphere (oxidizing or reducing), and the temperature and duration of firing. 
Other oxides such as calcium oxide and magnesium oxide produce more white fired 
clays and organic matter lighten the colour by keeping the iron in the ferrous state. 
Oxidizing atmospheres and higher temperatures darken the colour of the fired 
brick-clays from light red to dark red or brown.
As it was shown in experiments on the preparation of glass from 
quartz-porphyrite sands (73% Si02, 15% A120 3) [21], that when iron oxide is present 
in the fired bodies, it can produce extensive bubble formation at 1300°C, due to 
reduction of Fe20 3 to Fe30 4, according to reaction:
3Fe20 3 ---------------------------- >  2Fe30 4 +  1/2 0 2
After sintering (firing), clay ceramics are very brittle materials [e.g. 53] and
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up to about half of their melting temperature, fracture occurs without plastic flow at 
the crack tip.
2.1.2.6. Fly Ash and Fly Ash Bricks
Fly Ash (FA) is a product (about 15 % of the coal) of the combustion of sub- 
bituminous or lignitic coal of modern electric power stations.
In countries where coal is used as energy source, there is a considerable 
interest in using fly ash (FA) as additives of cement. However, FA utilization in the 
commercial markets is still limited, [54],( e.g. in U.S.A. is about 20% of the 
available ash) despite the fact that FA is an inexpensive material and its disposal 
causes environmental problems. Other uses of FA in industry, [55], include, 
fabrication of mineral wool when the chemical composition falls within certain limits, 
high flexural strength ceramics from fired mixtures of FA, glass scrap and clay, wall 
tiles from pure FA, and ash bricks.
Mineralogical analyses of several fly ashes performed by Mehta [56], revealed 
the following:
a. Crystalline silica in the form of quartz is present in all FAs.
b. Crystalline aluminosilicate in the form of mullite was not present in high 
calcium fly ashes.
c. Crystalline C3A, a highly reactive compound and 
anhydride CS', were found in all high calcium FAs.
d. Fe3 0 4 and periclase (crystalline MgO) were present.
e. Quantitative mineralogical analyses showed also that the non crystalline
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matter (glass) content, was high in all the examined FAs.
The fly ashes in mixtures with P.C. act as active additions , due to their 
ability to react with lime and produce hydraulic compounds . The suitability of a FA 
to be used in cement industry depends mainly on its chemical and mineralogical 
composition. It was also found [57] that the presence of a refractory phase e.g. 
mullite, influence the crystallization of the clinker minerals.
FAs are pozollanic materials. This means that they give the pozollanic reaction 
in which particles of FA react with water and lime to form cementitious products 
(calcium silicate hydrates -CxSHy) in a similar way to cement hydrates. With respect 
to particle morphologies and composition, fly ashes consist of various particles with 
different morphology and chemical composition. As a result even adjacent FA 
particles of similar size may vary in glass content and composition and content and 
type of crystalline matter included, a fact which influences reactivity at later stages 
of FA reaction in cement and concrete [58,59]. From morphological point of view 
the finer particles of FA are in the form of plenospheres while the coarser ones are 
pebble-like and porous [60].
FA produced during combustion of all kinds of coal, can also be used as a 
substitute of clay in bricks [61-64] and also as a starting material in mixture with 
other materials for the production of e.g. mineral wool, high strength ceramics, 
ceramic glazed wall tiles etc. Actually these uses are more important than those of 
cement mixtures, because they could result in appreciable reduction of existing large 
stockpiles of FA as they are larger volume applications.
Bricks are normally manufactured from clays, an inexpensive material which 
however may not be always available from local sources and it needs expensive
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processing (excavation, milling etc) to be suitable for use. The manufacture of bricks 
from FA is not new. A number of research centres on this subject exist in Holland 
[62], India [63] and USA [64]. Day et al, [65], used western Canadian FA, in 
mixtures with binders (e.g. sodium silicate ) to produce superior ceramic material, 
as an interesting alternative to standard clay brick, with strengths adequate for 
masonry elements.
Their main characteristic was the low density (typically 1.7 g/cm3 compared 
to 2.27 g/cm3 of clay bricks) and durability in freezing and thawing. They also 
needed less energy for production, requiring lower firing temperatures (900°C- 
1000°C) and shorter duration (3 hours was adequate to reach the desired strength 
level). They could solve the problem of elimination of the waste product and 
environmental pollution, as well as conservation of natural resources.
2.1.2 COMPOSITES
2.1.2.1. Introduction
Although ceramic materials have useful physical, chemical and mechanical 
properties, their use is restricted by their brittle behaviour. In order to overcome this 
deficiency composite ceramic materials have been developed and new avenues to 
production of advanced engineering systems have been opened.
The idea of developing composite materials is not new. The first fibrous 
material, used some 2000 years ago for thermal insulation purposes, was the greek- 
named asbestos, a natural ferro-magnesian silicate material. The first man-made
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fibres, were coloured glass threads and produced for decorating purposes [6 6 ]. In 
1930’s glass fibre production improved and composite materials (synthetic resins and 
polymers) with glass-fibre reinforcements became useful. Later the development of 
ceramic fibres was stimulated by the need for high-temperature reinforcing fibres in 
aerospace applications.
Ceramics reinforced with a fibrous phase with high aspect ratio 
(length/diameter) have been developed in situ as precipitates in the host matrix. 
However, since the volume fraction was low and the interface between the phases too 
strong to act as an effective crack deflector, the reinforcement was low. Several 
composite systems of ceramics have been developed [67] where the toughening agent 
is particulate matter platelets, whiskers and fibres. A schematic representation of the 
fibre composites is shown in fig. 3.
The fabrication of short random oriented fibre composites and whisker 






Fig.3 Representation of fibre-composite systems.
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casting, injection moulding etc), while fabrication of continuous composites follow 
other methods (e.g. slurry infiltration with hot pressing, sol-gel melt infiltration etc).
Since only random orientated short fibre composites were examined in this 
thesis, a brief review of the discontinuous ceramic composite literature was 
considered and included here . Extensive analysis in the theory of engineering 
ceramic and metal composite materials can be found in the literature e.g. Watt et al, 
[68], Hull, [69], Kelly and Rabotinov [70], Harris [71], Johnson and Sowman [66], 
Warren [67]. It must be mentioned that during the literature review on CMCs and 
fibres for the present thesis, the majority of information was about aligned long fibres 
and that much of it was found in the form of patents or proprietary methods. 
Similarly, Schioler and Stiglich [72] in a literature review of the ceramic matrix 
composites developed in USA , indicated that much of the work in this field is 
proprietary in nature and thus is not referenced in the usual sources.
2.1.2.2 Ceramic fibres
The commercially available fibres are divided in four categories with respect to 
chemical composition: the oxide fibres (e.g alumina, aluminosilicate, glass etc.), the 
non-oxide fibres (mainly carbon, boron, SiC, etc.) the polymeric fibres ( e.g. 
polyethylene, kevlar etc.) and the metallic fibres (e.g steel, tungsten). The majority 
of commercial fibre refractories are based on alumina or aluminosilicate fibres. 
Hybrid fibre composites consisting of two different fibres have also been developed 
in an attempt to tailor properties in accordance to specific requirements. The fibres 
are grouped according to structure in amorphous, single crystal, polycrystalline and
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multiphase. Their usual fabrication processes include plastic forming, slip casting, 
cold pressing and sintering, and hot-pressing.
With respect to their length they are divided, again, in two types : the 
discontinuous (short) fibres and the continuous (long) fibres. A useful review on 
fibres and their composites is given by Watt, Harris and Ham (eds) in the proceedings 
of the Royal Society of London [68].
2.1.2.2.1 Alumina fibres
Three are the main production processes for the manufacture of polycrystalline 
oxide fibres, [70] :
a) The relic process (where an organic filament is soaked in an inorganic salt 
solution, then is dried and finally is calcined to produce a relic of the original fibre).
b) The extrusion of slips (where a suspension of an oxide in water is forming 
a "slip" which is the extruded, dried and calcined to form a fibre), and
c) The spinning of viscous solutions (where an aqueous solution of an oxide 
is transformed to a viscous solution which is then extruded as a filament).
Oxide inorganic fibres [73] comprise mainly combinations of aluminium oxide 
(alumina ) and silicon dioxide (silica) in various proportions , and in lesser extent 
zirconium oxide (zirconia) and boric oxide, e.g.Al20 3-Si02, A120 3, Al20 3-Zr02, 
Al20 3-B20 3-Si02 and Z r02-Si02.
Generally alumina fibres are cheap, have high Young’s modulus (over 300 
GPa), good chemical resistance but also high density ( over 3 g/cm3) and low tensile 
strength which result in inferior specific mechanical properties when compared to
20
other fibres.
A little more information will be given for the first two types of fibres which 
have been used in the present thesis.
a. Aluminosilicate fibres (ALF)
They contain about 45-60% alumina and the rest is silica and minor 
constituents iron titanium and calcium oxides, produced mainly from kaolin. Also 
in this category are the mullite fibres.
These are used in composite fabrication and as a substitute for asbestos in 
insulating applications.
As was shown by XRD, DTA, and IR spectroscopy, [74], Triton Kaowool, 
and Fiberffax ALF fibres (with impurities of iron, titanium sodium, and potassium) 
transform to mullite when they are fired at temperatures at about 1000°C, the quantity 
of mullite increased with time. No indication of cristobalite formation was found even 
after long time firing at 1050°C for the first fibre. However the second fibre, which 
had a higher oxide content, showed transformation to cristobalite after long firing at 
the same temperature. These results show that oxide impurities can accelerate 
conversion of mullite to cristobalite. Other workers [75] reported similar 
transformation to beta cristobalite from devitrified commercial grade aluminosilicate 
zirconia refractory fibres. The main production routes of these fibres starts with 
melting of the raw mixture and continues with compressed gas separation to form 
fibres or with the use of a rotating disk from which fibres are produced by 
centrifugal force.
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b. High alumina fibres
The main production methods include the slurry process in which an aqueous 
stabilized slurry is extruded into air and sintered at high temperature, and the sol-gel 
spinning method in which aluminium compounds, precursors to the oxide, are dried 
and heat treated to form fibres. Alumina is usually produced by heating Al(OH ) 3 to 
above 1000°C. Alpha-alumina has the more stable structure of all the alumina oxides 
[76], with a hexagonal close-packed unit cell (with interstices filled with aluminium 
atoms), of high density (3.97 gem'3). As the temperature is increased (above 1100°C) 
alpha-alumina acquires larger crystal grains. The main features (advantages and 
drawbacks) of using alpha-alumina fibres in composites are shown in Table 3, [76]: 
In aqueous solutions alumina fibres have positive or low negative surface 
charge, [70], as demonstrated by zeta potential at pH 5.5 (e.g. Saffil fibres (delta 
structure) have + 28  mV and aluminosilicate fibres -4mV).
A D V A N T A G E S D I S A D V A N G A G E S
a. High temperature stability up 
to 1100°C
a. High densities (heavier than 
gamma-alumina, glass and 
carbon fibres)
b. Stability in molten metals. b. Not so high UTS (as above)
c. Electrical inertness
d. High Modulus of elasticity
Table 3. Characteristics of alpha-alumina fibres.
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2.1.2.2.2 The Saffil fibres
The Saffil, short polycrystalline alumina fibres, produced as short staple by 
the centrifugal spinning of a solution of aluminium compounds ( aluminium 
chlorohydroxide AlClx(OH)y, silica, organic polymer and water) followed by drying 
in a high velocity gas stream and heat treatment to transform the fibres in a , 7, 5, 
rj, and 9, structures of alumina, have been developed by ICI PLC. Initially they were 
used as a high temperature furnace insulation, but later improved grades (e.g. RF 
grade) were used in metal matrix composites mainly for automotive applications [77- 
79]. Saffil RF fibres have a fine grained mainly delta alumina microstructure 
developed by the use of about 4% silica and careful production control. The 
production method employed minimizes also, the non-fibrous materials and give a 
quite thin uniform mean diameter of about 3 microns [80].
2.1.2.2.3 Carbon fibres
The non-oxide fibres include carbon, carbide and nitride fibres. The structure 
properties and thermal stability of carbon fibres are well documented by Watt and 
Perov [70].
Carbon fibres are the only class of reinforcing agents that retain their stability 
to temperatures above 1500°C. Unfortunately, they have a limited lifetime in 
oxidizing atmospheres at medium temperatures, since carbon is readily oxidized at 
temperatures higher than 400°C. Carbon fibres of high strength and Young’s modulus 
are important reinforcing agents in modern technological applications.
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High modulus carbon fibres are produced [81] by:
a. pyrolysis of cellulose in inert atmosphere (cellulose method).
b. polyacrylonitrile (PAN) fibre conversion .
c. low-melting point isotropic pitches transformation.
d. Pyrolytic deposition of hydrocarbons from the gas phase.
The carbide and nitride fibres are produced by pyrolysis of 
polymers or by chemical vapour deposition (CVD).
2.1.2.3 Compatibility of fibres and matrixes - 
The fibre-matrix interface
The structure and properties of the fibre-matrix interface play an important 
role in the properties of composites. Generally, the lower strain to failure of the 
matrix in comparison to that of the fibres, indicates that the mode of fracture depends 
on the bonding between fibres and matrixes.
There are two main types of matrix-fibre interfaces which play an important 
role in the mode of fracture:
a. Strong interfaces when there is high chemical compatibility and strong 
bonding between fibre and matrix as, for example, in the case of mullite-mullite 
composites or, generally, oxide ceramic-oxide fibre systems. In this case a crack 
propagating in the matrix may pass through fibres and matrix resulting in catastrophic 
failure.
b. Weak interfaces when there is no chemical compatibility and the bonding 
between matrix and fibres is weak, as in the case of oxide ceramic-carbon fibre
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systems. In this case debonding of the fibres may occur allowing the fibres to slide 
through the matrix to bridge the cracks. This mechanism leads to load transfer from 
the matrix to fibres and theoretically results in improvement of the mechanical 
characteristics of composites, determined by the frictional effects between matrix and 
fibres.
Additionally the interfaces within the matrix of polycrystalline and/or 
polyphase composites are important, especially at elevated temperatures where e.g. 
softening of a glass phase can result in change of the load transfer mechanism and 
fracture behaviour of the composite.
In order for a fibre to form a useful composite [82] with a given matrix, three 
main parameters must be examined: (a) The thermal expansion coefficients, (b) The 
elastic moduli, (c) The chemical compatibility under the fabrication and usage 
conditions.
Several simple theoretical formulae (e .g . [83],[84]) have been proposed to 
predict the matrix stresses due to thermal mismatch in aligned fibre systems with 
reasonable success. However, in random oriented systems the complexity of stressing 
allows only qualitative comparisons. Thermal mismatch cracking in short random 
fibre systems is more extended than in similar continuous unidirectional ones [82].
The expansion coefficients of fibres, a , are not equal in radial and axial 
direction, particularly those of carbon fibres [82]. So the differential values Aar 
(radial) and Aaa (axial) may not be equal.
When matrix cracking due to thermal expansion mismatch occurs during 
cooling, in random short fibre composite systems, cracks are formed in all directions 
and the expected result is the weakening of the composite. Sambell et al.[85], gave
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the following (Table 4) comparison of the damage due to thermal expansion mismatch 
in some carbon fibre reinforced systems. The thermal expansion mismatch 
parameters (axial) and 4>r (radial) are given by the following equations :
^  _ ( a m-a fg ) ^ T E m
(eql)
A  )  A T E m
where a m , a fa and a fr are the mean expansion coefficients of
matrix ,fibre in axial and fibre in radial directions respectively.
AT, is the temperature difference from the critical temperature Tc 
am , Em , are the stress and the Young’s modulus of the matrix
The critical temperature Tc is defined as the temperature below which little 
stress relaxation can take place. afa and trfr in Table 4 are the axial and radial stresses 
in fibres respectively.
Improvement of strength and toughness in a composite requires a relatively 
low-toughness interface between matrix and fibres, when debonding and sliding take 
place in order for the fibres to bridge the crack surfaces, [85]. When there is no 
bonding at the interface ( as in case of non-compatible matrix-fibre interface), sliding 
is resisted by friction.
An important factor which must also be taken into account in relation to 
compatibility is that fibres could not retain their integrity if they reacted chemically, 

























3.5 520 60 0 . 1 0 . 1 1 -140 1 .1 -1.4 Un-cracked
glass-ceramic 1.5 1 0 0 0 1 0 0 0 . 1 0.15 -650 1.5 -6.5 Un-cracked
Table 4. A comparison of the damage due to thermal expansion 
mismatch in carbon-fibre reinforced composites, [85].
2.1.2.4 Ceramic Matrix Composites (CMC’s)
The need for high-temperature high toughness and strength materials prompted 
in early 1980, the research and development on ceramic matrix fibre composites 
(CMC).
The ceramic matrix composites can be classified in two large categories: the 
glass and glass-ceramic matrices reinforced with continuous or short fibres, 
(e .g .[86,87]) and the polycrystalline ceramic matrices reinforced with whiskers (e.g. 
[88,89]).
The main methods o f CMCs production include:
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a. Continuous-fibre reinforced glass-ceramic and glass systems produced by 
a solid state slurry impregnation followed by hot-pressing.
b. Infiltration of woven-fibre preforms with a ceramic matrix by a gas or 
liquid route.
c. Hot-pressing whisker toughened ceramics.
As Harris indicated [71], simple models can be used for elastic properties 
prediction. However accurate strength prediction is more difficult, since strength is 
dependent not only on the properties (strengths and elastic moduli) of the composite 
constituents, but also on the development of damage on the microscopic scale, so the 
formation of a crack and the control of its growth is controlled by the heterogeneous 
nature of the composite (effect of relative thermal expansion coefficients, porosity 
etc). This difficulty is more important in the case of short random oriented fibres 
where there is also the additional effect of fibre length and orientation. Phillips [82], 
reviewing short fibre composites, underlined that these systems are weak and, 
sometimes, even weaker than the matrix itself. Harris [71], indicated that elastic 
moduli in parallel and series composites can be calculated using the Voigt and Reuss 
models respectively:
Ec =EmVm + Ef Vf Voigt parallel model
(eq.2)
1 Vm Vf-=- = ~  Reuss series model
E C Em Ef
where Ec , Ef and Em are the Young’s moduli of composite, fibre and 
matrix and Vm and Vf are the volume fractions of matrix and fibres respectively.
Phillips [82], also indicated that deviation from the above Voigt model needs 
to allow for presence of porosity and the Em value must be corrected in accordance
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to Mackenzie’s relation: Em =  Emo (1-1.9P+0.9P2) where Emo is the Young’s 
Modulus at zero porosity.
Research in continuous carbon aligned fibre reinforced borosilicate glass [90], 
has shown an initial increase of strength with volume fraction of fibres, but with 
higher fibre volume (over 55%) a dramatic decrease attributed to increased porosity.
Sambell et al. [85], examined the properties of a number of ceramic fibre 
(zirconia or carbon) composites with oxide (MgO or Alumina) or glass matrix, 
produced by hot pressing mixtures of fibres with powdered matrix material. They 
found that alignment increased fracture strength. On the other hand, randomly 
dispersed fibres decreased fracture strength. They suggested that main reason for this 
behaviour was mismatch of thermal expansion coefficients and the nature of the 
interface. They also reported [91], that in an aligned continuous carbon fibre 
composite strength increased with fibre content as predicted by the rule of mixture, 
until above 40% volume content of fibres, when the flexural strength was decreased.
The work of fracture was increased in all cases. They suggested that a 
number of reasons could be responsible for this, such as, deflection of a propagating 
crack (in aligned fibre-composites ) and/or fibre pull-out (since it dissipates energy 
and can result in high works of fracture). SEM examination had shown that fibres 
pull out was the main mechanism. Generally, a number of toughening mechanisms 
exist in short fibre-ceramic matrix composites [67] :
a. Load transfer from the matrix to reinforcing fibres when the matrix fail.
b. Fibre pull out (requires weak whisker/matrix interfacial bonding, and 
energy is absorbed during pull out).
c. Crack deflection or arrest at the interface .
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d. Fibre bridging (un-fractured fibres bridge the crack behind the crack tip.
e. Microcracking (decreasing stress intensity at main crack tip).
The above mechanisms are synergetic, i.e. they can be additive and complement 
each other. A schematic illustration of the last two toughening mechanisms are shown 
in fig.4.
Strengthening of ceramics with dispersion of particles (as in the case o f metals) 
cannot be done through dislocation blocking since dislocation mobility is already 
extremely low or nil [92], but may be achieved through reduction of the Griffith flaw 




Fig.4 Graphic representation of deflection and fibre bridging mechanisms.
An important factor affecting the strength o f both continuous and 
discontinuous fibre-composites is the presence of microstructural defects and 
especially the occurrence of voids, since a small fraction of voids can have a drastic 
effect on strength [81].
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The theory of the fibre reinforcement indicates that two requisites exist for 
strengthening of ceramics [84]. It will only occur:
a. If the elastic modulus of the fibres is greater than the elastic 
modulus of the matrix; and
b. If tensile stresses can be transmitted to fibres.
When the fibres have lower modulus, the fracture stresses will be reduced, 
because a reduced cross section must carry the applied load. In case of continuous 
fibre reinforced composites, the rule of mixtures may be applied.
In discontinuous fibre composites, the strength of a fibre can only be utilized 
if it is parallel to the tensile axis and its length exceeds a critical length. In randomly 
oriented fibres the proportion of the fibres capable of being loaded to their fracture 
stress will be reduced and the strength of the composite will be lower than that of an 
aligned system.
However, several random oriented fibre-systems show an increase in strength, 
a classical example is the cement composites (e.g. [95]). Strengthening is also 
observed in glass-alumina fibres and special porcelain-alumina fibres systems with 
zero differential thermal expansion (Aa) (the difference between the thermal 
expansion coefficient between fibres and matrix). The differential thermal expansion 
determines the residual stress-strain distributions after fabrication and is considered 
very important for the mechanical properties composite systems [84].
Phillips [96], measured the fracture energy by the work of fracture technique 
in carbon-fibre reinforced glass composites. He found meaningful material properties 
only when crack propagation was controlled throughout failure.
Phillips [82], also indicated that improvement of strength in short fibre
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systems can be expected when it is used as a low temperature fabrication technique 
in order avoid thermal mismatch stresses, or by using a very weak matrix. He also 
indicated that alignment of the short fibres can improve the strength of the composite.
Rice and Freiman [97], in a survey on the properties of particle disperse or 
fibre ceramic composites, reported that although KIC was found often to be improved, 
strengths changes depended on the relative size of matrix flaws and particle or fibre 
spacings. Analysis showed that strengths decreased with increasing fibre or particle 
content in cases where the flaw size of the matrix was smaller than the spacing 
between the fibres or the particles and that strengths increased in the opposite 
situation. They also indicated that internal stresses due to phase mismatch in 
composites, could be a limiting factor in the strength of composites.
Sheldon and Lewis [98], investigated a short random oriented mullite-mullite 
fibre (Fiberfrax H) composite sintered at 1500°C (with 40% porosity). They found 
improvement of MOR at 3.5% fibre content, but gradual decrease with higher fibre 
additions. They also reported increase of modulus of elasticity with increase of fibre 
content. They explain the increase of Young’s modulus as a result of load transfer 
through the fibres and the effect of fibres on crack growth halting or slowing. 
However they did not give an explanation for strength reduction with higher fibre 
contents.
Wang et al. [99], studied short polycrystalline a-alumina (5-10 microns in 
diameter and 50-100 microns in length) fibre-reinforced mullite composites prepared 
with pressureless sintering. They used indentation techniques on sintered die-pressed 
pellets for toughness evaluation and found a high increase in toughness (a 20% 
volume composite gave a three times increase of the initial toughness). They
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considered this to be due to interaction between fibres and cracks and a combination 
of toughening mechanisms such as load transfer, fibre debonding and pull out and 
crack deflection and bridging taking place.
They also examined the change of the sintered density and shrinkage as a 
function of the volume content of the alumina fibres and showed that up to about 5 % 
vol. fibre content, the density and the shrinkage was about the 90% of the theoretical 
value. At higher fibre contents a drastic decrease was observed. They concluded that 
high alumina fibre loading of the mullite matrix will result in a 3-dimensional fibre 
network formation where agglomeration is unavoidable resulting reduction in density 
and shrinkage.
A similar behaviour was observed in Ce-PSZ, Ce02-Z r02 composites materials 
which have high strength and toughness and good stability in humid atmospheres. 
Maschio and Lucchini [100], in an examination of mechanical properties of a 
composite containing short a-alumina (Saffil) fibres in Z r02/12% mol C e02 matrix 
containing also M n02, tested in 4-point bend tests, showed initially (with about 5% 
vol. fibres for composites containing 1% and 3% M n02) an increase in density and 
modulus of rupture and then linear decrease for both characteristics.
Ruh et al. [101], examined the mechanical and microstructural properties of 
several mullite matrix whisker reinforced composites. They found that mullite-SiC 
whisker composites increase their strength with increase of the volume content of 
whiskers up to about 20%. After this percentage a decrease in strength was observed. 
The same behaviour has been also reported by other investigators [102]. Fracture 
toughness measurements of the same composites showed a trend of increase as 
whisker content was increased. However, no explanation was attempted for this
composite behaviour.
A similar effect of fibre volume on strength was observed also in concrete. 
Mashima et al. [103] examining the effect of fibre volume in reinforcing concrete 
reported that although the compressive strength was initially increased with increase 
in fibre content up to 20%, later a drastic decrease was found. They attributed this 
behaviour to void inclusion in the composite.
Pabst [104], commenting on strength characterisation by a fracture mechanics 
approach, divided ceramic composites in two categories with respect to behaviour: 
the macro-mechanically isotropic and homogeneous systems containing second phases, 
and the macroscopically anisotropic systems as in case of fibre-composites. He 
underlined that fibre reinforced brittle composites are macroscopically anisotropic 
structures and a reliable crack length definition is difficult for them. The compliance 
method cannot be used unless if the crack path is visually detected. As a result of the 
poor knowledge of crack character, life prediction and reliability in brittle composites 
is questionable.
In a similar way, Harris et al [105], in a survey of the tensile strength and 
toughness of carbon fibre reinforced epoxy or polyester composites, with various 
kinds of lay-up, found a linear relationship between strength and KIC, regardless the 
structure, composition and manufacturing process. They underlined that this would, 
in accordance with LEFM, indicate that all composites contained a defect of the same 
order of 1 mm in length, which is a rather unlike possibility. They concluded that KIC 
is meaningless for such materials, where fracture path proceeds through combinations 
of fibres, matrix and interface. Probably factors such as heterogeneity and anisotropy 
make the practical application of LEFM to composites invalid.
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Habib, Cooke and Harris [106] investigated the mechanical properties of SiC 
fibre and carbon fibre-Pyrex composites. They found that matrix cracking starting 
at the onset of load resulted in non-elastic response, and concluded that cracking in 
brittle matrix composites has serious implications for the meaning of conventional 




After the Industrial Revolution, which resulted in a high increase in the use 
of materials, a high number of accidents from material failure involving, railway 
equipment, steam boiler explosions, structural components like bridges, all welded 
designs by liberty ships and tankers had shown that not only poor design but also 
pre-existing flaws in materials could initiate cracking and fracture.
Material failures under load can be by yield or fracture. The existence of 
defects is important in both types of failures, although the types of defects which are 
important in each case are different. A complete understanding of the failure 
processes within ceramic materials has been the target of many studies over a 
considerable period of time. Nowadays three main directions of research on fracture 
processes of heterogeneous materials [107] are:
a. Phenomenological analysis
b. Statistical studies ; and
c. Structural analysis
Phenomenologal analysis, based on Linear Elastic Fracture Mechanics (LEFM) 
do not analyze the physical reasons which lead to fracture but examines only the 
results considering fracture as an instantaneous process where defects (cracks or 
generally discontinuities) are formed or pre-exist in an elastic continuum and 
propagate to final fracture.
Statistical theories analyze fracture on the basis that the strength of a material
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is determined by the strength of the weakest primary element, not taking into account 
factors such as actual structure, stress state near pores and cracks, cracks between 
binding components etc. Finally, structural theories cannot explain the way the 
stresses form the first cracks and therefore they do not provide an entire description 
of fracture process, but analyse the physical behaviour of materials under load 
showing that cracks must be formed mainly near structural defects and inclusions.
Fracture mechanics examines the fracture-dominant failures. The first analysis 
of a fracture problem was conducted by Griffith in 1920, with the examination of 
crack propagation in glass. Griffith was the first to suggest that the discrepancy 
between theoretical predictions and observed strength values in brittle materials was 
due to the existence of small flaws in the body of these brittle materials. He assumed 
that a simple energy balance exist between the energy needed for formation of new 
crack surfaces and the elastic strain energy decrease as a crack extends. Later, Irwin, 
Orowan and others contributed in advancing the knowledge of fracture mechanisms 
in materials. Important books on Fracture Mechanics e.g. from Knott [108] Broek 
[109], and Ewalds [110], are very informative and give a detailed analysis of the 
fracture mechanics concepts. Only the basic necessary information for brittle fracture 
was included in the present thesis.
2.2.2 THEORETICAL STRENGTH
The application of an external force on a body results in deformation. This 
deformation may be elastic if it disappears, or plastic if it remains, on removal of the 
external force. Brittle materials like ceramics, usually behave at ambient
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temperatures in an elastic manner and fracture occurs, without plastic deformation, 
when the stress on them exceeds a critical value. At higher temperatures (near 
softening temperature) brittle materials, e.g. glass, may present plastic deformation 
under stress. On the other hand many metals deform plastically before fracture at all 
temperatures.
Generally, when a uniform rod of cross-sectional area A is under tensile stress 
a and a strain e is produced the following relationship exists:
iji (eq.3)
o - e E
where E is proportionality constant (Young’s Modulus)
The theoretical strength, a*, of a material, i.e. the strength due to chemical 
bonds can be estimated by energetic considerations, [111]. The internal energy, U, 
of a crystal, considering only the chemical bonding forces, is a sum of two 
components: an attractive term related to the bond type, and a repulsive term related 
to overlapping of neighbouring electron clouds. The potential between two atoms can 
follow a function similar to that shown in fig.5 .





where re is the equilibrium interatomic distance between two atoms in 
absence of any external stress.
Since it is difficult to estimate the exact force-displacement curve Orowan
[112], estimated the theoretical cleavage or tensile strength, a*, assuming a simple 
sinusoidal function. He related stress to displacement with the expression:
7r (r-r )
th sin—   (eq.5)
2a d
where a d, is the atomic displacement corresponding to theoretical strength 
and r, is the interatomic distance
Lattice Energy S tress
ro*«i/'
fn tera to m ic
D istance
Fig.5 Variation of lattice energy and stress with interatomic distance.
Since the Modulus of Elasticity, the Young’s modulus, E, is equal to da/de  
(where e is the strain ), for isotropic materials at small strains, the theoretical 
strength will be, [111], :
2 E a do A=  (eq.6)
v r e
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Orowan also assumed that the work done in stressing a material to theoretical 
strength must be equal to the energy required to produce the two new fracture 
surfaces. If the surface energy per unit area is y 01 integration of eq.5 from (re) to 
(re+ 2a d) and substitution of from eq.6  will result in the following expression :
4 E a]
Y =--------  (eq-7)• O 9
v rre
2.2.3 TYPES OF FLAWS
Ceramic materials are brittle in nature and their strength characteristics are 
mainly controlled by the stress concentration at flaws. So, it is of great importance 
to know the characteristics and main types of flaws.
The structural defects of ceramics can be identified and classified into the 
following categories, [113,114]:
a. Large surface and internal flaws formed during fabrication.
b. Cracks resulting from thermal mismatch of adjacent grains and/or phases.
c. Surface and internal pores formed during fabrication.
d. Stepped flaws found in the surface with a step-like appearance. Fracture 
in these, occurs by linking the flaws in two or more different planes parallel 
to fracture surface.
e. Penetration flaws, resulting probably from surface damage in a plane that 
is intersected by a fracture surface.
It must be underlined that the shape and the way one flaw influences the others
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may alter the stress field inside the material and change its fracture characteristics.
2.2.4 BRITTLE FRACTURE
Brittle fracture is the fracture which happens from the elastic state without 
general yielding. Brittle materials, like ceramics, are unable to disperse stress 
concentrated areas and fail with no yielding or plastic deformation. In brittle fracture 
the energy involved is used for creating new surfaces, [115]. Surface or internal flaws 
and/or cracks can act as stress intensifiers and result in material failures at stresses 
far below the intrinsic strength of the material.
Substituting in eq.6 , a d= 0.14re [111] shows that the theoretical strength (in 
ideal solids ) is equal about 0.1 E and the ratio o> /E (which expresses the strain) is 
equal to about 0.1  (which means that, theoretically, materials fail at about 1 0% 
strain). Very thin fibres of some materials, glasses and hard drawn steel have 
strengths approaching the theoretical value E/10, but the majority of real materials 
have usually a ratio af /E of 0.05 times and in some cases (e.g engineering ceramics) 
0.001 times of the theoretical values, [116], (see Table 5). According to Davidge, 
[111], practical engineering ceramics have strengths ranging from 0.001-0.005E. 
Astbury [117] analysed failure data from a wide range of ceramics and found 
strengths in the range of 0.0005-0.002E.
The main reasons for deviation from ideal behaviour is the presence of a 
number defects or imperfections in real materials, e.g point defects, dislocations , 




















245 37 6.6 210 0.103 2038














1 Glass 90 0.69 768
Table 5. Strength characteristics of selected ceramic materials.
Ref. 1. Jayatilaka Ayal de S ., [116]
2. Kingery et al, [5]
3. The Concrete Soc. [118]
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Other factors, such as surface cracks from contact damage, residual stresses 
chemical and stress corrosion chemical embrittlement are also very important. 
However the fracture determining factors are the dislocations for ductile materials 
and the cracks for brittle materials.
Measurement of fracture strength in ceramics, because of their brittleness, is 
usually performed by modulus of rupture testing (three or four point bending). The 
values recorded by this testing are usually higher than that of fracture strength by a 
factor of two, due to the fact that a bend specimen is subjected to the maximum 
tensile stress over only a thin layer on its surface, whereas a tensile specimen is 
subjected to this stress over its entire volume, [119]. The probability that a large flaw 
is to be found is higher when the volume stressed is increased. Thus the difference 
between MOR and af is a result of the statistical distribution of flaw sizes within the 
material or on its surface.
2.2.5 STRESS CONCENTRATION IN CRACKS
Flaws and cracks formed in materials during fabrication or developed in 
service can grow under load in a slow and steady way, until a critical value is 
reached. Beyond this value unstable fracture occurs, the functional relationships of 
which are described by Linear Elastic Fracture Mechanics (LEFM) [113].
The magnitudes of stresses concentrated at flaws can be estimated based on 
the initial work of the father of Fracture Mechanics, Inglis in 1913 [120].
A hole of elliptical cross section passing through a thin plate which is 
subjected to uniform tensile stress applied perpendicular to the major axis of the
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ellipse is shown in figure 6.
Inglis investigated the distribution of stresses around elliptical holes which, if 
there are infinitesimally narrow, can be considered as cracks. For an elliptical centre 
crack of length 2c extending through the thickness o f a thin plate subjected to uniform 
tensile stress, the stress at crack tip , will be:
/ \








where p, is the radius of curvature at the crack tip , and 
c, is half length of the crack
radius
F ig .6 Stress concentration in an elliptical hole under tensile stress.
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Eq.8 (b) applies to stress at the tip of a narrow crack , under plane stress 
conditions and is a simplification of eq.8(a) made by neglecting the first term , since 
for small radii of curvature the first term is small.
The assumption which is sometimes made that the radius of the curvature is 
one half of the interatomic distance, giving very high stress concentration factors 
(about 1000) whereas values of 20-50 are more near reality, in accordance to 
available data [113].
Assuming that fracture will occur, when the stress at the tip of the crack 
reaches the theoretical strength and substituting in the above equation, Orowan’s 
equation for theoretical strength (eq.6) and the surface energy equation (eq.7), gives:
If further it is assumed that the curvature is half the atomic spacing , the above 
equation is simplified to:
Tetelman and Evans [121] used an energy approach to estimate the critical 
condition at a crack tip for unstable fracture and a factor K, the stress intensity factor,
discussed later).
They considered a plate of thickness B and width W containing a sharp crack 
of length 2c and a tip radius p. Under gross tension stress a (less than the gross yield
£ y „ p
\ 4 c r e
(eq.9)
(eq.10)
which describes the magnitude of the elastic stress field at the crack tip (K will be
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where is the maximum stress in the tip of the crack as the root radius p 
goes to zero.
Since the stress at the tip is equal to maximum stress, substitution of eq.8  , in the 
above equation, results in equation 12:
K = a s/m  (eq.12)
For edge cracks (with length 2c) Griffith, [123], indicated that the above 
equation must be modified to:
K=1.586 o\frrc (e<l-13>
From the above it is evident that edge cracks reduce strength by a factor of 1.59 
when compared with similar cracks inside the ceramic body. On the other hand, for 
penny-shaped flaws with 2c diameter totally embedded in a large block of brittle 
material the Sack equation, [124], gives:
K =ofiTc 3 3  (eq.14)
77
The above equation for v=0.25 gives an increased strength by factor of 1.62 
compared with that of a through crack.
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Kendal et al. [125] underlined that comparing the three cases of cracks (centre- 
through, edge and penny- shaped) the net result is a factor of about one (1.59 almost 
off-sets 1.62), when, and if, there is a symmetric fraction of the above flaws in the 
brittle body.
Generally the stress intensity factor is a function of the applied stress and 
crack length, and for any crack shape and loading mode the function becomes:
where f(a) is a geometrical factor of the order of 1-2 which can be 
determined analytically for a given crack and structural shape.
Tetelman and Evans [121] used also an energy approach to estimate the critical 
condition for unstable fracture. According to their approach, unstable fracture occurs 
when the work, G, done at the crack tip of a crack, reaches a critical value Gc i.e 
when K reaches the critical value KJ.
Under critical conditions, the fracture stress o> for a wide plate containing a 
centre crack of length 2c [f(a) =  l], using eql5, will be:
The energy release rate G, i.e. the work done in opening the crack , [126],
K=o \[ttc f ( a ) (eq.15)
(eq.16)
is:
G _ ( l - v 2) K 2 (eq.17)
E
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Substituting KIC from eq.15, will result:
E G C (eq.18)
7TC (1~V 2 )
If in the last equation Gc is substituted by 2 7 ; where y { is the energy required 
to produce a unit area of fracture surface, the relation becomes the same as that 
proposed by Griffith ( described later in the energetic approach).
In metals, due to extensive plastic deformation before the unstable crack 
propagation, Gc is found to be several orders of magnitude larger than the 
thermodynamic surface energy y Q. In ceramics Gc is much closer to y Q, usually 
varying between about 2 and 100 times 7 0 depending on the microstructure and 
temperature [121].
2.2.6 CRITICAL CONDITION FOR FRACTURE
Several criteria have been proposed to describe the condition for unstable 
fracture. The three main approaches include:
a. The Energetic or Thermodynamic (or Griffith) Approach.
b. The Elastic Stress Field Approach; and
c. The Stress Intensity Approach, which is essentially a combination of the 
other two.
These three approaches will briefly discussed here.
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2.2.6.1 The Energetic or Thermodynamic or Griffith Approach
This approach is named after Griffith,who in two classic papers [123,127] 
proposed a criterion for crack propagation based on energetic and thermodynamic 
considerations.
In accordance with Griffith’s theory the fracture strength is flaw size 
dependent. He based his approach on the concept that when a crack is formed or a 
pre-existing crack propagates, an amount of energy must be added proportionally to 
the area of the new surface without change of the total potential energy of the system. 
The original material used by Griffith to demonstrate that the fracture strength of a 
brittle material is a function ofV c, where c is half the length of a pre-existing sharp 
crack, was glass, a material with structure consisting of irregular networks of silica 
tetrahedra bonded together with covalent bonds.
In order to demonstrate the effect of scratches as stress intensifiers he analysed 
the conditions of stresses in slit like cracks of glass spheres and cylinders as shown 
in fig.6 . The basic idea was the following. A slit through-the-thickness crack of 
length 2c, having nearly the shape of a narrow ellipse, is considered present in 
uniform isotropic sheet of a brittle material subjected to a biaxial stress applied in the 
plane of the sheet at its outer edge. At remote points the stresses will be parallel or 
perpendicular and equal. He premised that a crack can propagate if the stored energy 
released is greater than the surface energy of the created new surfaces. He has shown 
that microscopic flaws could be present in apparently flaw-free materials, act as stress 
raisers and produce locally high stresses.
Griffith calculated the elastic strain energy release during grow in length of
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the crack (dU/dc) from the results of Inglis [120] for the distribution of stresses in a 
cracked plate and proposed an energy balance criterion for predicting the propagation 
of a crack, in terms of the fundamental energy theorem of classical mechanics and 
thermodynamics:
a. Under plane stress condition, i.e. under bi-axial stress condition as in thin 
sheets or plates:
Comparing the above equation with that of Orowan’s (eq. 10) it follows that 
this gives higher values of strength (about double),
b. Under plane strain condition:
where: y Q is the thermodynamic surface energy called also 
surface energy per unit area, since it is associated with the 
formation of unit area of new surface.
E, is the Young’s modulus
v, is the Poisson’s ratio ( the ratio of contraction to extension 
when a specimen is under tension). Its value for ceramics is 
around 0.25, and c is the half length of the elliptical crack.





his theory. This is an indication that possibly his theory is valid in cases where 
fracture occurs without prior plastic deformation near the crack tip.
Griffith’s theory does not provide information about the way that cracks 
propagate and its main advantage is that a detailed understanding of the stresses in the 
vicinity of the crack tip is not required. However the energetic approach does not 
provide a measure of the stresses at the crack tip , which must be high enough to 
cause fracture. As a result it is possible that although there is adequate strain energy 
in the system to fracture, the stress concentration in the crack tip to be insufficient 
for crack propagation.
Hasselman et al [128], discussed the criteria for global instability (the system 
is considered as a whole and only a single site is under failure stress) and local 
instability (any site within the structure is under failure stress) of mechanical 
structures. They indicated that the Griffith criterion represents a necessary but not 
sufficient condition for catastrophic fracture. They suggested that, a brittle material 
with a microcrack will have:
a. A lower critical fracture stress which corresponds to the Griffith criterion 
for reversible fracture and represents the minimum stress level for slow crack growth 
by a reversible thermally activated process; and
b. A higher critical fracture stress which corresponds to the stress required for 
irreversible catastrophic fracture.
Finally they additionally concluded, as a consequence of the irreversibility of 
catastrophic fracture, that the surface free energy cannot be measured by a fracture 
test.
Theoretical analyses of the stresses at the tip of a crack have shown that under
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the stress condition of the Griffith criterion, the stress at the crack tip is 
approximately equal to theoretical strength of the material (the interatomic cohesive 
stress). But when limited plasticity occurs at the crack tip the thermodynamic surface 
energy is often many times higher than the actual surface energy estimated by other 
methods [116].
Irwin [129] and Orowan [112], proposed a simple modification of Griffith’s 
criterion to account for plastic deformation in metals. When there is no plastic 
deformation the work of fracture is equal to thermodynamic surface energy.
They introduced the work of fracture Yf, and a plastic work term y p:
2Y/=Y/2Y0 (eq-21)
After this transformation the Griffith’s criterion for plane stress becomes:
2E  y f (eq.22)
TTC
and for plane strain:
\
2 E
( l - v 2 )  TTC
(eq.23)
The work of fracture sometimes is also called work for fracture crack 
initiation or effective surface energy for fracture initiation with the symbol 7 } . 
According to Davidge and Evans [130], the following general relationship exists 
between a{ and 7 ^
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_Z 22? Y,
O’/—  i --------
r Y \  c
(eq.24)
where: 7 i is the effective surface energy for fracture initiation and considers 
contributions due to work consumed by plastic flow, the work needed to create 
cleavage steps [131,132] the work used in creating secondary cracks [133] and 
original y  and, Y and Z are dimensional terms which depend on the crack depth and 
test geometry.
2.2.6.2 The Elastic Stress Field Approach
This approach [110,134] can be applied if the following two requirements are 
fulfilled:
a. The stresses applied in a body are in equilibrium.
b. The strains produced by the stresses do not destroy the elastic 
continuity of the material. This is also known as compatibility 
condition.
A requirement resulting from the compatibility condition is that the material is 
considered as a continuum and not as resulting from construction of discrete particles
e.g. atoms, molecules, crystals or crystallites.
Considering the more simple two dimensional case, in order to avoid 
complexity, Airy demonstrated that there exist a function $(x,y) which satisfy the 




a 2 <t> ,a  =-------  (eq.25)
y d x 2
a 2 4>
T = —
*  a x  a ^
The compatibility equation of strains is satisfied by the following 
biharmonic equation:
V 4 (4»): a 44> a 44> a44>+ -
n 4  ^ 2 2dx^  dx^ dx2 dxi (eq.26)
=V2(V 2 4>)=0
where V is the Laplace operator
Every function $(x,y) which satisfies the above equation is called an Airy stress 
function [110]. Except ideal cases the boundary conditions impose severe difficulties 
in the solution of the above equations.
Considering now a biaxially loaded infinite plate containing a slit crack (fig.7) quite 
complex mathematical analysis shows that the stresses will be :
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The above equations show that the stresses tend to infinity as r goes to zero 
(the crack tip) and they are all products of a common factor ttc  which determines 
the magnitude of the elastic stresses in the crack tip field and a geometrical position 
factor [1 / V ( 2 t k ) \  f(0).
2 c
Fig.7 Stress distribution in a biaxially loaded infinite plate 
containing a slit crack.
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2.2.6.3 The Stress Intensity Approach
Before the analysis of the stress intensity approach it should be necessary to 
define the three basic, technologically important modes of crack surface displacement 
which can occur under conditions of combined loading (fig . 8  ) [126].
The elastic stresses and strains produced ahead of the crack tip differ in each 
mode. In the mode I, the crack surface displacements are perpendicular to the crack 
plane, tending to open the crack. In mode II the displacements occur perpendicular 
to crack front, tending to shear the crack. In mode III, the displacements occur 
parallel to the crack front, tending again to shear the crack.
Each displacement mode is associated with a stress intensity factor ( KbKn 
Km). The technologically most important type is the mode I and the main fracture 
mechanics test methods are designed to measure the mode I fracture only.
The stress intensity approach which is a combination o f the previous two
Mode I Mode II Mode III
Fig . 8  The three modes of loading
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approaches was originally suggested by Irwin in 1958.
Since, in many cases, the processes which happen at the crack tip are not 
known and, in order to avoid this need for detailed knowledge, the so-called stress 
intensity approach was developed which introduced the stress intensity factor KIC. 
This factor describes the magnitude of the elastic stress field in the crack tip.
Toughness of a material is defined as the resistance of a material to growth 
of cracks. In practice it is measured in a number of ways, [82], such as impact 
testing, work of fracture and linear elastic fracture mechanics techniques (the KIC 
method). The stress intensity factor Kb can be related to the applied stress a and the 
crack length, by the following equation [111]:
K j= a  Y  yfc (eq.28)
where Y is a dimensionless constant which depends on the 
geometry of the loading and the crack configuration.
Relation of the above equation with Griffith’s equation gives the following 
relation [135] (for critical Kj for fracture, KIC ) which is t h e  g e n e r a l  
f r a c t u r e  e q u a t i o n :
K IC 1 
° r ^ = Y \
2 E y 0 (eq.29)
where Y is a geometrical constant
The result is that KIC is equivalent to (2E7„)1/2 for ideal fracture when the 
principles of L.E.F.M . apply. It follows that:
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(eq.30)
Both parameters (KIC and 7 ) can be considered as material parameters. 
Typical values of fracture toughness from various ceramics and glass are given in 
Table 6  [136,137].
Davidge, [135], indicated that although LEFM has been used in a wide range 
of materials for describing the strength, the complexity of the fracture process 
changes when materials like glass, ceramics, cement, or brittle polymers are 
considered. He also underlined that in practice, fracture toughness or fracture surface 
energy, is rarely a material constant as could expected by LEFM.
For cracks opening under the influence of tensile stress (Mode I crack 
opening), modification of the above "general fracture equation " to account for flaw 
shape gives the equation [138,139]:
where, Z is the shape parameter depending on the crack shape [138]
Y is a geometrical factor adjusting the relative sizes of the crack and 





Material KIC M Pa.m 172
Alumina (A120 3) 3-5
Soda glass (Na20 -S i0 2) 0 .7 -0 . 8
Cement 0 . 2
Mullite 1.8-2.5
Porcelain (electrical) 1
Silicon nitride (Si3N4) 4-5
Partially Stabilized Z r0 2 9
Magnesia (MgO) 3
Silicon carbide (SiC) 3
Table 6  Typical Values o f KIC for various ceramics and glass [136,137].
In accordance to the above equations, a blunt crack with small c, will fracture 
at high stress and relatively high KIC But high KIC, results when there is high 
effective surface energy, even though there is no physical relationship between 
bluntness and surface energy. In a analogous way sharp cracks will fracture at low 
stresses leading to low values of 7 . KIC, the characterizing parameter for crack 
extension is the fundamental principle of Linear Elastic Fracture Mechanics (LEFM).
2.2.7 EFFECT OF MICROSTRUCTURE ON MECHANICAL PROPERTIES
The microstructure of ceramics is generally a combination o f their original 
chemical and mineralogical composition and fabrication history.
In accordance with Linear Elastic Fracture Mechanics (LEFM ), KIC in brittle
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materials can be connected to microstructural changes. Evans and Tappin [139] 
examined the effect of grain size on the appearance of the fracture surfaces of slip 
cast polycrystalline aluminas and they found that fine grain alumina (about 3 /zm) 
gave a large number of pull outs about 40 n m deep, intermediate alumina (about 
30 pm)  gave a small number of pull outs about 90 /zm deep and large number of 
grain sized pull outs and, finally, coarse grained alumina (about 100 /zm) gave no 
indication of the point of fracture initiation but showed many surface cracks none of 
them larger than the grain size. They concluded that, in absence of large flaws, 
catastrophic failure occurs with the linking of existing flaws a fact which makes the 
description of the strength in terms of fracture mechanics insufficient.
Claussen et al. [140], examined the influence of microstructure of sintered 
and hot pressed A120 3 and Z r0 2 ceramics on KIC using the notch beam test. They 
observed a different behaviour with respect to fracture path. When intercrystalline 
fracture occurred, KIC was decreased as grain size was increased.
When the fracture path changed to transcrystalline the KIC was increased with 
increase in grain size. They also examined the temperature dependence of KIC. 
Experiments with pure alumina, showed decrease of KIC with increase of temperature. 
However, mixtures of alumina and 3% silica showed increase of KIC in the range of 
700-960°C and decrease in higher temperatures. At room temperatures the glassy 
phase was brittle and the fracture mainly intercrystalline.
Finally they concluded that:
a. Notch width sensitivity was low with very porous alumina.
b. The relative notch depth had no significant effect on KIC for
types of Al20 3over a wide range of a/w (0 .1  < a /w <  0.6),
60
where w is the height of the specimen.
c. The scatter in KIC depended mainly on microstructure.
As Davidge and Tappin [141] explained, the increase in KIC can be attributed 
to drop of viscosity at temperatures above 700 °C . As a result more energy can be 
dissipated by deformation of this phase. At higher temperatures, the very low 
viscosity does not offer a resistance to fracture and KIC is reduced.
Alderson [134], reviewed the historical development of stress analysis, as 
applied in brittle materials obeying the laws of linear elasticity, for the solution of 
stress functions in cracks and flaws. He examined, theoretically and experimentally, 
in coarse polyphase clay based ceramics, the influence of material structure on stress 
analysis. He found that LEFM parameters such as the fracture stress o> the critical 
stress intensity KIC, and the modulus of elasticity E vary with clay composition and 
structure.
Buresch [142], indicated that the toughness of ceramics is controlled by 
micromechanical features which occur in the process zone (having a size of 0 . 1-1 mm 
for many fine and coarse-grained ceramics) during stress redistribution. Factors 
affecting KIC include the notch radius in connection to microstructure, and specimen 
geometry.
Cooke [143], underlined that flaws formed during microcracking from thermal 
mismatch stress relaxation develop this process zone (mentioned by Buresch) in front 
of the crack tips, and their statistical distribution controls the strength by a Weibull 
function. In heterogeneous ceramics the flaws that determine strength are 
microstructurally dependent and their development has been modelled to predict 
strength statistics.
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Dalgleish et al. [144], examined the fracture toughness-microstructure 
relationship of alumina based ceramics using 3-point bending and acoustic emission 
techniques in order to detect subcritical crack growth during testing. They concluded 
that small grain size, high density and rounded pores, resulted in good mechanical 
properties.
2.2.8 SURFACE ENERGY
More than twenty years prior to Orowan, Griffith, [123,127] first applied 
energy considerations to the fracture of materials. During the application of stress 
on a material strain energy is stored in it, until fracture. When fracture occurs this 
energy is released and the work of fracture done is equal to thermodynamic surface 
energy of the formed surfaces. If y 0 is the thermodynamic surface energy per unit 
area, relation of equations (6) and (7) gives Orowan’s equation for theoretical strength 
ath with relation to surface energy, E and re:
a th- \
z l l  (eq.33)
re
It is evident that materials have high strength when they have high surface 
energy and stiffness and small lattice spacings.
The experimental surface energies for cleavage of single crystals are very 
close to the theoretical ones (differing by a factor of 2 ), except for aluminum oxide, 
where because of the difficulty to produce good cleavage planes, the difference is 
from 10-30 times. However, the experimental surface energy values for glasses,
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which are non-crystalline solids with high hardnesses and high elastic moduli, is very 
small [135].
Early work on glass [145], tested in flexure, revealed that the fracture face of 
glass specimens partially consists of a smooth, mirror-like area, and that a relation 
exists between the "mirror surface" area and the fracture stress. Noone and Mehan 
[146], examining ceramic materials suggested that the increasing fracture energies 
which were observed with increasing grain size was a consequence of the increasing 
tortuous fracture path and multiple secondary crack branching observed with 
increasing grain size. Fracture of ceramics near room temperature is dependent 
mainly on grain boundary mechanisms and the effects of local inhomogeneity and 
anisotropy, while in metals multiple slip is the primary mechanism of energy 
absorption. They indicated that the fundamental energy relations of fracture mechanics 
are based on linear elastic behaviour of homogeneous and isotropic materials and 
some inconsistencies arise when LEFM is applied to polycrystalline ceramics. They 
used Paris and Sih’s formula to compute Kic and the following formula to compute 
7  for Lucalox alumina specimens:
(1 ~v 2) K ic (eq.34)
2 E
They concluded that the KIC=  3.96 MPa.m1/2 and 7 =  19.3 J/m2 values were 
similar to those from other measurements.
There are large differences between fracture energies and thermodynamic 
surface energies. Fracture energies are usually several times larger than 
thermodynamic surface energies (e.g. three times for glasses). Polycrystalline fracture
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energies are typically three to ten times more that of single crystal fracture energies.
Rice [147], reviewed the microstructural dependence of the fracture energy 
and especially the effect of porosity, grain size and shape effects. Generally fracture 
energy and strength decrease with increasing porosity. A surface energy-porosity 
exponential relation was proposed by Rice et al., [148]. They, examining the 
microstructural dependence of fracture mechanics parameters in ceramics, concluded 
that the fracture energy relation to porosity (p) is:
y =y oe  bp (eq.35)
where b is a constant depending on the character of porosity.
2.2.9 ACOUSTIC EMISSION AND Kic
Tetelman and Evans [121] reviewed some of the principal correlations 
between acoustic emission and fracture mechanics parameters, as applied to brittle 
structural materials.
Acoustic emission measurements [121,149,150] have shown that the acoustic 
emission rate dN/dt is related to the stress intensity factor KIC. Acoustic emission is 
a result of three entirely separate processes near the crack tip which may have a 
separate dependence on K, i.e the growth of plastic zone (in metals), microcracking 
in the zone near the crack tip and extension of the primary crack. As was shown by 
Evans and Linzer [149], during slow crack growth, as the crack grows to its critical 
size, the crack velocity is dependent on the applied stress intensity factor and the 
following empirical relation exists:
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v = ^ -= c J C jn (eq.36)
dt
where, v is the crack velocity, c is the crack length, and n is a constant
Dunegan et al. [151], proposed that the cumulative AE counts are directly 
proportional to (Kj)q where q= 4  (from theoretical analysis). Lloyd and Tangri, [152], 
found for A120 3 a relation between EN (Cumulative counts) and KIC of the form:
Y , N = A K jc (eq.37)
where A and n are constants (n =  2 to 3).
Evans and Linzer [149], found a linear relationship between acoustic emission 
event rate and log-time in porcelain depending on the stress level.
2.2.10 SUB CRITICAL CRACK GROWTH
In many cases of fracture surface energy measurements a lower value of 
surface energy than the expected one is taken. This could be attributed to sub-critical 
crack growth which changes the shape of the crack making it more severe. In this 
case the flaw shape parameter, Z, increases (eq.32), K, decreases and a lower 
apparent surface energy is recorded. Subcritical crack growth is also responsible for 
the failure of loaded structures. The subcritical crack growth rate u is related to the 
stress intensity factor Kx with a power law (see 2.4.6).
Dalgleish et al, [144], indicated that AE prior to fracture in notched alumina 
specimens depends on the extent of sub-critical crack growth which in turn is
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dependent on the grain size and porosity. They also indicated that AE from MOR 
specimens is due to a linkage process of flaws, while AE from notched specimens is 
due to sub-critical crack growth of pre-existing cracks. Since they did not detected 
AE counts in MOR testing they concluded that the unit step in the linkage process AE 
is smaller than that in notched specimens.
Davidge [135] underlined the complications when the flaw sizes are 
comparable in size to microstructural features and when there is high density of 
inherent flaws. The surface energy for a grain size crack should be similar to grain 
cleavage or boundary surface energy which is at least an order of magnitude less than 
the effective surface energy for macroscopic fracture. This means that fracture may 
be preceded by a period of subcritical crack growth. Furthermore the Weibull theory 
(which will be discussed later in sub-chapter 2.3) assumes that flaws do not influence 
each other, an assumption which does not stand when the crack size is similar to 
crack spacing. As Okada and Sines [153] have shown a relatively high density of 
active microcracks in polycrystalline alumina and a number of close and small 
microcracks can coalesce and lead to failure.
As Davidge [135] pointed out similar effects are expected in porous materials 
(porosity in ceramics larger than 5-10% is of the open connected type) where pores 
act as connected flaws and the whole specimen can be considered as perforated by 
a single large flaw.
Strong uniformly structured ceramics behave differently compared to weaker 
coarse structured materials. Cooke [154] discussed the mechanical, acoustic and 
microstructural observations on ceramic systems with varying heterogeneity on the 
basis of mechanisms of failure. He pointed out that fine grained (about 1 /zm particle
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size) materials like glass and quartz are "quiet" from AE point of view and show 
failure as a result of a single flaw propagation, while coarser ceramics ( with grain 
size of about 100 pm) show significant sub-critical activity. He indicated that in 
heterogeneous materials in addition to difficulties in identification of the flaw size and 
the surface energy, there is one more, namely the non-linearity of the transmission 
of load to various components of the heterogeneous structure ( in LEFM it is assumed 
that the load is transferred to the crack tip by a uniform elastic field whose properties 
are given by the bulk elastic moduli).
He also underlined that taking into account the critical strain, introduced by 
Astbury [117], which is about 1 millistrain for all ceramic materials, the difference 
in critical flaw size between e.g. 20 pm  for Refel SiC [155], and 300 pm  for fired 
clay, gives a scaling factor for the homogeneity of the microstructures.
Cooke [156] also investigated the strength and toughness of coarse structured 
ceramics and compared with that of model systems (e.g. NaCI/NaF). He concluded 
that changes in microstructures result in changes of sub-critical acoustic activity and 
of mechanical properties. He underlined that although there is a linear load-deflection 
relationship and the materials could be considered as fully brittle, acoustic emission 
indicates sub-critical activity and concluded that changes in microstructures result in 
changes of sub-critical acoustic activity and of mechanical properties.
2.2.11 LIMITATIONS IN APPLYING LEFM TO CERAMICS
Rice and Lewis [157] presented a summary of the limitations in applying 
continuum based fracture mechanics to ceramics and ceramic composites. They
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indicated that much of the early work on ceramics was on glasses or fine grain 
polycrystalline materials, which are " very near” the idea of LEFM and that a number 
of microstructural features can modify the fracture behaviour of ceramics and result 
in large discrepancies between experimental results and LEFM predictions. There are 
actually large differences between LEFM and actual values in strength and Young’s 
modulus predictions.
They pointed out that the main effects of microstructure on LEFM as applied 
to ceramics include:
a. Effects of pores
Widespread pores of various shapes and sizes and spatial distributions occur 
in ceramics as a result mainly of incomplete densification during processing or from 
gas bubbles from reaction with impurities and other reasons. These pores 
individually or as clusters act as fracture origins [ e.g. 148,158] and there are 
uncertainties about the form of the interaction between these pores and cracks.
b. Effects of grains and particles
Microcracking is usually associated with large grains or second phase particles 
usually as a result of thermal expansion anisotropy [159]. Microcracking can exist 
before any application of stress and problems arise from the relation between crack 
size and scale and distribution of microcracks and the existence or not of interaction 
between microcracks. Another microcrack problem, often associated with high 
technology ceramics, is the generation of additional or totally new microcracks in the 
high stress field of a highly stressed crack tip.
They concluded that the two basic factors needing analysis are:
a. Kinking, jogging and mixed mode aspects of fracture; and
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b. Statistical effects of pore, particle and microstructural stress.
Many "classic" and "new" ceramic materials can be considered as particulate 
composites, where a particulate phase is dispersed in a polycrystalline matrix [160]. 
When a particulate composite ceramic is cooled from its fabrication temperature 
(firing or sintering temperature) stresses are produced, due to different thermal 
expansion of particles and matrix.
Lange [160] used an energy balance approach to determine the conditions under 
which crack extension and arrest will take place within the residual stress field 
formed in a ceramic material when second phase particles are embedded within its 
matrix. He concluded that the criterion of crack instability is governed mainly by the 
following factors: (a) particle size of second phase, (b) maximum stress, (c) elastic 
properties of the two phases, (d) surface energy of the cracked phase, (e) size of pre­
existing crack. He also concluded that as an implication of the above, the second 
phase particles are not necessarily crack precursors if these particles are very small.
It has been shown [161,162] that during cooling, cracks are formed near to 
the larger particles, a fact which is inconsistent with the Griffith fracture equation 
according to which, since the maximum tensile stress is independent of particle size, 
cracks should be observed to all particles. Davidge and Green [162] explained this 
inconsistency indicating that the stresses around particles are highly localized and 
crack extension is due to a limited amount of stored strain energy.
According to their results the strain energy within a particle, Up, and the strain 
energy within the matrix, Urn, are equal to:
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Up = 2rr (eq.38)
and
(eq.39)
where E and v are the elastic constants of matrix (subscript m) and particle 
(subscript p), a is tensile stress and R is the radius of a spherical particle 
Thus, the total stored strain energy (the sum of Up and U J  is a function of a1 and
Gupta [163] has shown that toughness in ceramics can be best described in 
terms of critical strain energy release rate Gcand presented a model for development 
of tough ceramics based on the concept of stable crack propagation as developed by 
Glucklich and co workers for cement composites [164,165,166]. According to this 
concept crack arresters in a brittle matrix result in a non-linear relation between 
energy for crack propagation and crack length in contrast to linear Griffith relation 
which applies in single phase homogeneous materials. The non-linearity arises from 
the ability of the second phase to stabilize a growing crack. As an example , a crack 
developed in a weak matrix (e.g. alumina dispersed glass composite) which has a 
low critical strain energy release rate Gc , may as it propagates to meet a zone of 
tougher second phase with higher Gc. The crack could detour around the obstacle or 
go by cutting through it. Whatever happens an increased energy demand will result, 
crack propagation will be halted and the composite toughness will be increased [167].
R3.
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However, increase in strength as well as in toughness, require a good bonding 
between the dispersed phase and the matrix at least as strong as of the matrix itself.
2.2.12 STRENGTH OF SHORT FIBRE CERAMIC COMPOSITES
Typically, fibre ceramic composites are divided in two large categories : those 
where there is a strong interface between matrix and fibres, which usually occur when 
oxide fibres form composites with similar oxide matrices, and those where there is 
a weak interface between matrices and fibres which have no chemical similarities and 
there is no chemical bond between them.
In order for fibre ceramic composites which form a strong interface to develop 
a higher strength than the ceramic matrix, loads must be transferred to fibres which 
normally have better mechanical characteristics. While this is quite easily attained in 
unidirectional long fibre-composites, in short fibre composites loading cannot be 
applied at the fibres ends and stress must be transferred by shear forces at the fibre- 
matrix interface [71]. So, the fibre ends play an important role in these composites 
since the load carried by the fibre, build up from the ends. According to Cox [168] 
a short fibre in a matrix which is under tensile stress will have a tensile stress 
variation along its length and a shear stress at the interface, like the one shown in 
fig.9, under the assumptions that fibre and matrix are elastic, the interface is thin, the 
bond between matrix and fibre is perfect, and the material near the fibre is identical 
and has the same properties as the bulk matrix material.
Shear stress will be maximum at the fibre ends and minimum ( zero) at the 
fibre centre. The reinforcing efficiency of short fibres is less that of long fibres since
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there are regions at the ends of the fibres that do not carry the full load, and 














Fig.9 Variation o f tensile and shear stresses along a fibre embedded in a matrix
subjected to tensile load.
In accordance with Cox’s analysis, shear stresses are high at the interface 
(near the fibre ends ) and zero at the centre and tensile stress has been transferred 
to the fibre when it has sufficient length larger than lc ( critical length). The aspect 
ratio l/2r influences the effect o f fibre ends, the higher the ratio the less important the
effect [691.
Harris [71] indicated that a minimum fibre length lc (critical length) is 
necessary in order the fibre to carry the maximum fibre breaking stress (fig. 10). 
When fibres are shorter than lc , they cannot be broken by direct stress transfer from 
the matrix. A transformed "rule of mixtures" for calculation o f composite strength 
in a short fibre composite with aligned fibres [69,71], taking into account the average
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tensile stress carried by the short fibres, is as follows:
- c = o f v f { \ - l^ y a m ( i - v f ) (eq.40)
where ac af, are the strengths of composite, matrix, and fibres 
respectively, Vf is the volume fraction o f fibres, and 
1, lc are the mean length and critical length o f fibres respectively.




Fig. 10 Variation of tensile stress in a short fibre as function o f fibre length.
Calculation o f composite strength [71], in accordance to the above equation, 
shows that when l =  101c the short aligned fibre composite has about 95% of the 
strength of the continuous fibre composite. However when the short fibres are not 
aligned the composite strength is much lower influenced by three parameters: (a) the 
fibre length, (b) the lower levels o f Vf and (c) the fibre mis-orientation. The strengths 
of such systems are difficult to be computed because o f the combination of variables.
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In the case of fibre composites with weak fibre-matrix interfaces the work of 
fracture depends on the amount of pull out and on Vf . The work of fracture 
increases with fibre length [69], has a maximum when the length of the fibres is 
equal to a critical length lc and then drops rapidly because fibres fracture for 1 >  lc 
before complete fracture and the amount of pull out decreases.
2.2.13 MEASUREMENT OF SURFACE ENERGY AND EQUIVALENT 
CRACK LENGTH
Surface energy can be estimated by determination of KIC with the help of a 
notched specimen, under 3 or 4 point bending and use of the formula :
Davidge and Tappin [141] introduced a method for determination of Griffith 
flaw size or equivalent elastic crack cE. Using notched and un-notched bars they 
measured KIC and respectively. The formula connecting the two parameters is :
where cE is the equivalent crack length
From the above equation it is obvious that the strength of a ceramic can be 
improved by increasing toughness and reducing the flaw sizes. Toughness can be 




r l - 9 2 ^  cE
(eq.42)
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can probably be controlled through changes in manufacturing processes ( e.g. sol-gel 
processes).
Alford et al [169] measuring the dimensions of surface defects using image 
analysis and optical microscopy methods, estimated, using the above equation, the 
strength of fine-grained commercial alumina ceramic produced by a colloidal process 
and found that it was in agreement to that of three-point bending tests.
2.2.14 MEASUREMENT OF TENSILE STRENGTH IN CERAMICS
Ceramic materials have much greater compressive strengths than tensile, by 
a factor of 10-15, as a result of the behaviour of their pre-existing flaws and the 
different mode of failure [170]. As a consequence, failure in bending is tensile.
In tensile testing, the most favourably oriented crack propagates unstably 
almost vertically to loading axis when KIC is reached, whereas in compressive testing 
a large number of cracks oriented at an angle to compression axis propagate stably 
parallel to the loading axis, leading to failure by crushing at higher fracture stresses, 
[170].
The standard measurement of tensile characteristics in materials, by pulling 
a specimen after gripping it with a pair of jaws, cannot be used in ceramics because 
in most cases the specimen will break during alignment and positioning it on the 
grips. The usual way to measure tensile strength in ceramics is by three or four point 
bending, provided that simple beam theory can be applied. In three point bending, 
a specimen is placed in two supports and is pressed by a third edge in the middle 
between the other two. The three point bending load application shear stress and
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moment and diagrams resulting from this system are shown in fig. 11 (A, B and C). 
As indicated, [171], the maximum stress occurs along a line on the specimen side 
opposite the single central support.
The main advantage of 3-point bending test is its relative simplicity and the 
main disadvantages are that the maximum stressing of the specimen is confined only 
on a small area and there exist stress gradients along the specimen’s length and 
thickness. However, these disadvantages could turn to be desirable in cases where 
manufacturing flaws must be avoided and a maximum stress in a limited area can be 
used.
Load
P / 2 P / 2
Neutral Axis
 I -  P / 2
Shear Stress
Bending M oment
Fig. 11 Load, Shear stress and Moment diagram in three point bending
In four point bending the specimen is placed in two supports and then is 
pressed by other two inner supports in a symmetrical way. This test has the advantage 
of having an almost uniform applied stress over the length between the two inner 
supports. However, the probability to find a significant manufacturing flaw in this test 
is greater than in three point bending, because larger specimen volume is under
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maximum stress. As a result strengths in 4-point-bending are lower than that in 3- 
point bending, for the same material [172]. The probability of failure is higher when 
the stressed volume is larger, since the probability of finding a critical flaw is 
increased.
The calculation of failure stress and strain in a beam in bending is simple if 
it is assumed [172] that:
a) the stress-strain behaviour in tension and compression is identical.
b) the beam is bent into an arc of a circle between the supports, and
c) friction at contact points is negligible.
Typical bending strength of ceramic materials are given in Table 7 [137].
2.2.15 EXPERIMENTAL DETERMINATION OF FRACTURE 
MECHANICS PARAMETERS
Fracture surface energy, y h the energy term in the Griffith’s criterion for 
crack instability, and the critical stress intensity factor K1C can be measured by the 
Notch-Beam Technique (NBT) [138,173]. In accordance with this method, a crack 
of known dimensions and orientation, much larger than the inherent flaw size, is 
induced in specimen of various geometries and loading configurations. The most 
common and simple specimen is the single-edge notched beam specimen (SENB) 
which is then loaded in three or four point bending and the fracture stress is recorded. 
Bansal and Duckworth [173] reported that this technique gives valid fracture surface 
energy values on ceramic materials.
The determination of mechanical properties of ceramics using the principles
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Material Bending strength, MPa




Carbon fibre-silica glass matrix 
composite (35 % volume fraction of 
fibres)
600-625
Table 7. Typical bending strength of ceramic materials 
of fracture mechanics, can be achieved by experimental determination o f effective 
surface energy, 7 S, and stress intensity factor K,. The methods used for 
determination of the above parameters are : 
a. The Compliance analysis
This method does not require the knowledge of stress distribution in the 
specimen and the parameters are estimated directly from the force-deflection 
measurements of the specimens with a wide range of crack sizes. Nakayama [174] 
and Tattersall and Tappin [175] described similar methods of measurement of the 
work o f fracture, based in the following experimental procedure.
When a centre-notched specimen, with a narrow notch sharp at the tip is tested 
in three point bending, the crack area A and the force -deflection relations will be:
A = 2 b a  a n d  F = s D t (eq.43)
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where b is the width, a  is the notch depth of the specimen, F is the 
applied force, s, is the stiffness and D, is deflection of the specimen.
At fracture the stored elastic energy Ue , since dUe/dA = y { will be 
equal to :
TT kD  sD 2 dU D 2 ds , AA.U=F—=-----  or  =v.=---------------- (eq.44)
2 2 dA 2 dA
Typically, the work of fracture [82] for non-reinforced ceramics and 
glasses range from a few Jm'2 to a few hundred Jm'2 , while for fibre composites it 
can be increased to 104 Jm'2 . The work of fracture for various types of materials 
is given in Table 8 .
Davidge and Tappin [178], measuring the effective surface energy of brittle 
materials have shown that the stiffness s is proportional to a/w  (notch to depth 
ratio) and that ds/dA can be determined as a function of crack area. Testing a 
variety of brittle materials (alumina, PMMA {poly-methyl-meth-acrylate}, soda- 
lime glass graphite) in three-point bending, found that there was no systematic 
variation of the effective surface energy at the initiation of fracture (yO, with the 
notch depth using the modified Griffith treatment and the compliance analysis 
method.
They suggested that for a given material the effective surface energy (7 ) 
was not necessarily the same at all stages in the fracture process and could be
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distinguished by y t, related to the initiation of fracture and y { applying to average 
energy over the whole fracture process.
They also used the work of fracture method [174,175] and calculated the 
values of y f , (obtained by measuring the work which has be done during complete 
fracture) in notched specimens from the equation:
Y f= —------ (eq.45)
f  2 B ( W - a )
where, U is the strain energy, and B ,W ,a are the width, height 
and notch depth o f the specimen respectively.
Material Work of fracture, J/m 2 References
Copper 5 X 104 (1)
Polystyrene 103 (1)
Firebrick 2 0 - 7 0 (1)





Carbon fibre-1 ime -soda 




Table 8. Work of fracture of various materials
l.Tattersall and Tappin [175], 2. Davidge [176]
3. Meredith and Pratt [177], 4.Alderson [134], 5. Pambuch [137]




The Stress Intensity factor can be calculated using a formula suggested by 
Paris and Sih [126], which connects KIC with bending momentum M and since 
(M=PL/4) with load during bending tests:
K IC=-------— — r r  f(a/W )  (eq.46)
B { W - a f a
where M is the bending momentum at the centre of the beam [ For three 
point bending: M = PL/4, P is the load in MN, L is the span length in m, 
B is the thickness of the sample in m, W is the total width of the specimen in 
m, a  is the crack depth in m, and f(a/W) is a geometric term.
Brown and Srawley [179] proposed the following empirical equation for 
experimental determination of KIC using the bending moment of precracked 
specimens:
K M  126.8 (a/W yiS ^ afW  )2+844(alW )3 feq.47)
IC BWm \  [1-v2]
Graham and Alers [180], performing AE measurements in polycrystalline 
ceramics under slow crack growth conditions, determined the critical load for crack 
initiation and calculated the fracture mechanics parameters KIC and y . They found 
good agreement for fracture surface energy values estimated with Srawley and 
Brown’s equation in comparison with values from other tests but the data agreed 
better with the shape of the curve given by Paris and Sih’s equation.
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2.3 THE STATISTICAL APPROACH TO BRITTLE FRACTURE
2.3.1 INTRODUCTION
The statistical approach to brittle fracture is another method to analyse fracture 
data (The deterministic or phenomenogical approach to brittle fracture was analysed 
in the previous sub-chapter 2.2). Brittle materials, like ceramics, under stress cannot 
deform plastically to dissipate stress concentrations in numerous small (10-100 /xm) 
flaws and stress raisers. As a result, failure occurs at stresses about one hundred 
times lower the theoretically predicted based on the crystalline structure.
Variations in the measured material properties are mainly due to the following 
reasons:
a. Those due to experimental errors (mainly in measurements) which are 
generally reasonably small when testing is carefully carried out. Furthermore 
according to the central limit theory [181] the errors of a set of measurements are 
normally distributed if several small errors contribute to the total error.
b. Inhomogeneity and structure variations.
c. Variations in different batches due to variations in production parameters.
The most important of the above sources, for brittle materials and especially
for ceramics, is inhomogeneity and structure variations, since even identical 
specimens produced under the same conditions and from the same batch after 
complete mixing and identical conditions in different parts of the batch, show a wide 
scatter of fracture stresses and generally a large variation in mechanical properties.
In order for ceramic materials to be used as engineering materials, their
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reliability must be assessed and their mechanical properties must be characterized. So 
research on the fracture processes of heterogeneous materials includes statistical 
analysis. Several statistical analysis methods have been developed. Two of them will 
mainly be analysed: the most widely used Weibull probability distribution which is 
very general in nature, and the recently developed Neville statistical distribution 
which has a theoretical basis with respect to materials. Other mathematical 
distribution functions [182] (e.g. normal, log-normal etc.) seem not to be capable of 
characterizing brittle fracture.
Statistical fracture theories do not examine the fracture processes, or specify 
the nature of the flaws and characterize the stress state in the crack front. They 
consider the material flaws as a fundamental property and give the distribution of 
fracture strengths with respect to probability of failure or reliability of a number of 
specimens.
2.3.2 THE WEAKEST LINK THEORY (WLT)
Weibull based his empirical function on the assumption that the strength of a 
body is determined by the strength of the weakest primary element, in analogy to the 
way that the strength of a chain is dependent on the strength of its weakest link (the 
weakest link theory WLT). In accordance with this theory when a test specimen is 
loaded and a critical stress (capable to propagate a crack) at the most severe flaw is 
first reached, fracture occurs. From an engineering point of view, when the weakest 
link theory is applied to ceramics, the number of specimens having strength lower 
than a desired strength is more important than the average strength obtained.
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In WLT and in accordance with the Griffith concept that a brittle material has 
many flaws, it is assumed that fracture results from flaws of unspecified nature and 
unknown sensitivity to the direction of the stresses. Furthermore in homogeneous 
materials, e.g. glass, fracture occurs at the flaw whose stress intensity factor first 
reaches the fracture toughness of the material.
WLT theory implies that:
a. The mechanical test results will have a considerable variability.
b. There is a size effect which means that large specimens are expected to be 
weaker than small specimens.
c. The final failure of a complex mechanical system will not necessarily 
happen at the point of maximum nominal stress.
Davies [183], supporting this theory, indicated that while in ductile materials 
the central tendency of the flaw distribution is important, in brittle materials the main 
concern is in extreme values. He also underlined the problems which arise in complex 
stress conditions.
Batdorf [184] pointed out that this theory does not give information about 
poly-axial fracture statistics.
While WLT is a logical probabilistic approach to explain the scatter in strength 
and other mechanical characteristics of brittle materials, it is also rather arbitrary and 
other approaches have also been proposed. Mihasi and Wittmann [185] have 
developed a stochastic theory of fracture of concrete. According to this theory which 
contains the WLT as a limiting case a stable crack can exist before final fracture.
Hu et al.[186] pointed out that, although for homogeneous materials WLT may 
apply, this may be not so for less homogeneous materials e.g. ceramics, cement etc,
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where the first crack does not necessarily lead to immediate fracture. They developed 
a theory based on a model proposed by Wittman [187], applied in materials where a 
strong phase is dispersed in a weak matrix, e.g. concrete, and a stable crack can be 
formed. In this theory fracture initiated at an internal flaw in the matrix may grow 
to form a penny shape crack and may be arrested at a tougher second phase or 
propagate in another direction. This model predicted the decrease of bending to 
tensile strength with decrease in size for any flaw size distribution. However this 
model has limitations and needs further development.
Lamon [188] summarised the main statistical approaches to brittle failure 
based on the weakest link concept (Weibull, Batdorf and elemental strength approach) 
and pointed out that the Weibull approach is limited by its inability to predict failure 
of large components. He suggested that under multi-axial stress state, the elemental 
strength approach [189,190], is a more physical approach to failure based on the 
assumption that a body contains a distribution of cracks that can be characterized by 
their flaw extension stress and the Batdorf approach [191,192] which is based on the 
same assumption but is mathematically more complex.
Another statistical model of brittle fracture which considers that principal 
stresses act independently, is the PI A model, [193]. This approach may lead to 
serious undep-estimates of failure probabilities since it neglects the interaction of 
combined principal stresses.
In continuous fibre reinforced composite materials the WLT concept is 
opposed by the less known wparallel or bundle model theory" [194,195] in which the 
failure in "one chain" causes redistribution of load in the other chains until the whole 
system becomes able to withstand the external load.
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2.3.3. THE WEIBULL FUNCTION
The statistical function most commonly used in analysis of strength data of 
ceramics is the cumulative distribution function proposed by Weibull [196,197], using 
the theorem of the product of independent event probabilities (the probability of an 
event comprising a number of independent events is equal to the product of the 
probabilities of the individual events considered separately).
The distribution of extreme values is influenced by the type of the function 
used to manipulate the data. Three types of asymptotic Extreme Value distributions 
have been developed, [198]. The type I is unbounded in the direction of extreme 
value, the type II do not possess finite moments, and the type III is bounded in the 
direction of extreme value. The Weibull function use extreme value statistics and is 
a type III asymptotic extreme value distribution also known as Fisher-Tipper Type III 
distribution of smaller values and as the third asymptotic distribution of smallest 
extreme value, [199]. Kittl and Diaz [200] proposed five mathematical ways for 
deduction of this function.
Weibull proposed the use of his function in a wide range of applications (e.g. 
from strength of steels to statures of adult males in the British Isles). However he also 
admitted that his function was not necessarily always valid. For brittle solids, Weibull 
theory assumes that they are: (a) homogeneous, (b) isotropic, (c) contain uniformly 
distribute randomly oriented flaws, (d) the strength of the solid is that of the weakest 
unit. In a general form the "chain” probability of survival will be [201,202]:
P survival = eXp [ “ / ^  ( X  W  ] (e^ 48)
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or
P survival = exP l~A s  (x  )] (eq.49)
where P s u r v i v a i  is the probability of survival, g(x) is a function representing 
the number of flaws per unit volume or area (cumulative number of flaws of 
strength less than x per unit volume or area ), V, is the volume of the 
material; and A, is the surface area of the material.
Weibull assumed the simple empirical form for function g(x):
g(*) =
( \  x -  xu




g(x)=0 for x<xu 
Generally, the Weibull function , is a three parameter equation and it has the 
following form :
/» X~ X n- / ( — ?) dy
J  X  Y
Pf~ l _e for x>xu (eq51)
Pf - 0 for x <  xu
where : Pf is the distribution function of a variable x (probability of failure), 
x is the measured variable, xu is a value of x where the function is vanished, 
x0 and m are function parameters (scale and shape parameters respectively); 
and y is the area or the volume of the specimen. The integral is defined as 
the risk of fracture, Rfr
The integration may be carried out over the volume or the surface area of the
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specimen depending on the type of the failure-determining flaws.
In the case of fracture strength and taking into account the volume of the 
material, the Weibull function giving the fracture probability can be written [198]:
i y 4 - e x p
( \ m
V of - af  u
V ao \ ° .
(eq.52)
where: Pf is the cumulative failure probability, V is the volume of the 
specimen, VQ is the reference unit volume, af is the fracture stress, m is the Weibull 
modulus (shape parameter with values 5-20 for ceramics), aQ is the Weibull scaling 
factor which is a function of specimen size and stress state (normalising factor); and 
<7U, is the minimum stress (threshold stress,below which the probability of failure is 
zero).
In a similar way the Weibull function can be used for calculations of the 
statistical distribution of fracture toughness ( in this case x=K IC) and the function has 
the form:
Pf- 1-exp V\ Kic-KiCy
m
~ K K IC\
(eq.53)
The probability density function (p.d.f), f(x) of the Weibull function (defined 
as dPf /dx ), assuming xu is zero, is:
( \ ( \ m~ 1 “
m X Xexp ——




where x,xQ, m > 0
The Weibull function can be considered as a specific case of other functions 
(e.g. for values of m =3.44 and m = l give respectively the normal and the true 
exponential distribution curves, [203]. For large values of m (m >40), the strength 
of materials becomes deterministic.
Assuming that xu is equal to zero, and taking the logarithm of [1/1-Pf] twice 
the Weibull equation is transformed to:
This is a linear equation with slope equal to the shape parameter m  . If x = x Q
then, lnln[l/(l-Px)]= 0  and Px=0.63.
Taking the mean strength close to the median strength which is given by the 
value of a at Pf=0.5 , and au =  0 the following equation is taken which shows the 
effect of specimen volume on mean strength:
Considering the stress-probability Weibull curve it can be seen that the curve
zero strength, which is the physical lower bound of stress and at the other end, is 
limited to 100% probability of failure with the possible upper bound of theoretical 
stress.
As Neville indicated [204], the shape parameter m determines mainly the
Inin —- = minx - m lm;o (eq.55)
1 -P .f.
lncr=lncr + —  In 0 .693—  
m  ^
(eq.56)
at one end is limited to zero probability of failure (100% probability of survival) for
skewness of the function (whether the majority of the values are above or below the 
mean), and the scale parameter cr0 influences the standard deviation and mean of the 
function.
Trustrum and Jayatilaka [205], using the above equation, related the mean 
failure stresses ax and a2 of two specimens with respective volumes Vx and V2 with 
the formula:
When m and au are known for a material, mean failure stress for a large 
volume V2 can be estimated from observed failure stress of smaller volume Vx 
specimen.
The <7U value is usually taken as zero in order to avoid under-estimation of
The higher the value of m the less variable the test results. A low modulus represents 
a wide scatter of data. When m =0 there is a constant probability for failure at any 
strength. When m=infinity a single value deterministic strength exist. Changes in 
manufacturing techniques affect the values of modulus m and the factor aQ, [201].
In the Weibull equation it is assumed that: (a) Compressive stresses do not 
contribute to fracture (since brittle materials are much stronger in compression than 
in tension), (b) The failure initiating flaws are volume distributed and that the tensile 
stress is constant in the volume.
The Weibull approach is a pure statistical method without a physical meaning 
(the strength is considered as a variable and it does not take into account that the
(eq.57)
failure probability. The Weibull modulus m characterize the variability of test results.
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flaws are distinctive elements, [190,206]. Its limitations become obvious when larger 
sizes and more complex stresses are used. Quoting Evans, [190]," This approach does 
not recognize the flaws as being unique entities operated on by the multi-axial stress".
Jayatilaka and Trustrum [195], indicated that m is a material characteristic 
(expressing the "brittleness" of a material) with no real relation to micro or macro- 
structure of the material, and using the WLT developed a general expression for 
failure probability using a flaw size distribution (f(c)= k.c'n) and the stress necessary 
to fracture an inclined crack in homogeneous brittle materials. They connected m 
with the rate n of which probability density of the semicrack length f(c) tends to zero 
with the expression:
m  = 2 ( « - l )  (eq.58)
According to their theory : (a) Weibull function is a particular solution of the 
general case, (b) In materials with low m, a large crack is more likely to be present, 
the strength for a given volume is less and the materials are more brittle,
(c) Below a certain number of cracks the Weibull analysis is not valid.
In a more recent paper, [207], the same authors admitted that it is possible 
for different materials or even for the same material prepared in different ways to 
have differing crack size distributions. They concluded that, since their results 
supported the use of Weibull analysis for all the flaw size distributions the failure 
stress distribution can be considered insensitive to the flaw size distribution. They 
also admitted that m may or may not be a material constant depending on the flaw 
size distribution.
McClintock [189] proposed a new extreme value statistical distribution of
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strength, derived from a statistical model of occasional cracked grain boundaries 
under the assumption that there is no crack interaction. However, he indicated that 
an improvement of his model should take into account the crack interaction and that 
would make more complicated the analysis. He also underlined the fact that acoustic 
emission and petrographic experiments on rocks indicate that brittle fracture is not 
the result of the first crack growth (as the weakest link theory suggests) but rather a 
combined result of crack growth over a number of elements.
Batdorf [184,191,192,208] also underlined that WLT does not necessarily 
apply in all situations and suggested that ideally fracture statistics should be based 
on three elements: (a) Extreme value statistics, (b) Fracture mechanics, and 
(c) Material microstructure. Batdorf and Crose [191] proposed a physically based 
statistical theory describing material strength by a flaw density function. This 
approach is mathematically complex and required extensive numerical analysis. 
Furthermore it failed to predict biaxial failure.
Evans [190] and Lamon and Evans [209] underlined that statistical analysis of 
bending strengths from brittle materials is a multiaxial fracture problem. They tested 
in three point bending porcelain cylinders with different span lengths in order to take 
results under predominantly uniaxial stresses and under appreciable shear stresses 
(when span length is large uniaxial stresses determine fracture while when it becomes 
short shear stresses dominate fracture). They identified two concurrent flaw 
populations (internal and surface) under multi-axial stresses and concluded that only 
the multi-axial elemental strength model is appropriate for handling multi-axial 
fracture.
Lamon [188] explained that this model "is based upon a non-coplanar failure
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criterion and considers the combined effect of stress components and accounts for 
compressive stresses However, even in this case, the lnln[l/l-Pf]-lna distribution 
does not give an absolutely straight line.
Pankow and Finnie [201] reviewed also the attempts to provide insight into the 
statistical fracture mechanics. They tested the Weibull function in cases of blunt 
notches in polycrystalline alumina and found that LEFM analysis is better in sharper 
notches. As Davidge indicated [135] comparison of the KIC measurements in 
polycrystalline alumina specimens with sharpened notches (20jnm), with strength 
results from smooth beams in three point bending has shown a four times less scatter 
of KIC values. This probably indicates that scatter in strength data is mainly due to 
variations in the largest flaw size.
Richerby [210] proposed also a modified version of Weibull"s function 
introducing a stress dependent correction term. He indicated that this term is 
negligible when failure originates from a flaw of relatively large size but becomes 
significant as the flaw size is reduced.
Four-point bend strength- Weibull probability distribution plot for alumina data 
reported by Petrovic and Stout [206], show considerable deviation from the expected 
sigma curve (Pr crf) mainly in the lower and upper parts of the curve.
Wallin [211] examined the scattering in KIC results and evaluated test results 
from sharp crack, carbide induced brittle fracture of steel, using the Weibull 
distribution and a function similar to Weibull with shape parameter equal to four:
Pj= 1-exp- K jc ^min (eq .59)
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where K ,^ and K0 are the limiting K value and a constant respectively.
He concluded that the same result is produced using the effective volume 
hypothesis or the WST model [210]. In this model the macroscopic fracture is 
supposed to nucleate in a volume extending from the crack tip to the elastic-plastic 
boundary. Criticizing the shape parameter of four, Neville [212], indicated that 
extension of the Weibull models to materials with many cracks, as in case of 
microcracked ceramics, is not in agreement with evidence where good quality 
ceramics have a shape parameter of 10 or more.
Phani and Maitra [202] examining borosilicate glass rods tested under three 
point bending found a deviation of linearity of the lnln [1/1-P] versus \na plot. They 
indicated that since the histogram of failure stresses show a unimodal distribution, the 
bi-modal function and generally the Weibull model in not applicable in the analysis. 
They suggested that a beta function give better results.
Wu and Qiu [213] underlined the fact that the Weibull model does not take 
into account the interaction between the material elements and the possible existence 
of nonuniform stress field, and so results in errors. In order to correct the above 
insufficiency, they took into account the mutual actions of adjacent elements along 
one direction. Their results, based also on the Mchain m odel" were more accurate but 
the used formulas more complicated. However, even with these formulas their results 
show the same per cent error as with the use of Weibull equation.
The Weibull unimodal or multimodal function has been also used in statistical 
strength analysis of fibres. Scott and Gaddipati [214], analyzing data from 119 silica 
glass fibre specimens, found no satisfactory results using the Weibull equation and 
assumed that the curvature in the lnln[l/l-P]-ln<r line could be a result of overlapping
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of a bimodal distribution, that is the underlying population is a mixture of two distinct 
populations [198]. They concluded that direct ffactography would indicate different 
types of flaw origins.
Goda and Fukunaga [215], analyzing data from SiC and alumina fibres and 
examining fracture surfaces by SEM, found surface and inner flaws and used a bi­
modal Weibull distribution function for strength evaluation:
Pf = 1-exp
where m u aol and m2,<ro2 are respectively the shape and scale parameters for 
the two defect sub-populations.
They concluded that the bi-modal function gave better results than the single 
Weibull distribution.
Asloun et al. [216], estimating the tensile strength of high strength carbon 
fibres at short lengths, found unimodal and in some cases also a bi-modal behaviour. 
In a similar way a recent examination of SiAlON specimens [217] has shown a 25 % 
strength improvement by minimizing the surface flaws (in this case the volume flaws 
dominate the fracture process). In a recent paper Masson and Bourgain [218] gave 
some guidelines for a consistent use of the Weibull statistics with ceramic fibres, 
indicating that the validity of a fitting model without physical background can be 
misleading. Finally, Kim et al [219], in a study of the fracture strength of delta- 
alumina Saffil RF fibres with variable diameters and lengths, reported a large scatter 
in strengths and dependence of fracture strength on the specimen volume. Using 







2.3.4 THE NEVILLE FUNCTION
A critical examination of Weibull function was performed in a series of papers 
by Neville [220-223]. He indicated that the Weibull function applied for fitting of 
toughness data, even when three parameters are used, shows a systematic deviation. 
He showed [221] that when considering the mean as fundamental characteristic of the 
function, the use of Weibull function results in non-conservative toughness and defect 
sizes estimations. Furthermore, he underlined the lack of any theoretical grounding 
of Weibull function to suit the situation near sharp cracks and concluded that probably 
there exist many materials for which the Weibull function is unsuitable.
Neville tried to develop a theoretically based function taking into account the 
behaviour of stress and strain near crack tips. He introduced a new statistical 
distribution function for fracture toughness, [223,224], applicable to ceramics and 
steels, based on following assumptions:
a. Brittle materials contain many cracks and remain macroscopically linearly 
elastic, when the non linear region near the tip of a crack is small with respect to the 
sizes of the piece, the crack and the distances between cracks.
b. Failure near the crack tip leads to total failure along the whole crack front.
c. The variability of strength is due to microstructural inhomogeneity.
He considered [220,223] that in a piece of material containing many 
microcracks, the failure-prone volume will increase in direct proportion to load. The 
failure-prone volume near the tip of the short length of crack front, 51, is linearly 
proportional to K4, (K=stress intensity factor), or P4 (P= load), and he expressed it 
as sampling S [S=P4.(volume of piece ), when all the pieces in a set have the same
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sizes S= P 4]. Neville considered a cumulative failure probability depending on the size 
of the surviving population and on some function g(S). He supposed that his function 




Neville developed the following expression as a simple statistical criterion for the 
failure of pieces containing microcracks, supposing that failure will take place when 
sampling is sufficiently reached. This sufficiency of sampling is statistically 
distributed according to the function :
{  n \
p  -  \  p /
1+ A,
(eq.62)
where: Pf is the cumulative probability of failure, S is the sampling, always 
linearly proportional to the actual amount of material loaded at greater than 
a given stress or strain. (It is defined as Ki4, Ji4, COD2, and its effect, g(S) 
is equal to (S/Bp)Dp , Bp is a scale parameter which can change with 
temperature and which normalizes S (it is actually the median value of S for 
all values of Dp), Dp , is a shape parameter which allows the shape to change 
with temperature. Different Dp values for a given material are also expected 
for different distributions of stresses.
Neville considers that this theory is applicable to all materials regardless of 
mechanism of failure. Plots of ln[Pf/(l-P^] against ln(S) in accordance with this
97
theory must give straight lines.
This function may also be applied to failure stresses for tests on materials 
containing many crack-like defects [204,223], instead of one large crack but in this 
case (and if all the pieces in a set are of the same size) the load at failure in the 
fourth power is used rather than the sampling S (S=P4).
Neville used also other worker’s strength data from glass tested under 
impact loading bricks, Refel-SiC ceramic, concrete in compression [202,225, 226] 
and concluded that his function with only two parameters gave better fits than that of 
Weibull with three parameters. He also examined the effect of outliers of the two 
functions and concluded that the removal of an outlier has little or no effect on 
Weibull function but is the source of lack of straightness in his function.
Pineau and Mudry [227], criticised the Neville’s statements on non­
conservatism of the Weibull Function when applied to statistics of toughness, 
indicating that the non-conservatism is not necessarily very clear when applied to a 
statistical property.
2.3.5 CORRELATION THEORY
Transformation of the Weibull and Neville functions to their linear form 
allows the use of correlation theory in order to examine how well the variables satisfy 
the proposed equations. This theory examines the degree of relationship between 
variables. When all variables satisfy exactly an equation, there exists a perfect 
correlation.
In both cases the correlation of the variables is positive. The least squares
98
regression line is: Y=a0 + at.X with the constants a0 and at equal to :
ao
(Er)(E*2)-(E*)(E*n and
N ' £ X > - ( £ X ) 2
(eq.63)
B _ N j : x Y - ( £ X ) ( £ Y )
1 n j : x 2- ( £ x ) 2
2.3.6. THE CHI-SQUARE TEST
The discrepancy between the experimental values of a material property 
e.g strength, toughness etc., and the theoretical values produced from the application 
of a statistical function e.g. Weibull, Neville, Normal or any other function, can be
where : o{ the observed frequencies, e4 the expected frequencies ; and 
N the total number of frequencies.
The larger the value of x2 the greater the discrepancy between the observed 
and the expected frequencies.
2.3.7 TESTING THE FITS OF THE TWO FUNCTIONS
The difference in quality of fits to data of two functions can be tested
measured by the use of the statistic x2 ( chi-square) value given by the expression:




statistically by using the correlation coefficients r, which can be estimated with the 
product-moment formula, [181]:
r = (eq.65)
\ / [ ( ^ E ^ 2- ( E ^ ) 2 ] [ ^ E y 2 - ( E y ) 2]
where: N is the sample size, and X and Y, are the values of the least square 
line Y =a0+ a 1X.
The least quare lines for the two functions will have the following variables:
(a) For the Weibull function: Y=lnln[l/1-Pf] and X=ln(crf or MOR or KIC).
(b) For the Neville function: Y=ln[P(x)/(l-P f)] and X=ln[S] where S=K IC4, a4, 
MOR4 etc.
The rw and rN correlation coefficients have values between -1 and 1. The 
closer to 1 or -1 the higher the functional linear relation of the variables X and Y. 
The closer the coefficient to zero, the less possible the variables to be correlated.
Using the correlation coefficients rw and rN, the corresponding values of zw 
and Zn of a variable z are calculated according to Fisher’s Z transformation, [181]:
This distribution is approximately normally distributed with standard deviation
a n d (eq.66)
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STDZ and mean pz equal to :
STDZ =
where p0 is the population correlation coefficient
The number j  of standard deviations between zwand zN is:
j  \zw zN | (;STDz) (eq.68)
When the Weibull function fits the data, the corresponding coefficient rw is 
representative of the population, and the likelihood 1 that rN is different from rw is 
the same with the likelihood that a value from a normal distribution is j or more 
standard deviations from the mean on one side. If for example, rw is smaller than rN 
and 1 is 0.01 then there is 1% likelihood that this is purely by chance and 99% 
confidence that the Neville function is better.
2.3.8 AVERAGE AND STANDARD DEVIATION
The measured values of strength, toughness etc., can be assumed to fall into 
some form of the Normal or Gaussian Distribution curve. The most common 
functions of the Normal Distribution are: (a) the average value Xavg (or arithmetic 
mean) which is a measure of the central tendency, (b) the standard deviation Sstd , 
which shows the dispersion of data, and (c) the coefficient of variation Cv, which is 
a measure of the relative dispersion, since the significance of the standard deviation 
is depended on the arithmetic mean.
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The closer to average the measured values the taller and narrower the Normal 
curve. As the variation in strength increases the values spread and the curve becomes 
low and elongated. The coefficient of variation can be expressed as a percentage and 
is useful in comparing distributions where the units are different. The lower the 
coefficient, the more homogeneous the values of the variable.
The average value Xavg is given by the formula:
This value is very sensitive to extreme measured values, in cases where they 
are not balanced on both sides of it.
The standard deviation Sstd is given by the formula:
where X1? X2....X n are the values of the individual strength , toughness or 
other tests, and N, is the number of the tested specimens.
Generally in brittle materials and especially in ceramics variation of strength 
of specimens exist even when the specimens are produced within the same batch, after 
complete mixing and identical conditions in different parts of the batch.
N
The coefficient of variation Cv is defined as :
(eq.71)
When the weakest link theory is applied to ceramics, the number of specimens 
having strength lower than a desired strength is more important than the Xavg 
obtained.
Laboratory testing of strength of glass present a large scatter that makes the 
average value practically non usable. Kies [228], examining the strength of soda-lime 
glass filaments, indicated that the measured average strength was of little engineering 
use and concluded that for sufficiently large size specimens the use of the Weibull 
function for representation of the effect of flaws on the breaking strength based on 
the WLT was adequate.
2.3.9 ESTIMATION OF THE WEIBULL PARAMETERS
Many methods have been used to estimate Weibull parameters [183,198,205, 
228,229] e.g the linear plotting between lnln [1/1-PJ and lnx, the maximum 
likelihood method (ML), the non-linear least squares estimation. The problem is that 
none of the used methods was found to be the best under all circumstances.
Before the estimation of Weibull parameters the data must be examined for 
outliers, that is data values far from the rest of the sample.
2.3.9.1 Linear Plotting
Probably the best technique for estimating the scale and shape parameters in 
Weibull statistics is the linear plotting method because of its simplicity. The linear 
plot can be expressed by the equation: y=m x+b
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where y= ln ln [l/(l-P f)] and x= ln  (a ,MOR or KIC), m=shape Weibull parameter 
and b=-m ln <jQ
The least squares analysis allow to obtain the line of the best fit with slope 
m. Typical formulations for m and b are:
m-NY,xtyrY,xiY,yi
N ' L x iL~ ' L x i Y , x .
(eq.72)
b_'Eyi'£x?-'Extyt'Exi 
" Z x ? - ( L x i ) 2
The linear plot shows in a visual way the suitability (or not) of the Weibull 
model in a brittle fracture examination.
Extensive data on glass fibres reported in the literature [214,231-233] show 
a lack in linearity of such plots. Scott and Gaddipati [214] indicated that the 
appearance of a curvature instead of linear plot probably indicates the need of a third 
parameter or a bimodal or a multimodal population.
Snowdon [233] indicated that strict application of the Weibull distribution 
presumes a single mode failure and suggested that a beta distribution can describe 
better the strength distribution.
2.3.9.2 The Maximum Likelihood Method
The least squares analysis is a particular case of the maximum likelihood 
method. The Maximun Likelihood (ML) method estimates the values of the Weibull 
parameters ff0 and m with minimum error when the number of flaws in the sample
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is large [183], but seriously underestimates m is cases of abnormally high strength 
values. In this method, the likelihood function for the observed failure stresses
° 1 >  0 2 *  • •  ° n
L  = / ( < W ( f f 2 ) ............. A ° n )
(eq.73)
dPf
where f(a )  = — -  
da
Substituting the probability density function with its equivalent expression 
shows that the likelihood of the sample failure data afl, oq,... is a function of the 
Weibull parameters m and cr0. The maximum likelihood estimates are the maximum 
values of m, au and mean a that maximize L. The Maximum Likelihood estimates of 
m and xQ for Weibull function can be found from the expressions,[198]:
1 N
- E K
n u  1









The above estimates can be obtained by trial and error using a graphical 
estimate as a starting value or other methods.
Somerville and Bean [229] compared the least squares analysis and ML and 
concluded that when the data fit the Weibull distribution, both methods give actually
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the same results.
2.3.9.3 The non-linear least squares analysis
Davies [183] used the Non-linear Least Squares estimation using the 
exponential equation of Weibull probability in order to improve the fit. The problem 
is that this estimation needs the use of a computer program which may not be readily 
available.
2.3.10 ESTIMATORS
In order the fracture probability to be expressed an estimator must be used. 
The expected values of the probability of failure Pf can be obtained from the two 
estimators used by Trustrum and Jayatilaka, [205]:
P f = — 1—  a n d  P f = (eq.75)
f  (N+1) f  N
where i, is the ith (ranked) order of failure; and N, is the total number of 
specimens experimentally tested.
They demonstrated that when less than 50 specimens are used for statistical 
analysis, the first of the above estimators give a more biased m. Other proposed 
estimators, (used also by Neville in his calculations [204]), follow the expressions 
[203,234,235]:
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The first estimator corresponds to the median probability of failure.
Examination of the statistical properties of the four estimators using Monte- 
Carlo simulation technique have shown that the popular Pf= i/(n + l)  estimator gives 
the more biased m. This value of m gives a more conservative probability of failure 
and from engineering point of view is the best choice in reliability prediction [235] 
and is used in many statistical applications, [236]. The second formula gives for n
more than 20, the less biased m values and probably is the most preferable from a 
materials science point of view. Asloun et al. [216], using the above estimator , have 
shown that the estimator and the sample size when it is higher than about 20 do not 
influence the results.
Results from flexural and tensile strength measurements on a carbon fibre- 
borosilicate composite [237] showed a poor fit of Weibull statistics, which was 
attributed to the small number (12) of tested specimens. Research has shown 
[203,218] that a sample size of about 30 specimens is acceptable for estimating 
Weibull parameters in ceramics and generally brittle materials.
2.3.11 STATISTICS IN COMPOSITES
Weibull theory and generally statistical theories for strength evaluation does 
not apply in composites since composites have a changing (increasing) flaw population
with load application, in contrast to Weibull model where the flaw population is 
considered unchanged until the moment to failure. Fibre ceramic composites present 
extensive sub-critical activity and, as Pabst [104], indicated statistical considerations 
which account for the volume effect of brittle structures do not consider subcritical 
crack extension behaviour. Since the strength of fibres is statistical in nature, 
statistical theories (bimodal or multimodal Weibull functions) can apply to fibres 
(e.g.[215,238,239]) or whiskers, which are used as reinforcements, with a similar 
success to that in brittle materials. As an example, Bourgain and Masson [238], 
examining high-modulus carbon fibres and taking into account their heterogeneity and 
resulting residual stresses, developed a multimodal Weibull distribution. Similarly, 
Warren and Anderson examining Nicalon (SiC) fibres [239], showed a quite high 
scatter of results which could only be explained if a bimodal behaviour was accepted.
Kendall et al. [125] examined the influence of toughness on the Weibull 
Modulus and concluded that in truly brittle materials, toughness improvement does 
not influence the Weibull Modulus, as expected in Griffith materials.
They indicated that if a is the fracture strength of a material and since the 
probability of failure is equal to n/k+1, where n is the number of samples with 
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Inin------------= rn lncr -  m  lncr
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According to statistical theory for the minimum strength recorded in a series 
of k specimens, the value of n is equal to 1, and Pf= l /k + l ,  and for the maximum 
stress c r^  n = k  and Pf= k /k + l.
Substitution of the above strengths in equation 77, gives the following 
expression (eq.78) for the Weibull Modulus m :
Inin^----- L=mlno ■ -  mlna1c 111111 °
or
lnln(k+\)=mlnom;a -  mlnoo 
or
lnln{k+1) -  lnln(^ + )^
m=-----------------------------------
l n ( ^ )
O'min
(eq.78)
This transformation indicates that when Griffith equation applies (Griffith materials), 
the Weibull modulus depends only on the ratio of the maximum to minimum strength 
and the number of the tested specimens and does not change with toughness.
On the other hand addition of fibres to a ceramic generally improves m modulus but
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sometimes causes a reduction of m. They suggested that the increase of m can be 
attributed to R-curve behaviour (increase of toughness with increase of the crack 
length) which is often observed in ceramics. R is equal to dU/dc and is the crack 
resistance to propagation in plastically deforming materials where an increase in 
strength results in additional crack extension under stable situation. R is a function 
of crack length attributed to plastic zone development at the crack tip which enlarges 
as the crack elongates. No explanation was given for reduction of m modulus with 
the addition of fibres.
In a recent paper Lamon and Guillaumat, [240], described the contribution of 
interfacial failure expressed as debond length to mechanical behaviour of 
microcomposite CMC specimens using a statistical probabilistic approach. They 
considered, that matrix failure and finally fibre failure are non interactive brittle 
events and the weakest link theory can be applied.
They introduced two equations for the probability of the occurrence of the n* 
matrix crack and the probability of fibre failure in the presence of (n-1) matrix cracks 
as functions of the debond length associated to the i* matrix crack.
They concluded that their approach permitted prediction of features of the 
mechanical behaviour of microcomposites, e.g. the matrix cracking process is limited 
by the weak interfaces (large debond length), while when strong interfaces are present 
(shorter debond length) the matrix cracking process is limited by fibre failure.
Petrovic et al. [89], evaluating the tensile mechanical properties of silicon 
carbide (SiC) whiskers have found a positive effect in use of them as short-fibre 
reinforcement elements for ceramic matrix composites. Another important result was 
the considerable deviation from linearity when the weibull probability of fracture was 




Acoustic emission (AE) (also sometimes called stress-wave emission) may 
be defined as the high frequency stress waves (within the range of 50 kHz to 10 
MHz) which are produced as a result of released energy that occurs within a material 
during dynamic processes as a consequence of structural changes [241]. Examples of 
such changes are crack propagation in ceramics, fibre breakage in composites or 
twinning in metals.
Acoustic emission differs from other sound dependent NDT tools 
(e.g.ultrasonics) in the source of the emission. In AE analysis the material itself 
gives off stress waves as a result of dynamic generation and growth of defects, while 
in NDT acousto-ultrasonics testing, the waves are produced by the testing instrument 
and give information about the static presence of defects.
The first observation of acoustic emission in materials was probably in "tin 
cry" where the audible emission was produced by mechanical twining of pure tin 
during plastic deformation.
There were three early experiments performed under controlled conditions, not 
in order to study the AE phenomenon itself, but to detect AE. The first was 
conducted in Germany in 1936 by Forster and Scheil, during the study of martensitic 
transformation in nickel steel [242], the second in USA in 1948 by Mason et al.[243], 
during observation of moving dislocations in pure tin and the third in England in 1950 
by Millard during twining experiments on single crystals [244].
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The first who used AE in order to study the phenomenon was the German 
scientist J.Kaiser in 1950 [245] and the first who used AE to study composite 
materials (GRP filament) were Green et al. in 1961 [246]. Today, there is a lot of 
commercial AE equipment, books and several ASTM publications on AE. Drouillard 
[247] has published a bibliography with about 2000 references on acoustic emission 
and a comprehensive guide to the literature on AE of composites [248]. Detailed 
bibliography and review papers have shown that the total number of publications on 
AE exceeded, in 1987, the vast number of 5000 [247,249-253].
The main areas of AE utilization, due to its ability to detect the energy 
released by flaw evolution include [121,252]:
a. Use as a research tool to investigate and characterize fracture processes.
b. Use as a continuous monitor of slow crack growth of structural components 
(e.g. in power plants, nuclear stations, pressure vessels etc.).
c. Use as a monitor in deformation, stress corrosion cracking, fatigue and 
other processes.
2.4.2 TYPES OF ACOUSTIC EMISSION
Research in the field of AE has shown that there are two main types of AE 
[249-254]: the continuous and the burst type. AE associated with plastic deformation, 
movement of dislocations and phase transformations, is usually continuous and has 
normally low amplitude. The AE rate increases, presents a peak AE rate near the 
yield stress of the material and then decreases exponentially. This type of AE is 
usually observed in tension tests of unflawed metal specimens. AE from crack growth
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is intermittent (burst type) and has high amplitude [255]. The released energy may 
originate from stored elastic energy as in crack propagation and plastic deformations 
or from stored chemical free energy as in phase transformations [256]. In this type 
the count rate increases rapidly as failure is reached [151].
In composite and multiphase materials the two types of emission are most 
likely to happen simultaneously. Fibre fracture produces high energy burst events 
whereas matrix deformation and fibre debonding produces continuous AE events. In 
addition to the above, the material structure through which the AE propagates affects 
the characteristics of AE, e.g. by absorbing, scattering or dispersing the stress waves. 
Furthermore, the coupling agent, the type of the transducer and other factors affect 
the characteristics of AE events.
2.4.3 FACTORS AFFECTING ACOUSTIC EMISSION
Dunegan and Green [257] have studied the acoustic emission from various 
materials and summarised the factors which affect this emission. The factors which 
affect AE response from materials can be divided in two categories [254,257]:
a. In the first category which contains factors not related to the material, 
belong the presence of flaws and notches (possibly produced during manufacturing), 
the thickness, the density and others. The higher the thickness the higher the AE 
amplitude when a material is tested under load.
b. In the second category which contain the material related factors, belong 
mainly characteristics such as crystal structure, homogeneity and material history 
(mechanical working, heat treatment, stress relief etc.). The higher the anisotropy of
113
the crystalline structure the higher the AE amplitude. The presence of inclusions, or 
combination of different materials, as in case of ceramics and composites results in 
an entirely different acoustic behaviour.
2.4.4 KAISER EFFECT - FELICITY RATIO
The first systematic investigation of AE phenomenon was carried out by J.Kaiser 
in 1950 in Germany [177,258,259]. Kaiser’s observations on the irreversibility of AE 
have been confirmed by many investigators and are known as " Kaiser effect".
According to this effect, when a material is loaded to a given stress level and 
then unloaded, no emission will be observed upon immediate reloading until the 
previous load has been exceeded. Many workers investigated and confirmed this 
property in various materials [e.g. 256].
Kerawalla [260], working on ferrous materials under cyclic tensile loading, 
has shown that the Kaiser effect is not universal. It is associated only with continuous 
type emission and is not evident for loads below the upper yield point. Spanner [261] 
indicated that annealing processes remove most of the Kaiser effect and that some 
metals and alloys do not present any measurable Kaiser effect.
Examination of AE from chopped glass fibre reinforced SMC composites 
showed no Kaiser effect after reloading [262]. Fuwa et al. [263] reported first and 
later Phillips and Harris [264] that in composite materials there is a ratio (Felicity 
ratio) between the first maximum loading stress and the lowest reloading stress at 
which AE starts again (Felicity effect). This ratio, Rae, could be used as an "index 
of the damage" within the material. By definition Rae is equal to:
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(eq.79)
where is the load at which acoustic activity restarts during reloading; and 
is the maximum load applied before reloading 
The acoustic behaviour of materials has been also investigated in relation to 
another phenomenon called the " Bauschinger e f f e c t T h i s  is a general phenomenon 
observed in polycrystalline metals [265], according to which, when a ductile 
specimen is plastically strained first in tension and then in compression, deformation 
in compression starts at lower yield stress and a discrepancy at the start between the 
two stress-strain curves exists. Orowan [266] attributed this effect to movement of 
dislocations. Sankar [267] reported that in materials that show "unload” acoustic 
emission, that is acoustic emission during unloading, there is no detectable Kaiser 
effect.
Frederic and Felbeck [268], reported that materials in which AE is detected 
when the applied stress is removed, (unload emission ) showed a considerable 
Bauschinger effect.
2.4.5 AE ANALYSING METHODS
A number of AE analysing methods have been used in order to decode the 
information that possibly the AE events carry with them. The main methods include 
[266,269,270]:
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a). Ringdown counting 
Ringdown counting is the counting of the ringing of the transducer to give a 
measure of the pulse signal size. This method of counting is a relatively simple 
technique of analysing an AE event. Brindley et al. [271] described the principles, 
advantages and limitations of ring-down counting. The principle of this method is to 
count the number of times the signal exceeds a threshold voltage, (fig. 12). A fast 
circuitry is necessary for counting.
The number of ringing-down counts N is proportional to the natural logarithm 
of the initial voltage and equal to:
X V
N  = ——-  \ n ^ ~  (eq.80)
^th
where : X is the angular frequency, /? is the damping constant 
Vp is the peak voltage, V* is the threshold voltage
The higher the amplitude of an event, the higher the energy content of the 
events and the higher the number of ringdowns. The main advantages of this method 
include the "weighting effect" of events of higher energy, i.e. counting increases with 
amplitude, and the improvement of noise rejections.
The main limitations of this analysis is the difficulty of distinguishing the 
energy levels of individual events and the lack of absolute indication of the number 
of source events [270]. As a result it is usually impossible to relate micromechanical 
damage events with the emission data. A single high energy event may produce 
many ringdown counts which could equally well be produced by low energy events 
each producing only one count.
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b). Event counting
This is a more complicated method of AE analysis than ringdown analysis, 
and gives more precise information but it looses all the amplitude information. An 
event is defined a group o f threshold crossings separated from the next group of 
crossings by a period known as dead time. The dead time (usually 
100 /Ltsec) sets a limit on the maximum count rate but in most cases is never reached. 
Idealised acoustic emission events are shown in fig. 12.
This technique was developed in order to be possible to connect the 
micromechanical failure steps inside a material with the AE signals produced. 
However, since the propagation of the AE could follow several different paths, a 
number of separated acoustic emission signals could be produced by only one event, 
or two events overlapping in time could give a composite signal. Nevertheless, in 
tests on systems where the AE signals could be attributed to discrete events, e.g. in
Peak  _
A m p l i tu d e
Dead 4
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Fig. 12 Characteristics of AE events
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the case of breaking fibres in composite fibre materials, event counting is one of the 
best analysis methods, [254].
In practice the experimental data are largely dependent upon the equipment used 
and the selected settings. It is usual to find in the literature count rates as low as a 
few events per deformation increment and as high as 105 events per second.
c). Frequency analysis
Event and ringdown counting give no information about the specific 
characteristics ( e.g. frequency and amplitude ) of the AE events. So, in order to 
collect information from e.g. matrix cracking and fibre fracture in a composite 
material, other analysing methods must be used.
In frequency analysis the frequency content of an event is analysed. 
Unfortunately, this method is usually complicated and has certain limitations. Curtis 
[272] suggested that in practice, the AE pulse loses its frequency identity when 
passing through a material. This method also needs more advanced electronics.
d). Amplitude analysis 
In this technique an amplitude distribution of the AE events is received by 
classifying after amplification AE signals in a series of channels each of which has 
a standard bandwidth. The absolute determination of acoustic emission amplitude, 
although possible in principle, is rather difficult in practice since it is affected by a 
number of variables, such as resonances, losses, position of transducers etc. The use 
of amplitude analysis has shown that event amplitude and production of high 
amplitude events increase with deformation [273-{276].
Peaks in the amplitude distribution could be attributed to specific failure 
micromechanisms. As an example, high amplitude events in a test of fibre composite
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could indicate the growing of a crack. However, geometric effects and interferences 
could alter the analysis.
Lorenzo and Hahn [277] examined unidirectional composites (glass/epoxy and 
graphite/epoxy), using simulation and experimental work. The effect of source 
amplitude location and attenuation, on the apparent AE amplitude distribution 
recorded by a transducer was reported. The amplitude simulation was based on the 
assumption that the acoustic activity of the composite is a result of fibre breakages 
only, with a relationship of one AE event to one fibre breakage. The source 
amplitude was considered to be the amplitude that the AE system shows when the 
transducer was placed right over the breaking fibre.
The final simulated cumulative distribution F(V) for the apparent AE 
amplitude Va, was fitted by a two parameter Weibull distribution of the form:
m
(eq.81)
where m and Vs are correspondingly the shape and scale parameters.
They compared the results of the simulation and the experiments and concluded 
that the amplitude distribution at the source is closely related to the apparent 
amplitude distribution and that the position of fibre break and the attenuation affect 
amplitude distribution. They indicated that changes in material properties (e.g. type 
of fibres, ductility of matrix, etc.) result in different amplitude distributions.
Evans and Linzer [269] and others [278-280] used the peak voltage of the 
acoustic emission as an amplitude parameter.
F(V)  = 1 - exp K
v
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2.4.6 ACOUSTIC EMISSION FROM CERAMIC MATERIALS
Lord [253], in a review on Acoustic Emission, indicated that in a large 
number of materials including flawed and unflawed metal specimens, rocks, 
composites, concrete, ceramics, ice, soils, wood, acoustic emission can be used to 
investigate processes such as fracture welding, corrosion, martensitic 
transformations, slope stability of soils, magnetic effects, structural integrity etc.
Clarke [281] proposed a mechanism for crack nucleation based on internal 
stresses in polycrystalline ceramics originating from anisotropic thermal contraction 
or radiation-induced anisotropic expansion and spontaneous intergranular cracking was 
observed in BeO after irradiation [282].
Romrell and Bunnell [283] used acoustic emission to monitor crack growth 
in ceramic tubes due to thermal shock and corrosion. They found a correlation 
between microscopic observation and AE results and indicated that cracks in ceramic 
materials can be readily detected by AE both during the early stages of crack growth 
and during catastrophic failure and are associated with crack growth.
Gatti et al. [284] examined AE from transparent ceramic Lucalox alumina and 
special spinels specimens under 4-point bending and found that Lucalox was much 
noisier. The crack growth was monitored photographically and there was not a 
simple correlation between AE and the crack surface generated. Wright [285] 
studying the acoustic emission of a polycrystalline aluminum titanate ceramic, found 
that acoustic events resulting from microcracking during cooling of the ceramic, 
corresponding to thermal expansion hysteresis behaviour.
Tetelman and Evans [121] discussed the nature of information which can be
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gained from AE testing and the applicability of AE in failure prevention and 
reviewed some of the principal correlations between AE and the processes of flow 
and fracture in structural materials as expressed by the fracture mechanics parameters. 
In two phase solids, the acoustic activity during testing is more than that from single­
phase solids.
Examination of AE in polycrystals shows higher activity than that produced 
from single crystals or glasses [146,180]. Evans and Linzer [150] found two types of 
AE investigating the possibility of failure prediction in structural ceramics (e.g. 
porcelain). The first type was attributed to slow growth of fracture initiating flaws 
and the second type to the presence of second phase particles like quartz. They 
proposed the use of the effect of thermal anisotropic stresses in order to increase the 
AE of a "quiet" matrix. They concluded that AE activity in composite materials such 
as porcelain can be increased by incorporating second phase particles. They also 
found that the emission rate during the fracture of porcelain was a function of the 
stress intensity factor KIC. The presence of particles like SiC in Si3N4 matrix will 
enhance AE [167], and even improve the mechanical strength of the matrix [286]. 
When a load is applied the particles will fracture giving AE which can be used for 
failure prediction.
Schuldies [287] examined the AE response, from polycrystalline lithium- 
aluminum- silicate ceramic bars made by slip casting and sintering, during testing in 
four point bending. He found a three stage AE response to stress, initially a high 
number of cumulative counts, followed by an almost constant rate and finally near 
fracture an exponentially increase in AE counts with increase of load and a strong 
Kaiser effect during reloading of previously loaded specimens. He also noted that the
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AE response to stress presented a precursor to failure implying a transition from 
microcracking to unstable macrocracking and concluded that additional testing was 
necessary in order to be established a relationship between events and mode of 
failure.
Graham and Alers [180] tried to determine the conditions under which AE is 
generated in various ceramics prior to failure and to relate the produced AE signals 
with the microstructure. They used various techniques of loading (three and four point 
bending, pressing with a spherical or cylindrical intender and fatigue loading) in 
various materials ( glass , MgO single crystals and polycrystalline ceramics. They 
concluded that AE signals precede failure in polycrystalline ceramics and in single 
MgO crystals undergoing deformation by slip, while in glass no emissions were 
observed prior its fracture or during slow crack growth under a Hertzian load. They 
also found that for samples with small grain size (30 ^m) one AE event corresponded 
approximately with each broken grain, while this was not observed for samples with 
larger grains (100 jum). They suggested that in the later case the crack growth was 
controlled by other morphological feature such as pore distribution.
Noone and Mehan [146] studied the crack propagation in polycrystalline 
ceramics (magnesium aluminate spinel and Lucalox from Gen.Electric Corporation) 
under four point bending and its relationship to AE. The examined polycrystalline 
ceramics had high degree of optical transparency, were suitable for window 
applications resistant to ballistic impacts and had the advantage of direct observation. 
They concluded that acoustic activity was an indication of sub-critical crack growth 
and it was greatest in materials which were either coarse grained and particularly 
highly anisotropic multi-phased inhomogeneous or pre-flawed. The large grains
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emphasised the effect of thermal expansion anisotropy and generated strains in the 
grains and the grain boundaries which separated under the applied load forming 
cracks. They also reported that glass fused silica and glass-ceramic specimens showed 
no acoustic activity before fracture.
Evans and Linzer [269], reviewing the acoustic emission in brittle materials, 
underlined its increased practical application and concluded that although the 
understanding of the basic mechanisms in AE is limited, the phenomenological 
description of AE is easier and is based on the fact that the emission amplitude is a 
statistically distributed quantity.
They suggested that the main sources of AE in brittle materials are:
a. Macrocrack propagation, with average velocity Uavg connected with the 
applied stress intensity factor Kic with the formula:
Uavg=AKlc» (eq.82)
where A and n are constants.
b. Microcracking, general or localized near crack tips, resulting from 
precursors (e.g. pores or inclusions) and activated by large local strains resulting 
from contraction anisotropy and elastic mismatch. For most materials microcracking 
is time and stress dependent.
c. Plastic deformation, with acoustic emission resulting mainly from 
dislocation motion and amplitudes smaller than those from fracture processes.
Cooke [288], comparing the acoustic behaviour of coarse polyphase ceramics 
(type I materials) and uniform fine-grained ceramics (type II materials), reported that
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type I materials present large number of sub-critical events before fracture compared 
with that of type II materials which are acoustically "quiet". He concluded, that 
strength and toughness results for the coarse grained ceramics [289] were not 
consistent with the concept that failure is due to stresses concentrated to a single 
critical value in front of a particular single flaw as LEFM implies. In these materials 
a number of microscopic fracture events (sub-critical activity) occurs before overall 
fracture. Especially in clay ceramics, strength and fracture toughness showed similar 
changes related to microstructure and not only to flaw distribution. On the other hand, 
failure of the "quiet" fine grained materials at loads calculated from LEFM shows 
that the concept of critical stress concentration in front of single critical flaws and 
statistical theories of strength based of distribution of these flaws are acceptable.
Nemets et al.[107] studied the AE activity and tried to explain the fracture 
processes under thermal loading (1000°-20°C) in a two-phase aluminosilicate 
refractory, a composite reinforced aluminosilicate ceramic and a periclase ceramic . 
They found in the coarse-grained aluminosilicate refractories high AE event rate 
during cooling from 1000°C in two regions, one in the range of 800-700°C due to 
stresses between the matrix and the filler and another one in the region 600-450°C due 
to polymorphic transformations of quartz. They concluded that the study of fracture 
processes should take into account not only mechanical models (e.g. crack nucleation 
and propagation ) but also structural models, and that the AE methods are very 
suitable for investigating cracking kinetics in ceramics.
Glass, the material which Griffith used to test his LEFM considerations, is 
relatively "quiet" material, compared with other ceramics. Nadeau [290,291], 
investigated the origins of acoustic emission, during double torsion loading of notched
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at one end in order to initiate cracking, 6mm thick soda-lime silicate float glass 
plates. His principal aim was to find a relation between the ring-down counting and 
the events at the crack tip. He recorded the data and using ringdown analysis he 
found that the event rate for the same crack velocity was two orders of magnitude 
lower than in ceramics probably because of their more heterogeneous structure. He 
found also that unabraded specimens presented very low AE, only slightly above the 
background noise level of the testing system.
He suggested that acoustic emission in glass plates, after formation of artificial 
microstructures (flaws) on them results from successive pinning and breakaway 
produced by interaction of the microstructures with the main crack. He found that 
a flaw (a groove) of about 4 /zm deep was capable of producing one AE count.
It must be underlined that ceramics are heterogeneous multicomponent 
mixtures with a complex structure. Because of this, the fracture mechanics of 
ceramics differs significantly from that of homogeneous materials such as metals, 
glasses etc.
2.4.7 ACOUSTIC EMISSION FROM COMPOSITE MATERIALS
Acoustic emission differs depending on the type of material and in composites 
can be used as a tool for distinguishing the source of emission. There are many 
possible stages in the deformation of composites which can be distinguished by 
acoustic emission: (a) matrix cracking,(b) fibre fracture, (c) debonding,
(d) delamination between layers of the fibres, (e) fibre pullout and (f) final fracture.
Lloyd and Tangri [152] investigated the AE rates amplitudes and frequencies
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of AE from A120 3 and Al20 3-Mo fibre composites during three point bending. It was 
shown that:
a. AE due to crack growth was present prior to fracture of alumina and 
alumina-fibre composites containing 6, 23 and 20% volume Mo fibres.
b. The acoustic activity, with different amplitudes rates and frequency, 
continued after the macroscopic crack formation, as the Mo fibres crossing the crack 
were deformed.
c. The amplitudes, event rates and frequencies presented differences in early 
and later stages of the tests.
d. Fibre composites showed higher activity than pure AI20 3.
e. Frequency analysis could be used to connect AE events and fracture steps.
Becht et al. [292], using amplitude analysis, found that fibre fractures
produced high amplitude, high energy events. AE produced from fracture of fibres 
during testing of fibre-reinforced composites is different from that of the matrix.
Many investigators have tried to correlate amplitude distribution with specific 
failure micromechanisms in composites. In resin fibre composites Brecht [293] found 
a correlation between the slope of the curve of log cumulative counts versus 
amplitude and the operation of specific failure mechanism. However Gouid et al. 
[294] have shown that the amplitude of the signals depend on the condition of the 
fibre/resin interface and other factors.
Duke [262] examined randomly distributed short glass fibre SMC (Sheet 
Moulding Compound) composites in uniaxial tension, using various quality control 
NDE techniques. He found that acoustic emission started early and increased as the 
load was increased. Reloading of the specimens resulted in fracture at values slightly
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less than the maximum value attained in previous loading. He found also that the 
Kaiser effect was not present for the loads used in his study.
Berthelot [295] examined the usefulness of the amplitude analysis as a tool for 
the explanation of the failure mechanisms in discontinuous fibre composites. During 
flexural tests he observed three types of emission:
a. Discontinuous distributions from steel fibre-epoxy composite.
b. Continuous distributions from Sheet Moulding Compounds-SMC of low 
interlaminar rupture and glass fibre-polyamide injection composites; and
c. Intermediate distributions from SMCs having a good interlaminar 
adhesion.
He indicated that the energy released during fracture of composites depends:
a. On the fracture process (fibre breakage, matrix cracking etc.).
b. On the nature of the created fracture surface.
c. On the interaction between cracking and surrounding part.
Caneva and Mazzola [296] investigated the use of AE in modelling the AE 
emission from composite materials during testing in tension. They concluded that AE 
permits quantitative evaluation of the parameters characterizing the fracture of 
composite materials.
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CHAPTER 3. EXPERIMENTAL DETAILS
3.1. MATERIALS
A series of brittle ceramic materials such as Remblend China Clay from ECC 
International [297], a pottery mixture, a brick clay mixture used in production of 
roof-tiles and bricks, white Ordinary Portland Cement (O.P.C), Fly Ash powder from 
a Thermo-electric Power Plant and also a number of short fibres such as, Denka B-80 
mullite and B-95 alpha alumina fibres, Saffil RF delta-alumina fibres and Grafil XAS 
PAN carbon fibres were used for manufacturing all the test specimens. Some common 
laboratory glass rods and rectangular glass plates were also used as test specimens in 
3-point bending and acoustic emission measurements, for comparison.
3.2 FABRICATION OF SPECIMENS
The flow diagram for specimen preparation and testing of ceramics and 
composites is shown in fig. 13. Sambell [298], reviewed the basic fabrication 
processes used in ceramics. Two techniques used for fabrication of the ceramic 
samples in the present work: (a) slip casting (main production method for ceramic 
mixtures and fibre-composites) and (b) hydroplastic extrusion (limited to a number 
of brick-clay samples for comparison of results),
a). Slip Casting
In slip casting the ceramic materials wet with water formed a plastic dough.
128
- ~ f - h
1. Grinding
[§3
2. Mixing  
✓
4. Drying 3a. $ V \A /S. 3"bSlip C asting  E x tr u s io n
5. Sintering 6. Testing
Fig. 13 Flow diagram for specimen preparation and testing 
of ceramics and composites.
Although the water content was not critical with respect to the properties of 
the final specimens, it was critical for the ease of workability of the dough. If too 
much water is added, the dough is sticky and is difficult to work with it. It was found 
by trial that the optimum total (humidity and added ) water content was about 28%.
In the case o f fibre-composites the first step which has a great effect on fibre- 
composite quality is the uniformity of dispersion of the fibres in the matrix, 
[96,298,299]. The problem in dispersion is the low hydrodynamic forces of the 
mixture and the high physical interaction between fibres. In the case of limited 
dispersion of the fibres and formation of agglomerates, the densification process 
which take place during sintering is obstructed and microstructural defects such as 
porosity and cracking result. The powdered matrix material was added simultaneously 
with small portions of fibres in water under continuous blending with a Galtenkamp
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Silverson stirrer Model L2R first at minimum speed and after the final addition at 
medium speed ( positions 5-6 ) for a number of hours. Several trials performed in 
order to find the optimum time required for complete and uniform mixing. For 
production of a 500 g dough about 12 hours were needed for addition of fibres and 
about 48 hours for complete mixing. Carbon fibres presented higher difficulty in 
mixing, than oxide fibres, since their larger length forced them to lie side by side and 
form discrete bundles.
Slip casting (fig. 14) was used for the production of rectangular test specimens 
in moulds measured 75X19X9mm (length X width X height) by spreading the dough 
into the mould with a spatula and removing the excess mixture from the surface. A 
second spatula was used at the open end of the mould to close it during the filling 
process. The mould was sprayed with a silicone release agent before casting in order 
to make easy the removal of the samples.
b). Hydroplastic extrusion
In the hydroplastic extrusion the malleable mixture extruded through a die 
orifice by means of a rotating screw (fig. 15 ).
All the samples were left to dry naturally for about twenty four hours covered 
with absorbent paper in order to reduce the surface drying rate and to avoid cracking. 
At the end of this time the specimens were dry enough to be removed easily from the 
mould.
About 1000 specimens were produced from each ceramic mixture (china 
clay -Kaolinite, the pottery mixture) which were divided in two lots (for notched 
and un-notched testing) of 300 pieces. A larger number of brick clay specimens was 
produced in order to study also the size effect on statistical analysis and the effect of
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soaking time at the firing temperature. A number o f about 100 specimens were 
produced from each composite system.
Arrows in d ic a t e  s p e c im e n  
m o u ld s
Fig. 14 Slip Casting mould
Clay P la s t ic  D ough
Fig. 15 Extrusion casting
A level notch o f uniform depth was made in the KIC samples by 
inserting a razor blade into the test piece to a depth of about 5mm (fig. 13).
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In most of the reported KIC results in the literature the specimens are produced 
from solid materials such as alumina, by sawing the notch. Simpson [300], concluded 
that for a valid KIC determination the sawn crack should produce at its root a crack 




Fig. 16 Specimen KIC preparation by slip casting
Alderson [134], indicated that in the case of notch insertion before sintering 
when glass is formed during sintering, sharp cracks are formed at the base of the 
notch as result of thermal stresses during cooling. Since in all the tested ceramic 
materials in this work, glass formation was evidenced by SEM, the determined KIC 
results must be acceptable. Furthermore Cooke, [289] indicated that after firing 
extension due to contraction during cooling produces sharp cracks for accurate KIC 
measurements.
Each lot of notched and un-notched samples were left flat on a board 
piled in stacks to dry for another 24 hours. Before firing the specimens dried further 
in an oven at 105°C for about one hour, in order to ensure complete removal of
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moisture.
For sintering of all china-clay , pottery , brick -clay and composite specimens 
computerised Carbolite furnaces (maximum 1300°C) and Carbolite RHF furnaces 
(maximum 1500°C) in air atmosphere were used. In the case of carbon-fibre 
composites a tube furnace and an atmosphere of argon with sufficient gas flow to 
avoid oxidation of fibres were used.
The specimens were laid flat inside the furnace. The temperature inside the 
furnaces in the area of the specimens, was monitored during the experiments and was 
found only + /-  1°C fluctuating from the set temperature. The temperature raise was 
adjusted to 5°C per minute. About 4 hours were needed for attaining the sintering 
temperature. Three pairs of notched and un-notched specimens were fired for 24 
hours at temperatures from 1100 to 1500°C (Kaolinite) and 900-1300°C (pottery 
mixture ) and 900-1150°C (brick-clay). An additional number of 110 brick-clay 
samples fired at 900°C. Kaolin-Fly Ash composite specimens sintered at 1000°C. 
Fibre composite specimens sintered at various temperatures from 1000 to 1300°C.
Another number of brick-clay specimens fired at three different sintering 
programs in a computerized Nabertherm furnace with a C-8 Program Controller. 
Schematic representation of the special sintering programs coded under the names : 
P7; P8 and P9 are shown in fig. 17. All programs had a common first step up to 
500°C, which the brick specimens reached in about 5 hours (rate 1.7°C/min) followed 
by further heating up to 850°C (P7), 950°C (P8) and 1050°C (P9) at a rate of about 
4.5 °C/min. At the maximum temperatures the specimens remained for 15 minutes 
and then furnace-cooled to room temperature (24 hours).
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Fig. 17 Special sintering programs P7,P8,P9 of brick-clays
3.3 TEST METHODS
3.3.1 CHEMICAL ANALYSIS OF MATERIALS
X-ray fluorescence techniques (XRF) have been applied to the analysis of 
ceramics, cements and related materials (e.g. F.A. ) for the past 20 years or more, 
mainly using wavelength dispersive XRF spectrometers. The development o f solid 
state Si(Li) detectors allowed analysis by energy-dispersive XRF spectrometry 
which give excellent precision, provided that proper specimen preparation had been 
followed [301,302]. The free lime content can be found by extraction with hot 
ethanediol, [303].
Energy Dispersive X-ray fluorescence (EDXRF) technique have been applied 
to the analysis of the materials (ceramics and fibres) used in the present thesis . The
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main advantage of this technique is its ability to give quick and accurate quantitative 
results. Advanced computer programs (e.g. QMS,[304]) can overcome problems 
such as overlapping, low concentrations of light elements etc.
The principle of this technique is the following. When a sample is bombarded 
with high energy electrons, x-rays are emitted, characteristic of the atoms in the 
sample and having an intensity analogous to the concentration of the chemical element 
present. Energy dispersive spectrometry collects and analyses the x-ray data in terms 
of x-ray energy, using a semiconductor crystal for detection of the x-rays, [305]. In 
the detector a number of semiconductor electrons, proportional to incoming x-ray 
energy, is excited to the semiconductor conduction band and a proportional current 
which can be amplified flows [304,306]. In a screen peaks of characteristic energies 
show the presence of chemical elements whereas the peak height informs about the 
quantitative chemical composition of materials. Wavelength dispersive spectrometry 
has similar capabilities.
An XR300 Energy Dispersive X-ray Fluorescence Spectrometer from LINK 
Analytical with a lithium doped silicon semiconductor Si(Li) as detector, a 30KV max 
x-ray tube with a Rh(rhodium) anode and a vacuum of 10'3bar was used. In order to 
minimize the particle size effects on calibration, fine grinding was employed. 
Pelletizing pressure of 25 tons/square inch was used for all materials [301]. The 
analytical parameters were :(a) Anode voltage: 15KV, (b) Anode current: lOOuA, 
(c) Livetime: 500 sec, (d) Filter: none, (e) Atmosphere: vacuum.
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3.3.2 MECHANICAL TESTING OF SPECIMENS
Ceramic materials and especially clay ceramics, clay fibre composites and cement 
based composites, have mainly two types of flaws: inherent flaws and manufacturing 
flaws. The inherent flaws result from changes inside the ceramic during heating and 
cooling and in most instances cannot be avoided. The manufacturing flaws are 
produced during manufacturing and include pores and voids from trapped air and are 
large in comparison with the inherent flaws.
The higher the area under maximum stress the higher the possibility for a 
manufacturing flaw to be present. So, in order to limit the area under maximum stress 
and to avoid fracture due to the presence of a manufacturing flaw three point bending 
was selected for mechanical testing.
As a result of high resistance to slip, ceramics have low, about 1/20 of that 
of metals, fracture toughnesses and critical stress intensities.
Flexure testing, is used extensively in monolithic ceramics as a substitute of 
the difficult and expensive tensile test. The same type of testing continues to be used 
also in composites since it is simple, inexpensive, and requires small specimens. 
However, Larsen and Stuchly [307], analysing the mechanical behaviour of CMCs 
underlined that since there is a nonuniform stress state and a brittle matrix, 
redistribution of stresses takes place when the matrix fails on the tensile side of the 
flexure beam, and the span length must be considered and at least a higher span to 
depth ratio must be employed to reduce the chance of shear failures.
All the mechanical testing results to be reported were obtained in three-point 
bending tests (flexure testing). Additionally, some testing results were obtained from
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cylindrical cement specimens tested in compression. The tests were performed at am 
Instron model 1195 testing machine using an Instron Tension-Compression Load Cell 
type 2577, or a LLOYD 2000R testing machine with a 1000N load cell, at a constant 
crosshead speed of 0 ,5  mm/min. A paper chart speed of 50-100 mm per minute was 
found to be suitable for measuring the slope and other characteristics of the stress- 
strain curve.
a. Three point bend testing
The flexural modulus and strength of powder ceramics and composites after 
sintering were assessed, using three point bending tests. The specimens were placed 
in the three point bend loading rig (fig. 18) and the span (L) was adjusted at 50mm 
for the un-notched specimens and 35 mm for the notched specimens (in order to have 
a length to height ratio of 4). No difference in the calculated values of fracture stress 
was found either the top or the bottom of the specimen with respect to mould was 
placed down. As the load was applied to the specimen, a "settlement" was frequently 
occurred on the supports with no effect on the curve, since the slope was remained 
un-altered before and after each "jump".
In order to permit sensitive AE monitoring, the supports of the bend rig 
(10mm steel bars) were covered with neoprene rubber to reduce the possibility of 
recording noises from the machine and from metal-ceramic contact points .
b. Toughness (Stress Intensity) testing
In the case of KIC specimens the notch was downwards i.e in the opposite side 
of the single support of the bend rig, (fig 19).
c. Compressive testing of cement (see APPENDIX I)
Cement is a brittle material very weak in tension which traditionally is used
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in compression. The compressive strength of cement and cement mixtures, is usually 
measured after 3,7, and 28 days. In the present work the strength was measured after 
28 days. Typically a value of 24 MPa is required for compressive strength of P.C. 
type I after 28 days in accordance to ASTM, [308].
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Fig. 18 Three point bend testing in an Instron 1195 machine using also an AE
Marandy recording unit.
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Fig. 19 KIC testing
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3.3.3 REJECTION OF SPECIMENS
A number of the fabricated specimens was rejected for the following reasons:
a. Visual observation revealed abnormally large fabrication defects e.g. large 
cracks, holes, foreign particles.
b. The fracture stress was abnormal (deviated more than two standard 
deviations from the mean).
c. The set of test pieces had a rejection rate more than 10% . The usual 
rejection rate was less than 10%; and
d. Inadequate mixing and uniform dispersion of constituents especially in 
composites.
3.3.4 CORRECTION FOR TEST MACHINE COMPLIANCE
In order to measure accurately the slope of the stress-strain curve for 
Modulus of Elasticity calculations the stiffness of the test machine must taken into 
account. Any lack of stiffness, will result lower values of E since it will give lower 
values of slopes. The true slope of the stress-stain curve was found using the formula, 
[134]:
rr , M ach.slope x  Meas. slope ,True slopes------------ - ----------------—  (eq.83)
M ach. slope -  Meas. slope
The machine slope (lack of stiffness of test machine and load cell) was 
measured by driving the central point bend test rig against the base of the rig which 
was bolted to the base of the machine.
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3.3.5 MEASUREMENT OF DYNAMIC MODULUS OF ELASTICITY
A simple method and instrument were used for dynamic modulus of elasticity, 
Ed, measurement [309,310]. The principle of the method is the following: Stimulating 
vibrations are produced in a specimen and the velocity of propagation of longitudinal 
waves is measured. The radius of the specimen must be small compared with 
wavelength. Since the wavelength X of a vibration induced in a specimen of length 
L is equal to \= 2 L , the velocity v of the propagation of the longitudinal wave will 
be equal to v = \ . f ,  where f  is the frequency. By substitution it is taken v=2Lf. The 
velocity is also equal to :
v= E  (eq.84)
d
where E, is the Modulus of elasticity (Young’s modulus) of the specimen, and 
d, is the relative bulk density of the material.
The Dynamic modulus of elasticity was measured using a Model PUNDIT 
from CNS Electronics ltd instrument. A bar of known wave velocity was used for 
instrument calibration. The tested specimen was placed between two transducers and 
the time needed for a wave to cross the known length of the specimen was read in the 
digital screen of the instrument. A silicon grease was used to couple the transducers 
on the tested specimen surface in order to improve the contact. The density of the 
material was found by measuring its dimension and weight. The dynamic E modulus, 
Ed, was estimated then by the formula:
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2LB.
'd~E , = -------- -  (eq.85)t^wb
where Bw is the weight, 2L the length, w the height, b the width of specimens 
respectively, and t is the time needed by the wave to cross the specimen’s length.
3.3.6 THERMAL ANALYSIS
Thermal analysis (T.A) , as defined by ICTA and ASTM E-473 [311,312],is 
" a group of techniques in which a physical property of a substance , is measured 
as a function of temperature while the substance is subjected to a controlled- 
temperature program ". Between the most common T.A techniques are:
(a). Thermogravimetry (TG), measuring changes in mass as a function of 
temperature increase; and (b). Differential Thermal Analysis (DTA) where the 
difference in temperature between the sample and an inert reference material is 
measured as a function of temperature while the sample and the reference material 
are subjected to a controlled temperature program. These two methods were used in 
the present thesis.
Cements are a suitable mixture for thermal analysis application since large 
energy changes occur both during manufacture and use and the hydration reactions 
of cement minerals in the presence or absence of other materials are of considerable 
interest. The application of DTA to building research and especially to cements has 
been reviewed by Webb [313], Ramachandran [314], Webb and Kruger [315], and 
more recently by Ben-Dor [316]. Thermogravimetric analysis is a widely used 
accurate method for the determination of crystalline CH content in cement and
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cement-fly ash mixtures [317,318]. This determination is useful in recording the 
progress of pozzolanic reaction.
Marsh and Day [319] found that the way in which ash/cement mixtures 
hydrate depends on the type of FA high calcium lignite ash /cement mixtures, which 
produces a significant amount of hydrate by reaction of ash with water.
The diagrammatic representation of the thermal analysis equipment used is 
shown in fig. 20. For the thermal analysis measurements of the materials examined 
in this work a Computer operated, high accuracy (with post amplification) Linseis 
L81/65 Vertical Thermobalance was used with a heating rate of 10°C/min in air 
atmosphere, [320].
The ceramic sample powders and the inert substance (AI20 3) in crucibles of 
platinum were positioned in a L 81/431 sample holder of sintered alumina mounted 










Fig. 20 Schematic representation of Thermal Analysis
System.
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the difference between sample and inert substance was measured. When the 
temperature of the sample is lower than that of the inert substance, an endothermic 
reaction is taking place.
The temperature difference is converted to an equivalent voltage difference 
which finally is transferred to a recorder. On the other hand when an exothermic 
reaction is taking place the temperature of the sample is higher and an opposite 
deflection curve is recorded.
Changes in weight of the sample cause a displacement in the Linseis L81 vertical 
mode thermobalance, built using the zero balance principle which is sensed by 
inductive transducers which regulate the current in the compensating magnetic coils. 
The current is proportional to the weight change and after amplification produce a TG 
and DTA signal.
Electronic differentiation allowed the simultaneous measurement of the time 
derivative of the TG signal (DTG).A computer controlled measuring and evaluating 
system was used for calculation of results.
3.3.7 FROST RESISTANCE TESTING
A limited number of brick-clay specimens, for comparison reasons, were used 
for Frost resistance testing. The Frost Resistance (DIN 52252 DIN 52253) of 
building clay ceramic materials is a measure of the capability of these materials to 
withstand weathering during their use [321]. Due to water absorption during the
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hydration testing cycle (soaking in water 25 °C, cooling at -15 °C after absorption) 
the strength behaviour of the specimens (MOR) crack formation etc, were largely 
dependent on the firing program and the initial chemical composition of the powders.
The frost resistance testing comprised of 5 cycles and was performed in an 
ANGELANTONI CLIMATIC SYSTEM apparatus with the following steps (fig.21): 
(a) Water immersion at room temperature for 72 hours, (b) Cooling down to 0°C in 
about 110 min, (c) stay for an hour at 0°C, (d) further cooling to -15°C and stay at 
that temperature for an hour, (e) quick heating to room temperature and stay for an 
hour at 20°C.












Fig.21 Frost resistance testing cycles
3.3.8 ACOUSTIC EMISSION TESTING
Acoustic emission (AE) is a dynamic process, which indicates the existence 
of sub-critical activity when a ceramic material is stressed. AE measurements have 
been also used to study micro and macrocracking in concrete and cement [322].
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In a number o f the tested specimens (approximately half from each type) Acoustic 
Emissions (AE) produced during three point bending were also detected by an AE 
amplitude distribution analysing system. Diagrammatic representation of the system 
[255] is shown in fig.22.
The AE system used in the present thesis was a Marandy MR1004 system, 
which is widely used in the University of Bath for examination o f a variety of 
materials (e.g. [106,323, 324] ). Two sets of data, acoustic emission and load, are 
fed in the unit. The number of events, their amplitude and the number of ringdown 
counts o f each event are recorded.
The stress waves, generated when a material reacts in order to decrease internal 
energy, travel as acoustic signals in all directions and are detected by a mounted
BSi
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Fig.22 Diagrammatic representation of the Marandy AE system
piezoelectric PZT transducer. These transducers are the most popular, because of 
their high sensitivity and moderately flat frequency response. The piezoelectric
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transducer converts the acoustic waves into sinusoidal decaying electrical voltage of 
low amplitudes. A silicon grease was used to couple the transducer on the tested 
specimen surface. The transducer employed for the sensing of AE was a single 
ended lead-zirconium titanate (PZT), u30D-108 PAC transducer with resonant 
frequency of 275 KHz(±10%£nd a near flat response between 100 and 1000 KHz 
with a high electromechanical coupling coefficient.
The output from the transducer was first amplified by a low noise MRP-01 
MARANDY preamplifier with 60 dB gain, filtered to cut off unwanted low frequency 
noise below around 100 kHz, produced from vibrations from mechanical equipment, 
and processed to give a recording. Amplification was necessary because the voltages 
produced are of very low amplitude.
The following formula exist between amplification and input (Vj) and output 
(Vf) voltages [270,291]:
Gain (db )=20 log
Vi f
v .\ i )
(eq.86)
Thus for the 60dB amplifier the imput voltage is amplified by 1000. 
Processing of the amplified signals was done by a MARANDY/ MR 1004 amplitude 
analysis system which stores the digital AE data as a function of time together with 
A-D converted load signals. The system provides information about the peak 
amplitude of each event and the number of ringdowns per event. The peak amplitude 
is the maximum AE signal relative to lOmv. The number of ringdowns per event is 
the number of times the signal amplitude exceeded the threshold level.
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The amplitude detector of the unit sorted the peak amplitude of the AE events 
into 25 levels each 2.4 dB wide. Channel 0 had a threshold of 10 mV and channel 25, 
7586 mV.
An AE event in this unit is defined in terms of the threshold voltage and a 
fixed dead time (i.e the time which if passed without a threshold crossing, while the 
next threshold crossing defines the beginning of a new event) of 100 microseconds. 
This means that each time the AE signal exceeds 10 mV an event is recorded and 
a following event will be recorded if within 100 microseconds there is no other 
threshold crossing. One memory of the system counts and records the ringdown 
events while another stores the highest amplitude ringdown. The maximum ringdown 
number per event defined by the system’s processor is 256.
The results were analysed and plotted with the aid of software developed for 
this purpose [325] and also using conventional spreadsheet software.
3.3.9 OPTICAL MICROSCOPY
Reflected light optical microscopy was used as a first tool in surface 
examination of the specimens in etched and un-etched condition. In this technique the 
light reflected from the specimen surface forms a magnified image in the viewing 
plane.
Generally two factors limit the magnification in optical microscopy [e.g. 326, 
327]: resolution, i.e. the ability to distinguish two close points as separate objects and 
the depth of the field, i.e. the ability to see sharp and in focus areas of different depth 
at the same setting of the microscope. The resolution r s , and the depth of the field
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where X is the wavelength , (X since) is the numerical aperture, is the 
refractive index, and k is a constant.
It is obvious that a compromise between the two factors is necessary. In 
practice the optical microscopy useful magnification is about 1000X and resolution 
cannot be improved below about 200 nm (0.2 jum). Other problems connected with 
optical aberrations, astigmatism, distortion etc also exist and if corrected, increase the 
cost of a high quality microscopical system.
A Macro Zeiss optical microscope, with an eyepiece micrometer with 0.1 mm 
divisions, was used for: (a) macro examination of the fractured surfaces for gross 
defects such as large pores, holes, or manufacturing defects, and (b) measurement of 
the dimensions of the test piece (width, height, depth of notch) at its point of fracture.
Distortion produced during drying and sintering made the fractured surfaces 
quite irregular for measurement of the above dimensions and some judgement was 
necessary. Although the judgement was unavoidably subjective, the fact that all the 
measurements were made by the author and repeated at least three times in a period 
of four years with only very minor changes, indicated a constant standard.
High quality optical microscopes (ARISTOMET Leizt and Zeiss ICM 405) 
with a magnification range of 40X to 1000X were used for metallographic
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examination of the specimens.
Metallographic preparation of the specimens was as follows. Samples were cut 
with a resin bonded diamond cutting wheel using Aquicut cutting fluid for cooling and 
lubrication. The samples were initially mounted in resin, grinded and polished and 
then etched using 159HF solution for 60 sec. The grinding and polishing steps in 
order to prepare the samples, was performed in an automated Buhler Motopol 12 
machine. The following five steps were followed:
a. Grinding in resin bonded diamond wheel, at 120 rpm, contra, with 5 lbs 
per sample, until no more resin exists on the surface.
b. Grinding in ceramic plate (Metlap 10 of Buhler) and spraying with 30 /zm 
diamond slurry at the same as above variables.
c. Grinding in Polymet with 15 fim  suspension at 240 rpm, complementary, 
with 5 lbs per sample.
d. Polishing in Texmet with 1 fxm diamond suspension at the same as in (c) 
variables.
e. Polishing in Texmet with colloidal silica, at 100 rpm, contra, with 2.5 lbs 
per sample.
3.3.10 SCANNING ELECTRON MICROSCOPICAL EXAMINATION
Scanning Electron Microscopy (SEM) is a valuable tool in the study of 
structural ceramic clay ceramics and composites as it can be used in the examination 
of the effect of firing temperature and sintering time on the structure of the final 
products (e.g the pore and glassy phase topography, composite interface appearance
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etc).
SEM is also the main research tool in examination of fractured ceramic and 
composite surfaces offering advantages in depth of focus and preparation [328]. As 
an example this technique has been used in studying the microstructure of clay and 
soil beds and the transformation of clays to bricks [329]. It has been also extensively 
used in the examination of cement hydration and hardening reactions and hardened 
fractured surfaces. The large number of reports on SEM or TEM (e.g. Diamond 
[330], Williamson [331]) show that electron-optical methods, have been widely used 
to study the formation of hydration products in cements and samples made from pure 
or cement mixtures, due to their ability of observation of details in the 1-0.01 fxm 
range,. Generally the morphology of the C-S-H gel depends on the w/c ratio and the 
age of the cement sample [332,333]. The large depth of focus, the ease of specimen 
preparation and the ability for direct observation have made SEM a suitable 
instrument for examination of fibre composites.
In SEM (fig. 23) an electron beam produced from a heated tungsten filament 
(thermionic emission) is accelerated to an energy level of 2 to 40 keV. The electron 
beam is condenced passing through a series of electromagnetic lenses and focused on 
the surface of the specimen as a spot of diameter between 2 and 10 nm [306,326]. 
The secondary electrons emitted from the examined area are detected by a detector, 
amplified and an image of the surface under examination is formed on a cathode ray 
tube (CRT). SEM has high resolving power and can give magnifications from 50X 
to 200000 times. The high depth of field permits examination of rough surfaces as 
in the case of fractured surfaces. Typical calculated values of depth of field at 1000X 
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Fig. 23 SEM schematic diagram.
Fractured surfaces from KIC and MOR specimens cut by means of a water-cooled 
diamond saw were both examined in etched (1591HF for 60 sec) and un-etched 
condition from each formulation and firing temperature in a JEOL T-330 scanning 
electron microscope with resolution 4.335 nm at 25KV accelerating voltage. The aim 
of etching was to remove, the amorphous glass phase by dissolution without affecting 
the crystalline one. A number of trials showed that about 60 seconds were enough 
etching time for glass removal. Etching for less time produced only shallow etch 
while longer time degraded the crystalline phase (usually mullite).
In order to establish the distribution of fibre aspect ratio (length to diameter) 
small portions of each kind of fibres was dispersed in water filtered with a filter paper 
and rinsed off the paper with ethanol on to aluminium 35mm disks. After evaporation 
of ethanol in an oven the aluminium disks were sputter coated ( the procedure as
151
explained below) with conducting gold film and examined in SEM.
In order to avoid charging effects from the non-conductive ceramic surfaces 
and fibres, [328], a thin coating was applied under low pressure argon gas using a 
"cool” Edwards S150B Sputter Coater. Moisture removal in order to avoid water 
decomposition to oxygen which reduces the deposition rate of gold, was necessary in 
all cases. Usually a layer of 200-400 A was able to solve the charging problem. In 
the sputter coater a high voltage accelerates gas atoms in the gold target, causing 
sputtering and deposition of some gold atoms on the specimen surface. The gold film 
does not affects resolution because it copies the surface details. A conductive paste 
was also used to mount the specimens in the right position in the specimen holder 
during the SEN examination.
3.3.11 X-RAY DIFFRACTION ANALYSIS
X-ray Diffraction (XRD) analysis is a valuable tool in determination of 
original mineralogical and phases formed during sintering of ceramics and composites 
and hydration and hardening of cements. X-ray diffraction (XRD) is used for phase 
identification in portland cement clinker as a supplement to microscopy [303]. In the 
case of kaolinites it shows the formation of mullite at lower temperatures than those 
observed in SEM.
X-ray diffraction analysis is based on the following principle [334]. 
Monochromatic x-rays when meet a crystalline material are diffracted by the crystal 
planes according to Bragg’s equation:
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2 dp sin0 =n X (eq.88)
where dp is the distance between the planes, 6 is the angle between the plane 
and the x-ray beam, n is a whole number, and X is the wavelength (for 
copper Ka =1.541819 A ).
The specimen in a powder form is placed in the centre and the x-ray detector 
on the circumference of the camera. For a known wavelength, the d spacings are 
recorded as a function of angle. Each peak in the diffraction intensity can be 
attributed to a lattice d spacing. Using index cards containing data on d spacings and 
taking into account the chemical analysis, the phases and chemical compounds present 
can be determined.
A few chippings from test pieces of each material and firing temperature were 
ground in an agate pestle and mortar. The grinding was carried out under alcohol to 
retain the powder formed. For practical reasons it saved time to crush the chippings 
between two filter papers before grinding. The grinded powder passed through a 100 
mesh (150 /zm) sieve and was examined in an X-ray Philips diffractometer with a 
PW1820/00 vertical goniometer and a PW1710 micro-processor based control and 
measuring system. The powdered materials were exposed to Ka (X= 1.541819 A) 
radiation from a copper target (a nickel filter was used to absorb K(3 and background 
radiation). The recorded results ( every 0.02°) were for a 20 scan from 4° to 
approximately 70° which covered all the major lines. Tabulated cards with the major 
and minor peaks of X-ray diffraction were used to identify the phases which were 
present in the materials examined in this thesis. Quantitative estimation of the phases
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was not attempted.
In the case of portland cement (see APPENDIX I) X-ray diffraction (XRD) 
is used for phase identification as a supplement to microscopy [303]. Alite is 
identified by the peak at 29.45° 26 and belite by the weak peak at 31° 26 . Tricalcium 
aluminate (C3A) is identified by the peak at 33.25° 26, and calcium aluminoferrite has 
diffraction peaks moving from 33.0° 26 to 33.7° 26 depending on iron oxide content. 
The examination of the aluminate and ferrite phases is easier if the silicates are first 




Quantitative XRF chemical analysis results from the ceramic materials 













S i0 2 48.2 59.7 50.6 34.4
A IA 37.1 25.5 20.1 19.6
Fe20 3 1.0 1.5 6.7 4.1
TiO, 0.05 1.6 1.2 0.5
CaO 0.07 3.1 3.8 32.2
MgO 0.3 0.2 3.4 1.9
k 2o 2.0 1.9 3.2 0.7
Na20 0.1 0.1 2.1 0.4
L .O .I. 12.1 9.5 9.9 6.0
Table 9. Chemical analysis of ceramic materials.
(L .O .I.= L oss of ignition)
EDXRF spectra after 500 seconds exposures 15kV voltage, 100 piA current,
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under vacuum, are shown in figures 24. The calculated rational mineralogical 
composition for the Remblend china clay, [297], is: 83 % kaolinite, 13 % micaceous 
material 2 % feldspar and 2  % other minerals.
Quantitative XRF chemical analysis and characteristic properties of the fibres 
[66,71,80,335,336] used in the present work are given in the following Table 10.
4.2 MECHANICAL TESTING
4.2.1 MATHEMATICAL FORMULAE
(a). Fracture stress (Modulus Of Rupture, MOR)
The tensile (fracture) strength of ceramics is not usually measured by tensile 
testing, because of their brittleness and the high possibility of breaking in the grips. 
The test usually used is the three or four point bending test which give the Modulus 
Of Rupture (MOR). According to Timoshenko beam theory the fracture stresses( 
MOR or of) can be calculated from the formula [119,337,338]:
MOR = —  (eq.89)
bw
or:
W TMOR = -----  in MPa (eq.90)
bw 2
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where: M is the maximum moment, P is the fracture load in MN ,
L is half of the span between the supports of the bend rig in m 
b is the width and w, is the height of the specimen in m 
In the case of circular section specimens, as in rods the above formula is 
expressed as:
M O R  = 16 P L
7 T D 3
(eq.91)
where D is the diameter of the circular rods
CTM
CTM
Fig.24 EDXRF spectrums from: (a) Kaolin, (b) Pottery mixture 
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Table. 10 Characteristic properties of fibres used in the present work
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(b). Modulus of Elasticity, E^ , or Ed
The modulus of Elasticity from bending tests, E,,, was calculated from the 
formula:
(eq.92)
where is the true slope of the stress-strain curve (see 3.3.4 Correction of 
the test machine compliance).
The modulus of Elasticity from dynamic testing Ed was calculated from eq.85.
(c). Stress Intensity Factor, KIC
Stress intensity factors (KIC) were calculated using the formula [116,134,179]:
\ B W  3/2)
where Y is a compliance factor equal to:
l 3 5
Y = 1.93(— ) 2-3.07(— ) 2+14.53(a X2
w  w
7 9
-25.11(— ) 2+25.80(— ) 2
w w
(eq.94)
where a is the notch depth and 0.4 <  aPN < 0 .6
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d). W ork of Fracture
The work of fracture was calculated from the formula:
K  2 j
W c = - ^ —  in  (eq.95)
e). Compressive strength
The compressive strength of cement and cement-fly ash mixtures 
(see APPENDIX 1) was calculated from the expression , [339]:
P
a  = max in  M P a  (eq.96)c 2 
77 .r
where Lmax> is the maximum applied load in MN: and r, is the radius 
of the cylindrical specimen
f). Density
The apparent density of the specimens was calculated by dividing 
the weight with the volume ( dimensions measured with a SI VAC digital caliper).
4.2.2 MECHANICAL TESTING RESULTS
The measured characteristics of E,,, Ed, MOR, KIC are presented with Average 
(AVG), Standard Deviation (STD) and Coefficient of Variation (Cv) values . The 
work of fracture Wf is presented as average values as it is a result of computation of 
other average values (KIC and E,,). The density values D are also presented as average
values since the STD values were always less than 0.035 and the coefficient of 
variation less than 2 %.
Mechanical characteristics of following ceramic systems at various sintering 
temperatures are presented in Tables 11-19 :
a.Table 11: Kaolin sintered at 1000°C, 1100°C, 1200°C, 1300°C, 1400°C and
1500°C.
b.Table 12: Pottery Mixture sintered at 900°C, 1000°C, 1050°C, 1100°C, 1150°C
and 1300°C.
c.Table 13: Brick-clay sintered at 900, 1000, 1050, 1100 and 1150°C.
d.Table 14: Brick-clay produced by extrusion and sintered at special sintering
programmes P7, P8 , P9 (sint.programmes are explained in fig. 17).
e.Table 15: Kaolin+ 5 % and 10% (WAV) Fly Ash composite sintered at 1000°C.
f.Table 16: Kaolin+ 4.7, 9.2 and 14 vol alpha-alumina (B95) Denka fibres sintered
at 1000,1200 and 1300°C.
g.Table 17: Kaolin+4.5, 9.7 and 14.75% vol.delta-alumina Saffil fibres, sintered
at 200 and 1300°C.
h.Table 18: Kaolin+9.7% vol. mullite (B80K) Denka fibres, sintered at 1000 and
1200°C.
j.Table 19: Kaolin+8.55 and 16.6% vol. Graphite (Grafil-XAS) fibres sintered at
1000, 1200 and 1300°C.
Graphical representations of the effect of sintering temperature on mechanical 
characteristics of the tested ceramics and composites are presented in most of the 
cases in two groups of data. In the first group, moduli of elasticity Ej, ,Ed and density, 
and in the second MOR,KIC and Wf, are presented as a function of sintering 
temperatures as follows:
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a.Fig.25: Kaolin, b.Fig.26: Pottery mixture, c.Fig.27: Brick-clay.
d.Fig.28: Kaolin+Fly Ash.
e.Figs29-31: Kaolin+4.7, 9.2 and 14 a-AI20 3 B95 Denka fibre composite rsp.
f.Fig.32-34: Kaolin+4.5,9.7 and 14.75% 5-AI20 3 Saffil fibre composite rsp.
g.Fig.35: Kaolin+9.7% mullite B80-K Denka fibre composite.
h.Fig.36,37: Kaolin+8.5 and 16.5% Graphite Grafil fibre composite.
The flexural strength and toughness variation with sintering temperatures of 
various ceramics and composites with the same matrix (kaolin) are presented in a 
graphical way in fig.38 and 39.
In a similar way the effects of a-AI20 3 (B-95), <5-AI20 3 (Saffil) and graphite 
(Graffil) fibre content on mechanical properties at different sintering temperatures are 
presented in figures 40, 41 and 42.
4.3 S.E.M AND OPTICAL EXAMINATION
A sample from a large number of mostly SEM (Scanning Electron 
Microscopy) and some OM (Optical Microscopy) micrographs from the examined 
ceramics, fibres and composites is presented in figures 43-54. All the SEM 
micrographs are from fractured notched specimens. All the OM micrographs are 
taken from composite specimen surfaces after grinding and polishing. The selected 
micrographs attempt to represent some typical areas of the examined specimens (but 
not all) are shown as follows:
Fig.43 (a) to (h): Kaolin sintered at 1000°C , 1100°C, 1200°C, 1300°C, 1400°C
and 1500°C.
Fig 44 (a) to (f): Pottery Mixture sintered at 900°C, 1000°C, 1050°C, 1100°C
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1150°C and 1300°C.
Fig.45 (a) to (j): Brick-clay sintered at 900°C, 1000°C, 1050°C, 1100°C, 1150°C
and sintering programs P7, P8 , P9 (fig. 17).
Fig.46 (a) to (b): Kaolin+5% and 10% (WAV) Fly Ash composite sintered at
1000°C.
Fig.47 (a) to (d): Kaolin+a-alumina (B95) Denka fibres sintered at 1000,1200
and 1300°C.
Fig.48 (a) to (d): Kaolin+Saffil fibre composites sintered at 1200 and 1300°C.
Fig.49 (a) to (b): Kaolin+9.7% vol. mullite (B80K) Denka fibres sintered at 1000
and 1200°C.
Fig.50 (a) to (f): Kaolin+ Graphite (Grafil-XAS) fibres sintered at 1000, 1200
and 1300°C.
Optical microscopy micrographs from alpha alumina, Saffil, mullite and Grafil 
fibre-kaolin composites are shown in fig.51.
In order to establish the aspect ratio of fibres, two fibre discs were prepared 
(see 3.3.10) and a minimum of ten micrographs were taken from each disc. The 
micrographs were then placed on a light box and fibre dimensions measured using a 
graticuled eyepiece lens. Mean fibre aspect ratios were calculated from more than 
300 fibres.
SEM micrographs from Denka a-AI20 3, mullite, graphite and 5-AI20 3 fibres 
in "as received" condition and after sintering at various temperatures are shown in 
Figs.52-54 respectively. RF Saffil fibres (fig.54), have an almost circular cross- 
section. Their diameters range from below 1 /xm to above 10 /xm with a mean 
diameter equal to 3.4 pm  (distribution is shown in fig.54b). Their length ranged from
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50 to 200 /xm with a mean value of 120 /xm and the calculated mean aspect ratio is 
about 400. In some cases for large diameter fibres, closer examination revealed that 
they consisted from two fibres fused together (fig.54c). Non fibrous material, (known 
as "shot"), having a diameter usually larger than 20  /xm, was occasionally observed 
amongst the fibres (e.g fig. 52c). Graphite Grafil XAS fibres (fig.53) showed a very 
high uniformity in diameter distribution with a mean value 6 .2  /xm and a mean length 
of 3mm, which gives an aspect ratio of about 500. No attempt was made to give the 
diameter distribution of Denka a-AI20 3 B95 (fig.52a-d) and mullite B80K (fig.52e-f) 
fibres since they presented a high degree of non uniformity in diameter ( e.g. from 
2 to 30 /xm ) and shapes (shots, non-fibrous inclusions).
4.4 X-RAY DIFFRACTION
A large number of X-ray diffraction patterns ( angle 2 theta versus relative 
intensity) from the examined ceramics, fibres and composite systems, in "as received 
condition" and after sintering at the examined temperatures, were taken during this 
work. The XRD results are presented in figures 55-61. In most of the examinations 
the scanning angle was from 10 to 70 degrees. The XRDs are divided in the 
following three categories:
a). XRD from ceramics
Figure 55 gives the diffraction patterns of pure Remblend kaolin in " as 
received " condition and after sintering at 1000,1100,1200 and 1300 and 1500°C , and 
also the diffraction patterns of pottery mixture and brick-clay in as received
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condition and after sintering at 900,1000 and 1100°C. In order to study the effect of 
soaking time on the structure of the brick-clay, XRDs at 1, 3, 6 and 24 hours at 
sintering temperature of 900°C were taken and shown in fig.56. XRDs from kaolin 
and fly ash combinations sintered at 1000°C are shown in fig.57.
b). XRD from fibres
X-ray diffraction patterns from the oxide fibres, mullite (B-80K), alpha 
alumina ( B-95) and delta alumina (Saffil) and graphite fibres used in the present 
work, in "as received" condition and after sintering at 1300°C are shown in 
fig-58.
c).XRD from composites
XRDs from composite systems can be divided in those based on kaolin with 
oxide fibres and those based on kaolin and graphite fibres.
Fig.59 shows the XRD peaks of kaolin composites in as received condition 
with: (a) 4.7, 9.2 and 14 % (v/v) a-alumina ( B-95) fibres
(b) 4.5, 9.7 and 14.75% Saffil fibres
(c) 9.7% (v/v) mullite fibres
Comparison of XRDs from pure kaolin with those from a kaolin composite 
containing 14% (v/v) a-AI20 3 fibres, both after sintering at 1000°C is shown in 
fig. 60.
Fig. 61 shows the XRD peaks of kaolin composites after sintering:
(a) at 1200°C the a-AI20 3 composites , (b) at 1200°C the <5-AI20 3 composites and,(c) 
at 1000 and 1200°C the mullite 9.7 % (v/v) composite.The effect of sintering 
temperature on a kaolin+9.2 % vol. a-AI20 3 composite is presented in fig. 62.
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4.5 THERMAL ANALYSIS
Thermal analysis curves, TG and DTA, from kaolin, pottery mixture, brick 
clay, and Fly Ash are shown in figure 63. Using special computer programmes, the 
weight loss and reaction temperatures were estimated. The possible transformation 
reactions are also shown on the graphs.
4.6 ACOUSTIC EMISSION
Generally, the amplitude distribution can be displayed by [270] a histogram 
distribution plot (number of events versus range of amplitudes), a cumulative 
distribution plot (total number of events with amplitudes greater than a narrow range 
of amplitudes versus this narrow range of amplitudes) or a logarithmic cumulative 
distribution plot.
A number of studies [278-280] have shown that the number of detected events 
iig with peak amplitudes larger then Va may be fitted to an equation. Pollock, 
[280,340] proposed the function known as " the power law distribution function", 
the exponent of which characterizes the failure mechanism when a single failure mode 





where A0, and N0 are constants , and b, is also a constant representing the 
slope of the log-log plot between ne and V0. ( log ne=  b.log A-b.log V J .
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Since, physically, there must be a minimum detectable value for the amplitude, 
Graham [341] proposed a function called wthe extreme value function" of the form:




where No, A0 and b are constants.
Both functions show quite good agreement with data from various experiments 
when one mechanism of fracture occurs. Kuksenko [342] in a similar equation 
connected the number of cracks in a ceramic body with the number of AE counts 
when the body is stressed. In log-log expression a straight line between number of 
cracks and AE amplitude indicates that between the number of cracks and acoustic 
emission there exists a simple linear relation.
Ono et al. [343] reported that when more mechanisms are involved this 
simplified function is no longer correct. They studied AE on HSLA steels from MnS 
inclusions and they suggested that AE amplitude distribution data would be expected 
to fit a Weibull distribution of the form:
„  =Ne~C°V"e o
(eq.99)
where N0, CG and bQ are constants
Evans and Linzer [269],proposed a similar expression, connecting the 
cumulative probability function F(V) with peak amplitude:
where Vc and b0 are constants and F(V) is equal to:
PdF(V  )= —  (eq.101)
where j8d is the number of events with amplitude larger than Va and j3r is the 
total number of events with peak amplitudes V between zero and infinity.
Linear transformation of the above function gives the expression:
 ^—  = a - b  InV




where a=b InVo c
Results from Acoustic Emission measurements from a number of specimens 
from selected formulations and firing temperatures are given in figures 64-76.
The cumulative events-load curve and the event distribution from the glass specimens 
are presented in fig 64. In order to avoid useless repetition of similar features, a 
selected number of amplitude distribution, load versus deflection, event rate versus 
deflection or load or time, cumulative events versus load, Kaiser effect shown in 
cumulative-load curves during loadings, from pure ceramic and fibre ceramic 
composites are presented as follows:
In figures 65-67 AE results from "pure” ceramics (kaolin, pottery and brick 
clays). AE results from Kaolin+ Fly Ash composites are shown in fig. 6 8 . AE results 
from kaolin-fibre composites sintered at the indicated temperatures are presented in 
figures 69-72 ( a-AI20 3, Saffil, mullite and Grafil fibre composites).
The effect of cyclic loading (load versus tim e) on acoustic activity (event rate) 
of ceramics and fibre ceramic composites is presented in fig.73 (compare with 72c).
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The change of event rate distribution versus load, during repeated loadings in a 
kaolin- Grafil fibre composite in presented in Fig. 74.
Probability curves of AE counts as cumulative probability F(V) versus peak 
voltage (V) distribution and event versus peak amplitude distribution for selected 
specimens are also presented in figures 75 and 76 respectively.
4.7 STATISTICAL ANALYSIS
The Weibull and Neville functions were used and compared in statistical 
analysis of the results in the present thesis. Evaluation of the Weibull modulus m can 
be done by a number of ways (see paragragh 2. 3 .9 ) but the most common is the 
linear regression analysis.
The Weibull modulus m was estimated using the linear plotting between 
lnln[l/l-Pf] and In (x) (where x represents flexural strength MOR or toughness KIC 
values) of the Weibull function (paragraph 2.3.9.1), in accordance to a two parameter 
Weibull function and assuming at the beginning that the threshold value of xu is equal 
to zero. The resulting least square line was used to find the xu value for 0.1% 
probability of failure. This value was used for a three parameter Weibull function 
estimation. The estimators P(x)= i/[N +1] (the most popular estimator in Weibull 
modulus estimations) and P(x) =  [l-0.3]/[N+0.4] (used by Neville in his function) 
were used in the above plotting and the results were compared.
The effect of estimator type on Weibull Modulus was examined in several 
formulations and sintering temperatures and as an example the results on the KIC 
values of kaolin notched specimens sintered at 1100°C and tested at 3-point bending, 
and are presented in Table 20. Graphical representation of the results are also shown
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in fig. 77. The effect of sample size (population) was studied on, 29, 63, 94 and 144 
brick-clay samples fired at 900oC for 24h and is presented in Table 21. The Weibull 
distribution curves for the different sample sizes are shown in fig 78.
The failure probability Pf of flexural strength (MOR) and toughness (KIC) from 
about 30 or more specimens tested at 3-point bending samples were used to plot the 
Weibull distributions between lnln[l/(l-Pf)] and ln(MOR) or In (KIC) and Neville 
distributions between ln[Pf/l-Pf] and In [S], where S is the sampling (MOR)4 or 
(KIC4), for most of the examined systems.
Figures 79-84, show the two and three Weibull parameter distributions and 
Neville distribution curves for MOR and KIC of the examined kaolin (figs 79-80), 
pottery mixture (figs. 81-82) and brick-clay (figs. 83-84) ceramics. In a similar way 
the Weibull and Neville distributions were used to test the results of a number of 
composites: 10% (w/w) FA-kaolin composite sintered at 1000°C (fig.85), 4.7% vol 
a-AI20 3 fibre composite sintered at 1200°C (fig. 86), 9.2 vol a-AI20 3 fibre composite 
sintered at 1000°C and 1300°C (figs 87).
Results from the comparison of the statistical functions as applied to kaolin, 
pottery mixture and brick clay values, to test their fitness, using correlation 
coefficients are shown in Tables 22-24. In the same way results of the comparison of 
functions as applied to FA-kaolin and fibre-composite values are shown in Table 25.
The effect of the third Weibull parameter (the threshold value x j  on the 
fitness of results was also examined. As an example, this effect on KIC values of 
Kaolin specimens sintered at 1100°C is shown in fig. 88 .
Finally, for comparison the Log-Normal distributions for selected specimen 
groups (kaolin notched and un-notched specimens, notched pottery mixture and 




The following methods and experimental techniques were used in the present 
thesis, to gain an insight into the mechanical characteristics of the examined ceramic 
systems:
1. Methods giving information about the chemical composition and structure 
of the ceramic systems: XRF chemical analysis, Thermal Analysis (TG and DTA), 
X-ray Diffraction Analysis, Optical microscopy, SEM examination.
2. Methods giving information about the mechanical properties and the 
processes which take place during fracture of ceramics: Mechanical Testing of 
notched and un-notched specimens for measurement of KIC, MOR, Wf and Eb, 
Measurement of Dynamic Modulus of Elasticity, Frost Resistance Testing, Acoustic 
Emission Testing.
3.Statistical analysis and comparison of analysis functions of strength and 
toughness data.
During the present work over 40 combinations of ceramic systems and 
sintering temperatures were examined and more than 3000 specimens were produced 
and tested in order to give adequate data for average values and statistical analysis. 
In some of them mechanical and acoustic emission measurements were performed 
simultaneously. During electron-optical examination several hundreds of micro- 
photographs were taken but for practical reasons only a few were included here.
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In order to facilitate the analysisof results the discussion is divided into the 
following sub-chapters:
5.2 Discussion of results from powder ceramics (kaolin, pottery 
mixture, brick clay and kaolin-I-Fly Ash)
5.3 Discussion of results from ceramic matrix fibre-composites (Kaolin+ 
a-Al20 3, Kaolin+5-Al20 3, Kaolin+ mullite and Kaolin-I-Grafil fibres)
5.4 Comparison and discussion of AE Results from powder ceramic and fibre 
ceramic composite specimens.
5.5 Comparison and discussion of statistical analysis results from Weibull and 
Neville functions.
5.6 General discussion of Results.
Results from cement and cement+ fly ash specimens and glass specimens, 
which were used as reference systems, differing from the above ceramics with respect 
to composition and structure and in production processes, are given in the appendixes 
(1 and 2) and mentioned when appropriate in the discussion.
5.2 DISCUSSION OF RESULTS FROM CERAMIC POWDERS
In this part discussion of the results from the ceramic clay powders sintered 
at various temperatures will be presented. The main production method used was slip 
casting (see 3.2), except in some brick-clay specimens where hydroplastic extrusion 
was used.
172
5.2.1 XRF, XRD, TG AND DTA ANALYSIS
Mineralogical analysis was performed by XRD analysis of the powders in as 
received condition and also after sintering. Generally, sharpening of XRD peaks 
means that a better defined structure of crystals has been formed. On the other hand 
disappearing of a group of peaks indicates that a crystal compound has been 
decomposed or combined to form another compound.
TG and DTA analysis gave valuable information about changes occurring in 
powders during heating.
5.2.1.1 Kaolin
EDXRF spectrum from the "as received " kaolin is shown in fig.24. (from the 
height of the peaks, the high alumina content of kaolin and the low content of 
"impurities” is apparent. Quantitative XRF analysis using the QMS program [304] 
is shown in Table 9 (page 155). The analysis of kaolin is in agreement with data from 
ECC International [297]. Remblend china-clay contains high amounts of silica and 
alumina which is quite close to English china clay.
XRD analysis (fig.55a), shows the main diffraction peaks of the raw and 
sintered kaolin. In combination with its chemical analysis it is seen that Remblend 
clay in "as received" condition contains mainly three mineralogical phases: kaolinite
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[AI2Si205(0 H)4], potash mica [muscovite KAI3Si3O10(OH)2] and feldspar [Orthoclase, 
KAISi30 8].
Rational mineralogical composition analysis [297] shows that it contains: 83 % 
kaolinite, 13% mica 2% feldspar and 2% other minerals. Because of their 
composition, the Remblend china clay ceramics are referred throughout this thesis as 
kaolin ceramics.
Sintering at temperatures from 1000 to 1500°C produces a series of different 
structures. The series of reactions which take place are presented in Table I. As TG- 
DTA curves (fig.63a) indicate generally kaolinites lose their absorbed water at 100°C. 
This endothermic peak does not show in fig. 63a, since prior to examination the 
powder was heated at 105-110° for an hour. TG-DTA analysis (fig.63a) reveals a 
large endothermic peak in the region of 500-700°C (with peak temperature 575°C) as 
a result of dehydroxylation of silicate lattice and decomposition of the clay [47], 
followed by a significant weight loss ( loss of combined water). The possible reaction 
involves transformation of kaolinite to meta-kaolinite. As was indicated [26], 
dehydroxylation continues at to 900°C. The total weight loss calculated from the TG 
curve was about 12%, close to the 14% of pure kaolinite. As the temperature was 
increased a second strong exothermic peak was formed with peak temperature 996°C, 
which is not followed by weight loss in the TG curve, due to crystallization of mullite 
and/or 7 -alumina and spinels [19,20,27]. A lot of disagreement still exists about the 
cause of the exothermic peak at 980°C ( 996°C for the examined kaolinite) and the 
composition of the spinel phase ( see paragraph 2.1.1.3). Chakraborty and Ghosh [22] 
and Chakraborty [30] proposed a 3Al20 3.2Si02 composition for silicon spinel phase 
and X-ray diffraction showed a small amount of mullite formation during metakaolin
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reaction (No2 in Table 1). It is also suggested [37] that the relative ratio of spinel to 
mullite depends on the kaolinite origin. Further discussion of this issue, although it 
has considerable interest, is not a subject of the present thesis.
XRD analysis of kaolin (fig. 55a) shows that at 1000°C the crystalline phases 
have decomposed. The size of the " glass hump " (the elevated background between 
18-50° 2-theta, [5]) decreases substantially as the sintering temperature is increased 
from 1000°C to 1500°C. No mullite is present at 1000°C. The first XRD indication 
of mullite formation starts at 1100°C, in agreement with results of other workers [e.g. 
36], although as will be discussed later the presence of mullite was not evident below 
1200°C in SEM . XRD shows the presence of mullite peaks at d-spacings 3.39, 3.42, 
2 .2 0 , 5.4 A with relative intensities of 100 , 85, 74, 30 respectively. There is also 
quartz (low) (d-spacings: 3.34, 4.25 ) and evidence of S i02 (trace), probably as of 
cristobalite.
At higher temperatures (up to 1500°C), mullite formation is well developed, 
the higher the temperature the more intense the mullite peaks. The main mullite 
d-spacings remain the same but the absolute intensities are much higher (under the 
same experimental conditions the main mullite peak at 3.39 A, has absolute 
intensities 380, 625, 780, and 1000 at temperatures 1100, 1200, 1300 and 1500°C 
respectively) which is a quantitative indication that the mullite reaction was extended 
(SEM examination gave more evidence for i t ). At temperatures 1100-1200°C there 
is also a peak at d = 4.06-4.08A with relatively high relative intensity which is an 
indication of cristobalite formation. This phase has a very short life since the peak 
disappears at 1300°C and higher temperatures, probably indicating that cristobalite is 
taking part in glass formation. These findings are in agreement with Alderson’s [134],
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who studied a similar china-clay under similar temperature range.
Mullite was considered to be formed from at least 1100°C. A sharpening of 
the X-ray peaks shows that a weak crystal structure is transformed to a better defined 
structure of the crystals as temperature increases.
The theoretical percentage of mullite for a completed reaction of alumina with 
silica (calculated from mullitization reactions-see Table I, paragraph 2.1.1.3 ) for 
Remblend china clay is 58.8 %. In the structures produced during sintering of kaolin 
specimens differ significantly in mullite content (no mullite at 1000°C).
Ghote et al., [344] analysed a mixture of a-alumina and amorphous silica fired 
at 1200°C with X-rays and found the presence of mullite although a minimum of 
1400°C and 24 hours needed for the complete reaction to take place.
Tomlinson and Archer [345] reported that examination of the phases formed 
in an alumina-aluminosilicate sol refractory fired at 1200-1600°C showed that mullite 
formation was completed after heating at more than 25h at 1500°C or higher 
temperatures. A transitional amorphous phase also was observed as a product of 
reaction of cristobalite with a-alumina at 1500°C [346]. The mullite content in the 
system was increased with the addition of A120 3 until about 73 %.
Formation of mullite from kaolin at temperatures lower than the predicted 
from the phase diagram (1547-1587°C) can be attributed to the presence of feldspathic 
substances (about 3.5 % of fluxing oxides K20 , N a ^ , CaO, MgO form 2% feldspars) 
which lowers the mullite formation temperature since the feldspar-silica phase 
diagram has a lower eutectic point. Fluxing agents in ceramic technology are 
substances which enable liquid (i.e. glass) formation at lower sintering temperatures. 
Effective fluxes are the alkali oxides (e.g. K20 , N a ^ , MgO and CaO).
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5.2.1.2. Pottery Mixture
EDXRF spectrum from the "as received" powder is shown in fig.24. and 
quantitative analysis is given in Table 9. Pottery mixture has high Si02 and 
relatively low A120 3 content and also contains CaO, Fe20 3, T i02 and other oxides.
The XRD peaks (fig. 55b) of the "as received " powder shows that it is a 
mixture of kaolinite with considerable amounts of quartz and large amounts of 
feldspar and minor quantities of mica and illite. Rational mineralogical composition 
analysis shows that it contains about 39% kaolinite 14% quartz, 11 % potash feldspar, 
0.8% soda feldspar, 28.65% lime feldspar and 6.7% miscellaneous oxides (Fe20 3, 
T i02, MgO and organic matter). It is apparent that the pottery mixture has a lower 
alumina content and a higher silica and calcium content compared to kaolin.
Sintering of the pottery mixture at temperatures from 900 to 1300°C produces 
a series of structures that have as a main characteristic the formation of mullite and 
glass. XRDs (fig. 55b) show that sintering at 900°C decomposes the clay and the 
only crystalline compound present is quartz. The main diffraction peaks of the 
pottery mixture fired at 900°C correspond to quartz (low). No mullite formation was 
found. The same structure is shown to exist at 1000°C but probably with higher 
"glass" content (because of the higher temperature). At 1100°C all the main mullite 
peaks are present (at d=3.39, 3.43, 2.21  and 5.39 A), which is an indication that 
mullite crystals started to form . As the temperature is increased the intensity of 
quartz peaks are lowered (e .g . the absolute intensity of the main peak at 3.342 A is 
lowered from 2500 to 610 as the sintering temperature is increased from 1100 to 
1300°C) probably as a result of initiation of mullite formation and/or glass formation.
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The theoretical percentage of mullite (with respect to its chemical composition) in a 
complete reaction is 39.2 % for the pottery mixture (significantly less than that of 
kaolin). Formation of mullite at lower temperature than in the case of kaolin is 
probably due to the higher presence of impurities. Increase of the amount of oxide 
"impurities" (e.g. K20 , N a ^ , CaO, MgO probably form feldspathic compounds) and 
other compounds (e.g. carbonates) acting as fluxing agents facilitate liquid phase 
formation during sintering at lower temperatures, [10]. As an example the binary 
eutectic between potash feldspar (K20 . Al20 3.6Si02) and silica melts at 990°C and the 
tertiary eutectic with slight addition of mullite or metakaolin at 985°C [5,347].
TG-DTA curves (fig 63b) show a 10% weight loss of combined and absorbed 
water. The endothermic peak at 96°C is due to absorbed water. A second larger 
endothermic peak is shown at 553°C ( range 420-600°C), indicating dehydroxylation 
and decomposition of the clay structure and a smaller third one at 985°C due possibly 
to mullite formation. The later peak is not accompanied by weight loss since is due 
to recrystallisation and is not so well defined as for kaolin as a result of the impurities 
(higher fluxing oxide content).
5.2.1.3 Brick-clay
EDXRF spectrum from the "as received" powder is shown in fig.24. An 
increase of iron oxides from kaolin to brick-clay is apparent. Quantitative XRF 
analysis of the "as received" powders using the QMS program [304] is shown in 
Table 9. Brick-clay powder has similar to kaolin silica content, low A120 3 content 
(lower alumina content than the other two clays) and high other oxide content mainly
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Fe20 3 (the highest iron oxide content compared to that of the other powders), CaO, 
MgO, K20 .
XRD analysis shows that it has a completely different structure with complete 
absence of kaolinite. XRD diffraction peaks from "as received” brick-clay powder 
(fig.55c) showed that it is a mixture of illite, chlorites, quartz, feldspars and probably 
potash mica. Zooming in the region 23-40° 20 of the spectrum and computer-aided 
analysis of the peaks revealed that the main feldspars present were: Albite and 
Anorthite (sodium,calcium aluminum silicates).
XRDs from the sintered brick-clay (fig.55c) at temperatures from 900°C to 
1150°C for 24 hours show that sintering produces structures very similar to each 
other, which only differ in the formed "glass” content. During firing at 900°C almost 
all the clay peaks disappear and only the quartz and some feldspar and oxide peaks 
remain. The disappearing of the clay XRD peaks when brick-clays are heated to 
900°C is an indication of complete dehydroxylation of the clay at this temperature. 
X-ray peaks from brick-clay fired at 1000°C and 1100°C indicate an enhancement of 
the features observed at the temperature of 900°C.
Similar structures are formed also during other sintering programmes 
(programmes P7, P8, P9 -see fig 17) with shorter sintering times (15 minutes at high 
temperature ) and maximum temperatures close to the above ( 850,950 and 1050°C 
respectively). Any expected differences in mechanical properties should be attributed 
to differences in formed glass content.
Testing the effect of soaking time (at sintering temperature) from lh to 24h, 
at 900°C sintering temperature on the intensity of XRD peaks from the brick-clay 
(fig. 56) showed almost the same intensity at all testing times, which indicates that
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decomposition of the clay and sintering reactions are completed very quickly.
TG-DTA curves (fig.71) show a 10% weight loss during heating up to 1000°C 
and three endothermic peaks, the familiar endothermic peak at 100°C indicating 
removal of absorbed water and another two in the region of 600-800°C indicating 
decomposition of the brick-clay, followed by an 8% weight loss as indicated by 
theTG curve. Since illite gives endothermic peaks at this temperature range (most 
normal micas do not give peaks from 0°C to 1000°C) and in relation to XRF and 
XRD results brick-clay has an illitic mineralogical composition. No new crystal 
phases are formed with heating up to 1100°C. Heating in temperatures in the region 
of 1150°C showed starting of melting of the clay, as a result of the high impurities 
content.
5.2.1.4 Kaolin + F.A
EDXRF analysis of Fly Ash (F. A)(fig.24) and quantitative analysis ( Table 9), 
show that the main characteristic of this substance related to its chemical composition 
is its high (32.2%) content CaO almost equal to that of silica. It also contains 34.4% 
Si02 and 19.6% A120 3. XRD analysis shows that the main crystalline constituents of 
FA where quartz, anhydride (CaS04) and iron oxides. No indication of mullite or 
tricalcium aluminate (C3A) was found.
A kaolin mixture with 5% and 10% F.A produce kaolin with lower (33.4%) 
A120 3 and relatively higher ( about 1.6 and 3.2 % rsp.) content of CaO. XRDs from 
kaolin, kaolin+5% FA and kaolin+10% FA (fig.57) sintered at 1000°C show no 
difference since the amounts of F.A are small and its main peaks are covered by that 
of kaolin.
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5.2.2 MACRO, MICRO, AND SEM EXAMINATION
5.2.2.1 General Remarks
Macro-examination of the sintered specimens reveals that the colour of the 
specimens changes to darker shades of red as the sintering temperature is increased, 
especially in specimens with high iron content (e.g. brick-clays-Table 9) due to 
haematite (a-Fe20 3) formation in oxidizing atmospheres. At temperatures above 
1100°C, the colour darkens due to thermal dissociation of a-Fe20 3.
Kaolin specimens remain white or almost white taking some shade of very 
light grey at temperatures of 1500°C, a fact which was expected due to their very low 
content in "colouring" oxides. Pottery mixture specimens change from almost white 
to pale pink (at 1100°C) and grey-green at 1300°C, due iron ions liberation. Brick- 
clay specimens turn from red to brown as sintering temperature is increased from 
900°C to 1100°C. This change is due to a number of factors such as: liberation of 
iron ions, change of state of oxidation ( ferrous to ferric ), the firing atmosphere and 
other variables (see 2.1.1.4). Other oxides (e.g. CaO or MgO) counteract this colour 
change and "stabilize" the white colour.
Macroexamination of the shape of ceramic specimens after sintering shows that 
shrinkage is more pronounced as temperature is increased and is greater in the case 
of kaolin, probably because of the lack of any filler addition or the lack of other 
constituents having the same influence as that of the fillers. Generally, increase of the 
sintering temperature increases shrinkage and density and lowers porosity. However,
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with respect to density and porosity changes, it must be pointed out that this is the net 
result of mainly two counteracting reactions:
a. The gas generation (e.g from liberation of H20  from clays,C02 from 
carbonates, S 02 from sulphates and sulphides) which decreases density and increases 
porosity; and
b. The liquid phase formation (e.g. glass formation) which fills the pores and 
cavities of the ceramic body and increases density.
The formation of a large number of microcracks between matrix and quartz 
particles is the result of contraction mismatch in coarse clay ceramics.
Increase of sintering temperature produces ceramic shrinking (for the reasons 
explained above), and an increase in "glass" formation (vitrification). Vitrification is 
a result of solid state reactions where silica reacts with fluxes (mainly oxides, e.g. 
N20 , K20  etc.) and form a liquid phase which on cooling does not crystallize but 
solidifies forming as amorphous glass phase. The highest sintering temperature where 
vitrification ends is about 1100°C for low-refractory clay (e.g.common brick-clays) 
going up to about 1600°C for pure china-clay [348]. The viscous liquid formed 
decreases porosity and acting as a bond between particles, increases strength and 
hardness.
Glass formation was detected by comparing etched and un-etched surfaces of 
the same specimen and sintering temperature. In the non-etched specimens when glass 
formation was present a blurring image of the surface features is observed which 
clears after etching with HF solution (see paragraph 3.3.9). The presence of 
impurities (fluxing agents e.g. feldspars and micas) lowers the glass formation
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temperature.
A general observation is that both Micro and SEM examination reveal the 
presence of pores and cavities in most of the prints. As the sintering temperature is 
increased, a continuous vitrified structure is produced and the pores coalesce and 
form elongated cavities. Further increase of sintering temperature could have an 
adverse effect on porosity, since in cases where gas formation might happen from 
substances like, e.g. feldspars, it is possible to observe bloating. Bloating is the 
formation of spherical pores from gases released from chemical reactions, usually in 
the range of 1100°C for low-refractory clays [348].
Macroexamination of the fractured ceramic specimens, also show differences 
in the shape of the fractured surfaces. Low strength specimens from low sintering 
temperatures give an almost flat fracture surface perpendicular to specimen’s long 
axis. As the strength of the specimens is increased the fracture surfaces become rough 
and inclined with respect to specimen’s long axis. This is probably an indication of 
increase of work of fracture with increase of sintering temperature, as the strength 
and integrity of the structure are increased.
The SEM micrographs are taken from KIC specimens and are representative of 
the surfaces examined in the present work. The area of the fracture surface shown in 
the micrographs does not necessarily include the part of the specimen near the notch 
induced by the razor blade. Examination of the bottom of the notch reveals a rough 
texture. Careful macro and SEM examination of the fractured surfaces revealed that 
in most of the cases the fractured surfaces do not reveal the point or the area where 
the catastrophic fracture starts. In the few cases where there were indications of the 
fracture initiation site, this was found near the notch, or inside the specimen body.
183
The above observations indicate that there is not an obvious single initiation point and 
it is quite possible the fracture to start from several points, from many possible 
initiation sites.
General SEM examination of the fractured surfaces reveals the absence of 
plastic flow in the surfaces.
The following changes in structure are directly connected with the mechanical 
behaviour of the ceramic systems which will be discussed later.
5.2.2.2 Kaolin
The fracture surface of a kaolin specimen before sintering is shown in fig.43a. 
The body consists of plastic aggregates of irregular kaolinite flakes of 10-20 /*m. In 
most of the cases large cavities between the aggregates are observed.
The following structures were observed as the sintering temperature was 
increased from 1000°C to 1500°C (figs 43b-h):
a. After sintering the kaolinite at 1000°C some coalescence of the flakes takes 
place (fig.43b). No glass formation is seen. The structure is dominated by the point- 
to-point contact of the kaolinite flakes.
b. Sintering at 1100°C shows a starting glass formation (fig.43c). The point-to 
point contact is increased and a more compact structure starts to form. It can be 
assumed that some diffusion and sintering at the points of contact of individual 
crystallites has occured during the changes from metakaolin to silicon spinel structure 
(Table 1). Careful etching with a solution of hydrofluoric acid dissolves glass and 
leaves crystalline phases un-attacked. No mullite was observed by SEM, although its
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presence is indicated by the XRD analysis (poorly crystalline mullite). Glass 
formation at temperatures below 1547-1587°C [5-7] is probably due to the presence 
of feldsparic substances which act as fluxing agents.
c. SEM micrographs from sintered specimens at 1200°C (fig. 43d) show 
formation of isolated pores in a well connected glass structure and mullite 
precipitation as very fine crystals embedded randomly in the glass matrix. As was 
expected, glass formation which started at 1100°C is further increased as temperature 
is increased. Mullite formation at this temperature is also a result of the fluxing 
agents influence.
d. At 1300°C SEM micrographs (fig.43c) show a clear and sharp increase in 
crystal structure (mullite crystallites) and further vitrification. Some of pores are 
connected and form series of cavities and some are filled with glass and disappear. 
The net result of all the above processes is that the specimen shrinks acquiring a more 
dense structure consisting of mullite needles with diameters of the order of a few 
tenths of a micron in a ceramic-glass matrix. Bloating is not observed.
Fracture appears to travel through mullite crystals in cases where mullite 
crystals are in a position perpendicular to fracture path, and along their length or 
cleaving them in cases where mullite crystals are in parallel positions to fracture path. 
No differential thermal mismatch stress cracks are observed between mullite 
crystallites and glass matrix.
e. At 1400°C and 1500°C SEM micrographs show a further increase ( cf. XRD 
analysis) in mullite crystallites as the grow in size from the liquid phase which is a 
mixture of alumina and silica. The mullite diameter increases to
0.3-1 n m. Although mullite needles have a high aspect ratio (about 10:1), mullite in
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the glassy matrix does not seem to form a barrier to crack propagation. Limited 
bloating is also observed after sintering at 1500°C.
5.2.2.3 Pottery Mixture
SEM examination of the fracture surface of a pottery mixture specimen before 
sintering shows a similar structure to that of kaolin. The surface shows aggregated 
irregular flakes to form a plastic mass and in some cases cavities formed during 
production of the specimen.
The following structures were observed as the sintering temperature was 
increased:
a. SEM examination of specimens sintered at 900°C (fig. 44a) show a structure 
similar to that of kaolin sintered at 1000°C. The structure has a flake appearance and 
some the flakes combine in a point to point manner. Examination of etched and non­
etched specimens gave very weak evidence (if any) of glass formation.
b. At 1000°C (fig.44b) vitrification has started. The structure starts to become 
dense and the pores become more rounded and smaller and probably offering more 
resistance to fracture. Similar appearance is observed at 1050°C (fig.44c).
Alderson [134] reported a 10% remaining porosity in triaxial whiteware bodies 
at sintering temperatures up to 1550°C. Lundin [349], studying similar ceramics, 
reported a 5 % remaining porosity even when a high sintering temperature was used 
to produce an impermeable vitreous material.
c. SEM examination of sintered specimens at 1100°C (fig.44d) shows 
formation of mullite and further vitrification as expected. The etched micrographs
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show a dense mat of small mullite crystallites (smaller than those of kaolin specimens 
at 1200°C). Some of the mullite needles are shown to be in a horizontal position with 
respect to fracture path, while others to have been cut by cleavage. Formation of 
mullite at 1100°C is a result of the fluxing influence of the "impurities " (compare 
with kaolin which has lower impurities content and starts to form mullite at 1200°C) 
[28].
d. SEM examination at 1150°C shows a dense structure and massive mullite 
formation. Further increase in temperature (1300°C) results in bloating, i.e. gas 
formation inside the ceramic body, usually attributed to feldspathic content of the 
mixture and especially in the iron oxide reduction (e.g.[18,350,351]).
5.2.2.4 Brick-clay
The structure of brick-clay specimens before sintering is similar to that of 
kaolinite and pottery mixture with respect to glass formation but different with respect 
to complete absence of mullite and the presence of sand particles. A series of SEM 
micrographs (fig.45a to 45f) show that glass formation is the dominating change 
during sintering in these ceramics.
SEM micrographs after sintering at 900°C (fig. 45a) show that brick-clay 
fractured specimens have a structure similar to that of pottery mixture at the same 
temperature, except of the presence of sand particles. Increase of the sintering 
temperature to 1000°C (fig. 45b) produces a point-to-point connected structure, while 
at higher temperatures (1150°C) with increase of glass formation the structure 
becomes dense and well connected. At temperatures above 1150°C starts to bloat and
187
at even higher temperatures (1300°C) it starts to melt.
As the temperature is increased the glass formation is increased and 
development of coarse spherical pores with interconnections with adjacent pores are 
observed.
The sintered brick-clay specimens do not show any presence of mullite and 
they present a number of embedded sand particles in their structure (e.g. fig. 45e).
SEM examination of fractured brick-clay specimens after sintering at the 
sintering programmes P7, P8, P9 ( see 3.2) (fig.45 g-j) show similar structures to that 
of brick-clay sintered at 900-1000°C. However, the limited soaking time (about 15 
minutes) at which the specimens remain at the maximum temperature results in 
limited glass formation and less well connected structure.
5.2.2.5 Kaolin and Fly Ash
Specimens consisting of kaolin mixed with 5% and 10% fly ash sintered at 
1000°C in order to examine the effect of F.A which increases the CaS04 content and 
incorporates graphite and silica particles. The SEM examination of the structures is 
given in fig. 46a-b. The presence of F.A is probably responsible for the formation 
of a crack network in the specimen structure. Increase of the calcium content 
probably results in vitrification at lower temperatures. Tite and Maniatis [352], using 
SEM, observed reduction of vitrification temperatures in clays with increase of 
CaC03 and production of a more porous structure. The other features of the structure 
are similar to those of pure kaolin sintered at 1000°c.
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5.2.3 MECHANICAL TESTING RESULTS AND RELATION TO 
STRUCTURE AND SINTERING TEMPERATURE
5.2.3.1 General remarks
A scatter of mechanical testing results from identical specimens as high as 
100% was not uncommon in our experiments. This is a usual phenomenon in 
ceramics and generally in brittle materials, while in ductile materials the strength 
variability is not more than 4-8 % [116].
The main reason for this is that in real materials there are flaws (cracks, 
inclusions, segregations, pores, cavities, etc.) of variable sizes, shapes and 
orientations and that the strength of ceramics is a statistical quantity depending on the 
volume and stress state.
Mechanical properties values, except the statistical analysis which will be 
discussed later, are presented in the conventional way of average (AVG), standard 
deviation (STD) and coefficient of variation (Cv) values, assuming that the measured 
values fall into some form of Normal Distribution curve. The average value gives a 
measure of the central tendency, the standard deviation gives an indication of the 
dispersion of data, while the coefficient of variation is a measure of the relative 
dispersion, since the significance of STD depends on the arithmetic mean.
The main methods of flexure testing of ceramics are performed in three-point 
and four-point bending rigs. The main difference between these methods is the area 
under testing which affects the types of possible flaws (intrinsic or manufacturing) 
which could influence fracture behaviour. In three-point bending the applied stress is
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maximum only on the surface opposite the single central support (fig. 11) and so there 
is a high probability that strength is influenced only by intrinsic flaws, while in four 
point bending the applied stress is constant over the volume between the two inner 
supports and so both intrinsic and manufacturing flaws can influence fracture. In 
order to avoid the influence of manufacturing flaws and examine only the effect of 
intrinsic flaws on strength, the three point bending test was chosen for the present 
work. A general observation made during flexure testing is that a certain amount of 
settling at the supports took place in most cases. Rejection of a number of tests was 
made when macroscopic examination of the fracture surfaces showed that a 
manufacturing flaw was in the fracture path and when calculated MOR or KIC values 
were more than two standard deviations away from the mean value.
Fracture toughness is a LEFM parameter and can be defined as a resistance 
to crack propagation. KIC is the critical value of the stress intensity factor at a crack 
tip necessary to produce catastrophic failure. The Modulus of Elasticity was 
calculated by the conventional method from bending tests and also by the dynamic 
testing method (see 3.3.5).
Mechanical testing results can be related to microstructure as revealed by XRD 
and DTA examinations and the observable features of the fracture surfaces in SEM 
examination. Furthermore these results can be related to determine the equivalent 
elastic crack length and assess any physical significance for it.
The main reactions which take place during sintering of the clay-based 
materials used in the present work are:
a. Mullite formation, if there is the proper chemical composition and the 
sintering temperature is high enough to allow a reaction of this kind (see phase
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diagram fig.2 and Table 1).
b. Glass formation, since the mixture of oxides (Si02, A120 3, CaO, K20 , 
Fe20 3) and the high temperature facilitate glass formation.
c. Gas evolution, when gas forming substances like water, carbonates, 
sulphates, oxides, and appropriate high temperature, are present.
Generally mullite formation would be considered as beneficial to fracture 
stress of clay ceramics by altering the fracture path. Since the strength of hot-pressed 
mullite is about 172 MPa at density of 95% of the theoretical value (3.16 g.cm‘3) 
rising to about 240 MPa at theoretical density [353] and that of glasses is about 50-55 
MPa at density 2.3-2.4 g.cm'3 [136] it is evident that mullite is stronger than glass 
and the reinforcing effect of mullite could be explained through the strong interface 
which exists between mullite and glass when mullite needles are formed and grown 
in a glass matrix. SEM examination, as discussed previously (5.2.2.2), showed the 
lack of cracking between mullite and matrix, a fact which suggests that, indeed, there 
is a strong interface between them with actually no thermal mismatch stresses and it 
is reasonable to suggest that fracture may prefer the easiest path, avoiding the area 
where there are random groups of mullite needles, instead of crossing them. The 
mullite needles in the glassy mixture could act as reinforcing agents in the same way 
as ceramic fibres reinforce ceramic composites by forcing the crack to travel around 
mullite it (as schematically is presented in fig.4). However examination of 
micrographs showing mullite areas (e.g. fig.43d-h), does not give evidence of such 
a reinforcing mechanism. If the crack path was going around, a considerable number 
of needles should be standing out of the surface ( as will be seen in paragraph 5.3 in 
the case of fibre-composites), which is not the case here. The above indications rather
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suggest that mullite does not play a major reinforcing role, a view given by Alderson 
[134]. A series of experiments with kaolinite and alumina, where no glass phase was 
formed, showed lower MOR and KIC values from mixtures in which the glassy phase 
was formed.
Cooke [289] also indicated that in brittle ceramic materials differences in 
morphology of phases does not increase the resistance to crack propagation, e.g. the 
mullite needles in the glassy matrix do not act as reinforcing agents of the system. 
Lundin, [349] reported that whatever the various views regarding the reinforcing role 
of mullite, the major role is played by the glassy phase.
The formed glass at the sintering temperature is a viscous liquid which fills 
up the pores of the clay body increasing the density and upon cooling a decrease 
(shrinkage) of the overall volume occurs. On the other hand generated gases such as 
water liberated from clays, carbon dioxide from carbonates, sulphur oxides from 
sulphides and sulphates and oxygen from ferrous to ferric oxidations increase porosity 
and decrease density.
Glass formation acts to connect the structure making it more compact through 
liquid phase densification. The driving force for densification in the lowering of 
surface free energy by elimination of interfaces. Generally, the examined ceramics 
with respect structure and sintering temperatures range from those having a point 
bonded structure (bottom firing end) to those having a well defined dense glass- 
ceramic structure (top firing end).
The improvement of mechanical properties of brick-clays with sintering 
temperature where the only substance which is produced during sintering is glass, 
suggests that glass formation is beneficial to structure. However, above a certain
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sintering temperature depending on the chemical composition of the original clay, a 
decrease of strength is observed probably as a result of structure breakdown from 
excessive gas formation (bloating) or microcracking, after excessive formation of the 
vitreous phase, as a result of mismatch stresses which are developed during cooling 
below Tg (glass transition temperature). The presence of impurities lowers the 
maximum sintering temperature because of their fluxing properties and the presence 
of sand particles lowers the flexural strength because of thermal mismatch stresses. 
Davidge [354], in a study of the effect of microstructure on the properties of 
ceramics, pointed out that in multiphase materials the addition of quartz particles of 
considerable size tends to produce cracking in the interface with matrix during 
cooling.
Since density values were needed for dynamic modulus Ed calculation and also 
for an evaluation of the porosity of the structures, the bulk densities of the ceramic 
materials were calculated by weighing the specimen and computing its volume by 
measuring its dimensions.
Generally the ratio of Young’s modulus to average flexural strength of the 
examined materials was found to be of the order of 103 in agreement with most 
ceramic materials [116-118].
With respect to strain at which a brittle material fractures (critical strain, ec), 
Astbury [117] indicated that although brittle materials have a quite wide range of 
stresses at fracture, they show a very narrow range of critical strain. This critical 
strain, expressed as millistrain (1000 X ec ), is usually 0.5-2 millistrains irrespective 
of the kind of the brittle material. Critical strain values for the examined materials 
are given in Table 26. It shows that ec values range between 0.84 and 2.93. Values
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over 2.0 are given by structures poorly bonded. Comparison of ec values, shows that 
for the similar ceramics like kaolin and pottery, the values are quite similar and that 
there are no significant differences when sintering temperature increases above those 
giving point bonded structures. The brick-clay has also relatively constant values of 
ec with sintering temperature, but higher than the other systems. It seems that ec is 






1 0 0 0 2.93
1 1 0 0 1.61
Kaolin 1 2 0 0 1 . 1 2
1300 0.95
1400 1.23
1500 0 . 8 8
900 2.15
1 0 0 0 1 . 0 2
Pottery 1050 1.32




1 0 0 0 1.57
Brick-clay 1050 1 . 8 6
1 1 0 0 1.28
1150 1.67
Table 26. Millistrain values of examined ceramics 
sintered at various sintering temperatures
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Analysis of mechanical testing results from ceramics in relation with their 
structure and sintering temperature shows the following characteristics.
5.2.3.2 Kaolin
Increase of sintering temperature from 1000°C to 1100°C increases (Table 11, 
fig.25 a-b) substantially the flexural strength (MOR), (about 3 times). However from 
1200°C to 1300°C the increase is very small, probably because a steady state 
structure develops in this temperature region. A second steep increase, almost 
doubling the strength, takes place when the sintering temperature 
increases to 1400°C, followed by an equally abrupt decrease as the temperature is 
further increased to 1500°C. This indicates that 1400°C is the optimum sintering 
temperature as far as strength is concerned. Decrease of strength at higher 
temperatures could be attributed to increasing porosity which produces surface flaws 
or cracks which lower MOR. Also mullite formation which continues up to higher 
temperatures, as was shown by XRD analysis, could lower strength since it 
"consumes" silica and decreases glass formation. All experimental observations 
support the hypothesis that the improvement of mechanical properties in kaolins is 
due to glass formation and is little affected by mullite formation and that above 
1400°C it has an adverse effect. These results agree with Cooke’s [156], who 
indicated that the increase in formation of a more crystalline (mullite), but less well 
bonded structure, results in inferior strength.
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The fracture toughness, KIC, shows a steady increase from 1000°C up to the 
optimum temperature of 1400°C. Above this temperature with the glassy phase 
completely formed the KIC value levels out. The increase in porosity does not seem 
to affect toughness. Comparison of strength-toughness data show that probably 
different mechanisms exist in strength and toughness development. The low values 
of strength and KIcin the kaolin sintered at 1000°C could be attributed in the absence 
or very limited formation of glassy phase, as it was found from SEM examination, 
which resulted in a " weak " point-bonded structure. As sintering temperature is 
increased, pore shapes become more rounded and sizes change becoming smaller, 
making the stress intensity field less severe and therefore affecting positively the KIC 
values. Increase of mullite needles seems to have a very limited effect on toughness.
A similar effect of sintering temperature on density and modulus of elasticity 
from bend (Eb) and dynamic (EJ testing seems to exist as is shown in Table 11 and 
fig.25a. There is a significant increase of Eb from only 2.28 GPa to 52.25 GPa, as 
the sintering temperature is increased from 1000°C to 1500°C. Generally, Eb is 
improved in a similar way to strength and toughness as sintering temperature is 
increased, probably as a result of structure development through glass formation and 
reduction of flaws. Point bonded structures (kaolin sintered at 1000°C) have low E 
values and as the "glassy" structure is developed the values of E are increased. Eb and 
Ed values show an almost parallel change up to the optimum temperature of 1400°C 
and a factor of 2 could be used for rough estimation of Eb from Ed values.
In the examined temperature range the work of fracture (Wf) shows a steady 
increase up to 1400°C. Above this temperature it levels out. It seems that toughness 
and work of fracture show similar behaviour. The temperature of 1400°C seems to
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be the optimum sintering temperature as far all the mechanical properties are 
concerned. Density and porosity are influenced positively by sintering temperature up 
to 1400°C. The viscous "glass” formed at sintering temperatures reduces and changes 
the shape of the cavities inside the ceramic, reduces porosity and formes a glassy 
structure with higher strength. As explained above feldspathic or micaceous 
substances act as fluxing agents, lower "glass" formation temperature, and also 
reduce the sintering temperature range since at higher temperatures they cause 
bloating and melting. The calculated porosity after sintering at 1400°C is about 14% 
near that reported by Alderson [134] for triaxial whiteware. The calculated decrease 
of density at 1500°C could be attributed to increase of porosity as a result of bloating 
as evidenced by SEM examination. The sudden drop of strength at this temperature 
is a further consequence of porosity increase.
5.2.3.3 Pottery Mixture
The pottery mixture specimens sintered in the range from 900 to 1300°C and 
tested at 3-point bending present similar mechanical behaviour to that of kaolin. The 
results are presented in table 12 and fig. 26. Increase of sintering temperature from 
900 to 1150°C increases strength by a factor of about 6.
The 900°C structure is a point-bonded structure (there is not enough glass 
formation shown by SEM). As the sintering temperature is increased the glass 
formation in increased producing a dense structure and strength of specimens sintered 
at 1100°C is almost equal to that of kaolin specimens sintered at 1300°C. In a similar 
way the strength of specimens sintered at 1150°C is almost equal to that of kaolin
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sintered at 1400°C. This behaviour is probably the result of the fluxing agents 
(impurities) which lower "glass" formation temperature.
The above results are in agreement with the SEM observations, with respect 
to glass formation. The difference in the size of mullite crystallites (e.g. compare 
fig.43f with fig. 44d) does not have any significant effect on strength, an observation 
which agrees with the hypothesis that mullite does not play an important role in 
strength development of kaolin ceramics. At higher temperatures (1300°C) strength 
drops to about half of that of 1150°C, probably as a result of bloating and further 
formation of mullite in expense of glass ( as already discussed in 5.2.3.2 ).
The fracture toughness increases with sintering temperature up to 1150°C and 
above that (at 1300°C) it drops to about the same value as that of specimens sintered 
at 1100 in a similar manner to that of kaolin. Both strength and toughness can be 
directly connected to structure. Glass formation and development are the main 
processes influencing strength. Excess sintering temperature has adverse effects as 
was discussed in the case of kaolin (vitrification ends at 1150°C while in kaolin it 
ends at 1400°C) in agreement with literature [348]. At complete vitrification 
temperatures kaolin and pottery mixture have similar strength, toughness and other 
mechanical characteristics.
The Modulus of elasticity values (Table 12, fig. 26a) from bending and 
dynamic tests show again behaviour a similar to kaolin. E,, values increase from 
about 5 to about 40 GPa as the sintering temperature increases from 900 to 1150°C.
The work of fracture is increased as the sintering temperature is increased and 
becomes about double when compared specimens sintered at 900 and 1150°C, in a 
similar manner to kaolin.
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Density and porosity change adversely as the temperature is increased up to 
1150°C for the same reasons analysed in 5.2.3.2. Considering that after sintering for 
24h at 1150°C (which is the optimum sintering temperature with the best mechanical 
characteristics and the highest density) the theoretical amount of mullite (39.2%) is 
reached (with a density of 3.16g/cm3) and that the rest (60.8%) is silica glass (with 
density 2.35 g/cm3), the calculated porosity is 14.5% similar to that of kaolin.
5.2.3.4 Brick-clay
The main characteristic which makes this ceramic differ from the previous two 
is the presence of sand particles and the absence of mullite even after sintering at high 
temperatures. Since, as previously discussed, mullite seems to have little effect on the 
structure behaviour more attention will be drawn to sand particles.
Examination of testing results from brick-clays (Table 13, fig. 27a-b) shows 
that the useful range of sintering temperatures is between 900 and 1150°C. At lower 
than 900°C sintering temperatures their strength is low (less than about 10 MPa) 
since structure is only weakly bonded, while, at higher than 1150°C, they melt. 
Generally as in the other clay ceramics, increase of sintering temperature up to 
1150°C, results in increase of MOR, KIC, Wf, E and D.
SEM examination shows that sand particles (fig 45c and 45e) are cleaved by 
the fracture crack path and poorly connected with the rest of the structure, probably 
as a result of different contraction characteristics. This behaviour results in lower 
strength values as was indicated above, in agreement with literature [e.g. 5]. 
Furthermore sand particles are large enough to act as initiating sites of catastrophic
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fracture without preceding substantial crack growth.
As previously shown in the case of the pottery mixture the 900°C structure is 
quite weak, with limited, if any, glass formation shown by SEM examination 
(fig.45a). Comparing this structure and mechanical characteristics with the pottery 
mixture sintered at the same temperature of 900°C it follows that they have similar 
structures ( compare figs 44a-45a), and similar low values of E,,, Ed, KIC, and MOR. 
It seems that the presence of sand particles at this sintering temperature has only 
slight effect and does not play an important role in fracture process, since point 
bonding is the limiting factor.
The E, KIC and MOR values in brick-clay compared to that of the pottery 
mixture for specimens sintered at 1000°C and 1100°C are lower, probably because of 
the well developed "glassy phase" in which there are sand particles which now act as 
large flaws and also relieving cracks result from thermal mismatch stresses. Large 
particles or major flaws can initiate catastrophic failure giving low values of flexure 
strength. Comparison of MOR and KIC values (Tables 12, 13) of the same sintering 
temperature between pottery mixture and brick-clay indicates that sand particles 
weaken microstructure and give low strength and toughness values.
The presence of impurities enhances glass formation at lower temperatures but 
also reduce the sintering temperature range (up to a maximum usable temperature of 
1150°C) since they cause bloating and finally melting of the structure at higher 
temperatures. Experiments with the brick-clay showed that sintering above 1150°C 
resulted in partial melting of the specimens.
Density and porosity change in the same way as in kaolin and the pottery 
mixture. Brick clay specimens sintered at 1100°C have lower density than those of
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pottery mixture at the same temperature, probably because they do not contain mullite 
(which has higher density than glass) and, as SEM indicates, they have higher 
porosity. The calculated porosity of brick-clay sintered at 1100°C is about 17.4%, 
slightly higher than that of pottery mixture and kaolin under complete vitrification 
conditions.
In order to examine the effect of soaking time in the firing temperature, three 
series of 20 specimens each were heated at 900°C for lh, 3h, 6h and 24h. 
Comparison of the XRD peaks (fig.56) and of their fracture stress values show a high 
degree of similarity, which suggests that the examined brick clay even at 900°C 
acquires its structure very quickly , a fact which is economically very important for 
brick-clay industry.
Mechanical testing results from specimens of larger dimensions (Table 13), 
produced by hydroplastic extrusion and sintered at three different sintering 
programmes, show the effect of these variables on properties. Hydroplastic extrusion 
produces specimens with higher densities (e.g. compare Tables 12,13), as a result of 
reduced porosity since the plastic dough is pressed before and during extrusion. On 
the other hand the strength of the specimens is reduced as the volume of the 
specimens is increased, probably as a result of increased probability of occurrence of 
more fabrication and intrinsic flaws.
Testing of specimens in frost resistance (fig.27c) shows that even after only 
five cycles a decrease of strength is evident. The main cause of failure from frost 
formation is the 9% volume increase in the water as it transforms to ice. As a result 
high compressive stresses are developed in internal cavities (pores), with a magnitude 
mainly depending on the size of the pores, the amount of water filling the pores and 
the rate of freezing.
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5.2.3.5 Kaolin + Fly Ash
The effect of fly ash addition to kaolin ceramics is shown in Table 15. As was 
shown by SEM examination the formation of cracks makes properties deteriorate. 
Addition of 5% (w/w) fly ash causes about 25% reduction of strength, while a 10% 
addition produces a overall reduction of about 28%.
The effects of fly ash addition to other properties are similar. As an example, 
for 5 % addition, KIC is lowered by 27 %, and E,, by a factor of 3 at a sintering 
temperature of 1000°C. As was expected, addition of fly ash which has a lower 
density than brick-clay results in lower densities ( compare densities in Tables 11 and 
15).
This behaviour is probably the result of mixing of a non " compatible” 
ceramics. The fly ash which was used in this work contains high amounts of calcium 
sulphate, which makes the structure deteriorate. On the other hand, addition of fly ash 
in cement (APPENDIX 1) has beneficial effects, improving strength characteristics, 
probably as a result of compatibility between them and of pozollanic reaction. 
However, the addition of low calcium F.As which contain mullite (e.g. [56,60]) 
probably could have beneficial effects.
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5.2.3.6 Equivalent elastic crack length
The equivalent elastic crack length concept was introduced in paragraph 
2.2.13, as the hypothetical crack length which in accordance to Griffith theory could 
initiate fracture at the measured applied stress. Transformation of eq.41 gives the 
following relation between equivalent elastic crack length cE, KIcand MOR:
c E = 0.27 '  K IC
MOR
(eq.103)
Using the strength and stress intensity values from Tables 11-13 the cE values 
can be estimated. Table 27 shows that generally kaolin and pottery mixture structures 
have similar equivalent elastic crack lengths (comparing kaolin and pottery 
characteristics sintered at temperatures differing by about 200°C), while brick-clay is 
more coarse. It is also quite clear that the increase in sintering temperature which 
produces more dense well-connected structures gives lower equivalent crack lengths.
In the first two ceramics the dominating feature of the structure after sintering 
above 110O°C is mullite in a glass matrix while for the brick-clay structure it is the 
sand particles in a glass matrix. The particle size distribution for kaolin [297], shows 
that the maximum size in less than about 50pm, 40% is less than 2 /xm and 20% 
more than 10 /xm. The pottery mixture is essentially a ball clay with very fine 
particles the majority of which is less than 5 pm. Similarly the brick clay is very fine 
except sand particles which, as estimated from the SEM micrographs, are in the range 













KAOLIN 1 0 0 0 0.18 6 . 6 8 196
1 1 0 0 0.386 16.44 149
1 2 0 0 0.73 34.22 123
1300 0 . 8 8 37.2 151
1400 1.15 60.11 99
1500 1.19 46.21 179
POTTERY 900 0.31 11.09 2 1 1
MIXTURE 1 0 0 0 0.67 21.73 257
1050 0.76 31.27 159
1 1 0 0 0.83 36.02 143
1150 1 . 2 2 63.36 1 0 0




1 0 0 0
1050













Table 27. Equivalent crack length
The values of cE for kaolin show to decrease as sintering temperature is 
increased from 196 jum at 1000°C down to a minimum which is around 100 jum at 
1400°C (which is the optimum sintering temperature ) and then to increase again to 
179 ijlm. This behaviour seems to follow the flexural strength changes with sintering 
temperatures. The optimum sintering temperature for strength gives the smallest cE 
value. On the other hand, toughness seems to improve when kaolin is sintered at 
1500°C, where the cE value is large again and near that of kaolin sintered at 1000°C. 
From the above, and taking into account the structural changes during sintering, it 
follows that if cE has any meaning for these ceramics, it indicates that strength is a 
property related to particle or grain sizes, while KIC is probably related to number, 
size and shape of pores.
Similar characteristics and comments could be made for the pottery mixture 
structures, except the toughness behaviour. The trend of values of cE of pottery 
mixture is comparable with values of kaolin sintered at temperature about 200°C 
above that of pottery mixture. The lowest value of cE for pottery mixture is 100 jum, 
again at the optimum sintering temperature of 1150°C where the best strength is 
attained. This value is equal to that of kaolin at optimum sintering temperature.
SEM examination shows that pottery mixture has smaller mullite grains and 
relatively less voids, cracks or pores. This structure could explain the toughness 
changes which, in contrast to what happens to kaolin, seems to follow the strength 
behaviour (toughness sensitivity on flaws is reduced resulting in parallel strength- 
toughness values). However, in both kaolin and pottery mixture structures there are 
no features near the computed values of cE and extensive flaw linking must be 
assumed.
The brick-clay cE values are higher but follow the same trend as kaolin and 
the pottery mixture, decreasing from 332 pm  to 205 /zm as sintering temperature is 
increased from 900°C to 1100°C. The higher cE values could be explained by the 
presence of sand particles. Examination of all the fractured surfaces shows that the 
bonding of the sand grains into the material as a whole is improved as the sintering 
temperature is increased and more glass is formed and reduction of the cE value is 
expected, as actually happens. However, the size of the sand grains and the computed 
values of cE, are very different (by a factor of, say, 10).
From the above, it is clear that in none of the above formulations and 
structures there are any individual flaws near the estimated cF sizes, which could be 
considered as sites for fracture initiation, except if extensive flaw linking is assumed.
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In point bonded structures like those of kaolin, pottery and brick-clay fired at 
the lowest temperatures (900 or 1000°C), which are weak, equivalent elastic crack 
length has high values (about 200 /xm for the first two and 330 /xm for the brick- 
clay). Alderson [134] found similar values of cE for other point-bonded structures 
(e.g. kaolin+alumina or kaolin+ feldspar sintered at 1050 and 1150°C resp.). Again, 
there is no indication of any individual feature having this value and it may be 
suggested that before material failure extensive flaw linking must happen in order a 
crack equivalent to cE to be developed.
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5.3 DISCUSSION OF RESULTS FROM CERAMIC MATRIX FIBRE
COMPOSITES
5.3.1 XRD ANALYSIS
X-Ray Diffraction Analysis of fibres in "as received condition" (fig.58a) show 
that initially Denka B95 fibres have a a-Al20 3 structure, Denka B80 fibres have a 
mullite structure and Saffil fibres have a tetragonal 5-Al20 3 structure, while Grafil are 
carbon fibres with a graphite structure. Fibres sintered at 1300°C (fig.58b), show that, 
with respect to phase transformation, the above fibres remain unchanged, except Saffil 
fibres which are converted in the alpha alumina structure although the silica addition 
which they contain stabilizes delta alumina against transformation. This 
transformation happens after sintering above 1200°C and increases hardness, modulus 
of elasticity and density but decreases strength since the crystal size is increased [77].
XRD results from all the examined composites, in "as received condition" 
show (fig.59), that peaks characterizing fibre’s presence are visible even at very low 
volume fractions, for example 4.2-4.7%, a fact which reconfirms the sensitivity of 
XRD measurements. Furthermore comparison of XRDs from sintered pure and 
composite kaolin ceramics (e.g. fig.60, 61, 62), shows that fibres are more clearly 
visible after sintering as a result of clay structure decomposition, a fact which 
removes any hindering effects from clay peaks.
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5.3.2 MACRO, MICRO AND SEM EXAMINATION
The microstructures of the composites were studied by optical microscopy 
(OM) of polished sections and by scanning electron microscopy. Fig.51 shows 
polished sections from kaolin+ a-A120 3, Saffil, mullite and Grafil composites.
The fibre distribution is quite uniform. In the case of Denka fibres (figs 51a,c) a 
considerable amount of non fibrous material is evident. On the other hand Saffil and 
especially Grafil fibres show a high degree of uniformity.
5.3.2.1 SEM examination of pure fibres
SEM examination of the fibres used in the present work in "as received" 
condition and after sintering at various temperatures (fig. 52) shows that all fibres 
have an almost circular cross-section.
The a-Al20 3 B95 Denka fibres (fig.52a-b) have a wide range of diameters 
ranging from about 2 to 30 /xm with the majority around 5 fxm and also some 
irregular shaped "shots" (fig.52c-d) having diameters up to 70 fxm. With respect to 
lengths there was also recorded a wide range of lengths ranging from 10 to 200 (xm. 
Examination of the same fibres after sintering and fracture ( fig.52b) shows that the 
fibres conserve their integrity. The fracture surface of the fibre after 3-point bending 
shows a pure brittle fracture.
Mullite fibres in "as received" condition and after sintering at 1200°C 
(fig.52e-f) show a wide range of diameters (2-30 /xm) and "shots" having
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a wide range of diameters (50-200 (xm). Quantitatively, mullite fibres contain a higher 
percentage of "shots" than the a-Al20 3 fibres. As stated (see 4.3), no attempt was 
made to give mean values and distribution due to the high degree of non uniformity. 
After sintering at 1200°C the fibres remain unchanged.
SEM examination of the RF 5-Al20 3 Saffil fibres showed a range of lengths 
from 50 to 200 [xm and a mean length of 120 fim and also a range of diameters (from 
1 to 10 (xm) and a mean diameter of 3.4 pim (fig.54b) which is consistent with the 
distribution reported in the Saffil data sheet [80]. The calculated aspect ratio of these 
fibres is of the order of 30. In a few cases dual fibres (fig.54c) (two fibres fused 
together) and non-fibrous material (having diameters in the range of 15-25 pm) were 
observed. The small content of non-fibrous material is in agreement with a weight 
fraction of less than 0.1 % of fibre measured by Dinwoodie [79]. TEM studies [355]y 
revealed that RF Saffil fibres consist of fine crystals with a diameter of 10-80 nm 
and EDS showed that they contained of the elements associated with alumina 
(aluminium and oxygen) as well as small amounts of silicon. The small amount of 
silicon found with EDS is added in order to inhibit crystal growth during sintering 
and mullite formation at the alumina grain boundaries.
The Grafil graphite fibres (fig. 53a-b) present the higher uniformity of lengths 
and diameters. They have a mean diameter of 6.2 ^m and are quite long with a mean 
length of 3 mm. The comparatively longer length and moderate diameter of these 
fibres, explains the high mixing energy input needed to mix them with clay to form 
uniform composites. The sintering at high temperatures in an inert atmosphere 
(Argon) (fig.53b) allows these fibres to retain their integrity.
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5.3.2.2 SEM examination of oxide fibre composites
SEM examination of the fibre-composite fracture surfaces shows that the fibre- 
composite systems examined in this work can be divided in those having a strong 
fibre-matrix interface ( the oxide fibre ceramic composites) in which fracture occurs 
by fibre fracture and in those having a weak fibre-matrix interface (the graphite fibre- 
ceramic composite) in which failure take place by fibre pull out.
In the case of oxide fibre CMCs (the a-alumina, 5-alumina and mullite kaolin 
composites) the strong interface does not permit fibre debonding and pull out. Fig.47 
a-d shows micrographs from kaolin a-Al20 3 composites after sintering at various 
temperatures and fibre contents. In all cases the fibres are shown to conserve their 
integrity and a strong interface between fibres and matrix seems to exist, which is 
attributed to chemical compatibility between matrix and fibres.
Although micro and macro examination show that the fibre dispersion of the 
fibres in the composite is quite uniform, in some cases porosity in the form of 
dispersed cavities of about 30 pm  was observed. Comparative observation of 
fractured specimens from composites differing only in fibre volume content shows 
an increase in porosity as the fibre content is increased. This could be attributed to 
the increasing difficulty for matrix material to occupy voids between clusters of fibres 
as the number of fibres is increased. The mullite formation temperatures and the size 
of mullite crystallites, due to matrix transformation, do not differ from those observed 
in pure kaolin ceramics.
Examination of the fracture surfaces of these composites shows the fractured 
fibres protrude from the surface which indicates that the crack front prefers to go
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around fibres, a fact which could imply a reinforcing role for the fibres in these 
composite systems. Most of the fractured fibres show ceramic matrix crystals 
adhering to the fibre surface (e.g. 47a) which indicate that granular disintegration of 
the matrix occurred in the region of fracture.
Examination of fractured surfaces from the Saffil fibre-composite (fig.48a-d) 
show similar features to that of a-Al20 3 composites. The porosity of these composites 
seems to be higher, since Saffil fibres are thinner having a mean diameter of 3.4 /xm, 
and for the same volume fraction, a larger number of fibres is present, producing 
higher porosity for the same reasons.
Similar characteristics are also observed in mullite fibre-composites 
(fig.49a-b).
5.3.2.3 SEM examination of Grafil fibre composites
Grafil kaolin composites sintered at various temperatures are presented in 
fig.50a-f. A close up of the Grafil fibre-kaolin matrix interface (fig.50b), shows that 
only a weak-bond between fibres and matrix exists. The fractured surfaces show 
extensive fibre pull out (e.g. fig50a,d and f).
A close examination of the pull-out areas show that the surface features of the 
fibres were replicated in the matrix (fig. 50d) . Another observation is that the fibre 
pull out length is increased as the sintering temperature is decreased. An estimated 
length of 70 /xm is measured in most cases of Grafil composites sintered at 1000°C, 
dropping to about 30 /xm at 1200°C sintering temperature and further to about 10 /xm 
when the sintering temperature is increased to 1300°C. This behaviour is probably due
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to increase of matrix strength through the increased vitrification as the sintering 
temperature is increased. When the composite is cooled the contraction around the 
fibres is higher as the sintering temperature is increased, friction is increased, making 
the pull out of fibres more difficult and resulting in shorter pull out lengths.
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5.3.3 MECHANICAL TESTING AND RELATION TO STRUCTURE
5.3.3.1 General remarks
The general comments made already in discussion of mechanical properties 
of pure ceramics ( see 5.2.3.1) apply to CMCs and will not be repeated here. Some 
further comments will be made with regard to issues which characterize composites.
The load-deflection curves of kaolin-alumina or mullite fibre-composites and 
kaolin-carbon fibre-composites underline the different fracture mechanisms governed 
by the interface type. Schematic representations of the load-deflection curves of the 
examined systems (fig.90) indicate the existence of a strong interface in kaolin-oxide 
fibre-composites and a weak interface in kaolin-carbon composites. In the latter case 
specific points in the curve indicate the first matrix crack (A), the region of load 
transfer to fibres (B) and the region of fibre pull-out (C) [67]. The behaviour of the 
fibre-composite load-deflection curve agrees quite well with idealized curves of CMCs 
(e.g. [338]) and clearly indicates these regions.
The theoretical analysis and evaluation of the strength of short fibre- 
composites as compared to that of continuous fibre composites is a complicated 
procedure and has been applied mainly to polymer matrix composites [381]. The 
reason for this is the fact that in short fibre-composites the fibres are randomly 
orientated in a three dimensional manner, so that a model analogous to that developed 
on aligned continuous fibre-composites is not possible.
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Fig .90 Schematic representation of load-deflection curves o f fibre-composite 
ceramics A: First matrix cracking, B: Region of load transfer to fibres,
C: Region of fibre pull out
The critical strain (ec) values of the composite systems examined in this work 
are given in Table 28. Comparison of these values shows that systems having a point 
bonded structure, e.g. kaolin+9.2%  a-A l20 3and kaolin-1-14% a-A l20 3, have high ec 
values and composites sintered at temperatures 1200-1300°C have lower and similar 
ec values. Generally there are not significant differences when sintering temperatures 
increase above those giving point bonded structures. These values could indicate a 
connection between critical strain and structure. Analysis of mechanical testing results 
from CMCs in relation to their structure (as was determined by XRD and SEM 
examination) and sintering temperature is presented in the following discussion. In 
all cases the kaolin matrix analysis remain the same as was presented in 5.2 .3 .2  .
Increased work of fracture was obtained in all composite systems. Crack
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deflection by weak interfaces and fibre pull-out, in which the fibre-matrix shear 
strength is maintained during pull out, are the main mechanisms responsible for 






4.7% a-A l20 3 1300 2.18
K aolin+ 1000 5.87
9.2% a-A l20 3 1200 1.36
1300 1.39
K aolin+ 1000 6.84
14% a-A l20 3 1200 2.64
1300 2.88
KaolinH- 1200 2.60
4.5 % Saffil 1300 1.71
Kaolin+ 1200 2.72
9.7 % Saffil 1300 2.69
Kaolin+ 1200 2.81
14.75 % Saffil 1300 2.06
K aolin+ 1000 3.28
9.7% mullite 1200 1.83
Kaolin+ 1000 3.21
8.55% Grafil 1200 2.38
1300 2,00
Kaolin+ 1200 4.26
16.6% Grafil 1300 3.62
Table 28. Critical strain values of CMCs sintered at various temperatures
With respect to relation between the modulus of elasticity values calculated 
from dynamic or bending tests, it seems that when a dense structure has been
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developed (sintering temperatures at least 1200°C), Eb values multiplied by a factor 
between 2 and 3 give the corresponding Ed value.
5.3.3.2 Effect of thermal expansion coefficients
Before any attempt to explain the mechanical properties of composites the 
effect of thermal expansion coefficients must be discussed. This effect arises from 
the fact that the composites are first sintered at high temperatures and then are left 
to cool. As the temperature passes through a lower certain critical temperature Tc, 
stress-relaxation processes in the matrix are obstructed and stresses are built up 
between fibres and matrix due to thermal mismatch. This critical temperature for a 
glass-ceramic matrix (as in this study) is in the region of 1000°C (Table 4).
In order to investigate the stresses the thermal mismatch parameters and 
$ r must be considered in accordance to eq .l ( see 2.1.2.2.3) page 26. Since this 
parameter is a function of A a, it can have positive values when the Ace values (am - 
c*f) are positive and negative values when Aa is negative.
In the kaolin matrix composites examined in the present work sintered above 
1200°C, the matrix is approximately 50% mullite-50% glass with a computed thermal 
expansion coefficient of about SxlO^C'1 (50% mullite with a=5.3xlO '6C'1 and 50% 
silica glass with a= 0 .5 x l0 '6C'1) [84,137].
Taking into account that alumina fibres have thermal expansion coefficients 
above 8x10^ C'1 (a-Al20 3 fibres have a coefficient of 8.5X10"6 C'1 [137]) and mullite 
a coefficient of 5.3xl0"6 C'1, it is apparent that Aa between matrix and oxide fibres 
will always be negative and consequently the thermal expansion mismatch parameters 
will always be negative in both axial and radial direction, since oxide fibres have
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similar coefficients in both directions. This negative value indicates that there is a 
strong interface which also shown by SEM examination.
Similarly, the Grafil fibre composites considering a Tc value of about 500°C 
and om=34 MPa, Em=30 GPa (from Table 11) and a fa= 0 and a fr= 8xl0 '6 C'1 for the 
graphite fibres in axial and radial direction , the computed values of thermal 
expansion mismatch parameters are $ a= 1.32 and $ r =-2.2. The positive value of 
suggests that the matrix is in tension in the axial direction and the negative $ r 
indicates that the fibres shrink away from the matrix in the radial direction in 
agreement with SEM examination results which show that there is no bonding 
between fibres and matrix. Microcracking will take place if the local stresses are 
greater than the matrix tensile strength crm, that is when thermal expansion mismatch 
parameters take positive values of and the cracking network will be perpendicular 
to fibre axis. Due to low value of <ha no cracking network was found in Grafil- 
composites.
5.3.3.3 Kaolin+a-Al20 3fibre composites
Denka B-95 a-Al20 3 short fibres are high strength fibres with characteristics 
shown in Table 10. The variation of mechanical characteristics (D, Eb, Ed, MOR and 
KIC) with sintering temperature and fibre content of this composite are shown in Table 
16 and figs 29-31 and fig.40.
Generally, for the same fibre content, increase of sintering temperature results 
in strengthening of matrix and improvement of mechanical characteristics for the 
reasons discussed in 5.2.3.2.
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Graphical representation of the effect of fibres on properties at various 
sintering temperatures is shown in fig.40. Addition of 4.7% Denka a-Al20 3 fibres in 
kaolin sintered at 1200°C influence a number of mechanical properties of the 
composites. The modulus of elasticity is reduced to about 1/3 of that of pure kaolin 
sintered at the same temperature. Application of the Voigt or Reuss models 
(considering Eb values similar to that of mullite) gives values of 36.81 and 35.5 GPa 
respectively which are far away from the experimental 11.09 GPa and shows the non­
applicability of these models in short-random fibre-composites. The increase of 
density to (1.82 g/cm3) as compared to that of kaolin (1.78 g/cm3) sintered at the 
same temperature compared with the theoretical value of 1.86 g/cm3, expected in 
accordance to rule of mixtures, shows that the difference is probably due to 
additional porosity which is introduced by incorporation of fibres. In a similar way 
with respect to strength, this addition of fibres gives a slight increase in strength 
(35.9 MPa MOR) compared to that of kaolin (34.22 MPa). Applying the above 
models (Voigt and Reuss), 111.1 MPa and 35.87 MOR values are computed for 
strength respectively. It apparent that the Reuss series model gives almost identical 
value of strength with that experimentally estimated. The above values indicate that 
the addition of 4.7% a-Al20 3 fibres is beneficial to composite properties with respect 
to strength but reduces elastic modulus and introduces extra porosity in the composite 
as was evidenced by SEM examination. Increase of sintering temperature to 1300°C 
does not change the above situation.
Increase the fibre content to 9.2% vol. and comparison to pure kaolin and to 
the composite with 4.7% vol. fibres sintered at 1200-1300°C shows that the increase 
of fibre content reduces strength and density and increases elastic modulus. The
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reduction of density, although fibres have a higher density than matrix (3 .3  compared 
to 1.78-1.95 g/cm3 of the matrix after sintering at 1200°C or 1300°C ) could be 
explained with the increase of porosity as is shown in SEM examination. However, 
in the weak point to point structure of a composite sintered at 1000°C, the addition 
of 9.2% fibres reduces density and modulus of elasticity but increases strength due 
probably to load transfer to high strength fibres in a weak matrix.
With respect to fracture toughness it is apparent that the addition of fibres 
increases toughness although this positive effect is offset by increasing porosity. For 
a 9.2% a-Al20 3 fibre composite at 1000°C sintering temperature, KIC is doubled, 
from 0.18 to 0.365, while at 1200°C it becomes 0.78 MPa.m172 (compared to 0.73 of 
pure kaolin) and finally is reduced to 0.74 (compared to 0.88 of pure kaolin) after 
sintering at 1300°C. Further increase of fibre content to 14% vol. does not change the 
above observations.
5.3.3.4 Kaolin-1-Saffil fibre composites
Saffil fibres, due to their fine structure, have high strength (2000 MPa) but 
relatively low Young’s modulus of 300 GPa (Table 10). The mechanical 
characteristics of 5-Al20 3 Saffil kaolin composites are shown in Table 17 and figs 32- 
34 and 41. The values of E follows the values of MOR indicating that material 
properties significant for MOR determination are also important for E.
The effect of fibre addition in these composites shows an optimum volume 
fraction of fibres. As an example, with respect to strength and using as reference 
material the pure kaolin ceramic sintered at 1200°C sintering temperature, addition
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of 4.5% fibres gives almost the same MOR value (34.1 MPa), increase of fibres to 
9.7% increase MOR to 39.3 MPa, but further increase of fibre content to 14.75% 
reduces MOR drastically to 25.3 MPa. The behaviour of these composites at 1300°C 
sintering temperature is similar. Graphical representation of the variation of the 
measured characteristics at 1200 and 1300°C is given in fig.41. This behaviour, which 
is not uncommon in short random oriented fibre composites (e.g. [98-100]), could be 
explained by the formation at higher fibre volumes of a 3-dimensional fibre network 
where agglomeration is unavoidable resulting in reduction of density, increase of 
porosity and decrease of strength.
Comparison of values between 4.5% vol. Saffil and 4.7% vol. a-Al20 3 fibre- 
composites sintered at the same temperature (e.g. 1200°C) shows that Saffil 
composites have inferior properties. Taking into account that Saffil fibres have higher 
mechanical characteristics than Denka fibres this could probably attributed to higher 
porosity production since Saffil fibres are thinner and form clusters more easily which 
do not permit entrance of matrix material. The lower density and SEM examination 
confirms for this explanation.
5.3.3.5 Kaolin + Mullite fibre composites
Mullite fibres have a similar effect to the other oxide fibres. Initially at low 
sintering temperatures strength is increased but at higher sintering temperatures the 
strength is decreased. The same effect is found for modulus of elasticity. Again an 
increased porosity is probably responsible for this behaviour.
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5.3.3.6 Kaolin+ Grafil fibre-composites
Grafil XAS fibres are high strength (4480 MPa) moderate elastic modulus 
(227 GPa) graphite fibres having a mean diameter of 6.2 /xm (Table 10).
Assuming the absence of internal stresses, the simplified rule of mixtures (as 
applied to continuous fibre composites) indicates that the 8.55% and 16.5% Grafil 
composites sintered at 1200°C should have ac strengths equal to 414 MPa and 779.2 
MPa respectively, values which are well away from the experimentally observed 
23 MPa or 25.58 MPa respectively (Table 19).
Graphical representation of variation of mechanical properties with fibre 
content (fig.42) shows that increase of fibre content decreases density, modulus of 
elasticity and flexural strength at 1200 and 1300°C. On the other hand, for the same 
fibre content ( 8.55 and 16.5% ), increase of sintering temperature increases the 
above characteristics through the development of a dense glass-ceramic structure.
Addition of 8.55% vol. fibres to kaolin matrix and sintering at 1000°C 
increases strength (MOR) from 6.68 to 9.53 MPa, but sintering at 1200°C and 1300°C 
results in strength decrease (Table 19). The elastic modulus follows a similar 
behaviour. These results probably are due to increased porosity of the composite. In 
the case of weak structures (sintering at 1000°C) the incorporation of high strength 
fibres gives a higher strength composite, but after sintering at higher temperatures the 
determining factor is porosity. The addition of graphite fibres which have a density 
of 1.79 g/cm3, to a kaolin matrix of density 1.54 g/cm3 in accordance to rule of 
mixtures should produce a composite with density of 1.56 g/cm3. The measured 
density of 1.41 g/cm3 indicates that an extra porosity was introduced in the composite
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with the addition of fibres. It must be underlined that the inert argon atmosphere 
throughout sintering does not permit fibre oxidation of the carbon fibres, confirmed 
by SEM examination. Further increase of fibre content (Table 19) reduces the density 
more and increases porosity apparent from SEM examination.
SEM examination of the carbon fibre-kaolin composites reveals that there is 
no significant change to the matrix fracture surface compared to that of kaolin 
sintered at the same temperature, a fact which suggests that fibre pull out (which is 
observed in all fractured surfaces) is the main mechanism of work of fracture 
increase.
5.3.3.7 Equivalent elastic crack length in composites
The equivalent elastic crack length cE has already discussed for pure ceramics 
of various compositions and sintering temperatures in 5.2.3.6. Using eq.103 the cE 
values of the composites (where KIC and MOR data are available) are computed and 
presented in Table 29. This table shows that there is a trend for the values of 
equivalent crack length in fibre-composites to decrease as the sintering temperature 
is increased. Furthermore it seems that at the same sintering temperature cE values, 
no matter what percentage of fibres was used and irrespective of the kind of fibres, 
are in the region of 300-400 /xm.
The matrix material in all cases is sintered kaolin and has been discussed in 
5.2.3.6. The dominating feature at sintering temperatures of 1000°C is the point 
bonded structure, which has higher toughness due to the presence of fibres as 
compared to that of pure kaolin. At 1200°C and 1300°C, glass and mullite formation
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produce more compact structures.
KAOLIN SINT. KIC MOR CE
COMPOSITE TEMP.
°C M Pa.m 172 MPa ix m
1 0 0 0 0 . 3 6 5 1 0 . 9 9 2 9 7 . 8
9 . 2 %  a - A lA 1 2 0 0 0 . 7 8 3 2 . 3 8 1 5 6 . 7
1 3 0 0 0 . 7 4 3 4 . 7 1 2 2 . 8
1 4 %  c * - A 1 2 0 3 1 0 0 0 0 . 3 6 9 . 3 4 0 4 . 6
9 . 7 %  mullite 1 0 0 0 0 . 4 2 4 1 0 . 5 4 4 0 . 2
1 2 0 0 0 . 6 8 3 3 . 8 1 0 9 . 3
Table 29. Equivalent crack length in composites
SEM examination of all fractured surfaces show no features having the 
dimensions of cE which could be considered as sites for fracture initiation as LEFM 
suggests and extensive flaw linking must be assumed.
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5.4 COMPARISON OF ACOUSTIC EMISSION RESULTS FROM ALL
SPECIMENS
5.4.1 GENERAL REMARKS
The monitoring of A.E. events from ceramic specimens which are stressed can 
be divided in two stages. In the first stage the damage (any active discontinuity) inside 
the specimen produces an acoustic event (the emission of acoustic energy) which 
propagates through the material and arrives at a transducer. In the second stage, the 
event is converted into an equivalent electronic signal and finally to an A.E. count. 
It is generally assumed [151] that in coarse structured polyphase ceramics where there 
are mismatch stresses between grains, the minimum stress at which acoustic activity 
starts coincides with the onset of grain size fracture. The minimum acoustic stress 
wave, in order to be detectable with the AE equipment used in this thesis, must give 
a signal of at least 10 fxV ( see 3.3.8 ). The interpretation of the AE counts is very 
complicated because the conversion ratios differ in different materials.
For comparison reasons the first samples which were acoustically analysed 
were specimens from glass plates having a thickness of 6mm (this thickness is similar 
to the thickness of the ceramic specimens) with other dimensions similar and testing 
conditions identical to that of all the other specimens. Glass is characterized as a 
completely brittle material quite "unique" in the sense that it has no crystalline 
structure and it produces a smooth surface during fracture. No Kaiser effect, as was 
expected, was observed in the glass specimens. The results presented in fig. 64 show 
a very quiet material where only a few (twenty) AE counts were recorded. In
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agreement with others (e.g. [180]) it can be assumed that the absence of recordable 
AE events shows that glass fractures without sub-critical activity.
Another category of acoustically rather quiet material is cement and 
cement+fly ash composites (fig. A.3). Their AE analysis shows a low cumulative 
events number (of the order of 300 counts) and very low event rate of a few counts 
per second, increasing just before fracture.
All the reported AE results were taken from almost identical specimens during 
testing in three point bending under the same conditions ( span length, speed of 
loading, temperature, atmosphere etc.). In all cases of AE testing, the simultaneous 
recording of AE events and load permits the development of load-deflection curves 
and load-events curves which give valuable information about acoustic activity.
Between the possible AE analysis techniques (described in 2.4.5) the amplitude 
analysis technique is the most popular and was used in the present work. The 
complexity of the signal-generation process, the influence of the propagation medium 
on the signals and sensing limitations are some of the difficulties which still exist in 
AE examination.
5.4.2 CLAY CERAMICS
Kaolin, in the as received condition (green specimens without sintering), is 
acoustically quiet material of low strength. Specimens break with almost nil acoustic 
emission (fig.65a). This is probably due to the absence of any connecting phase since 
it is composed of kaolin aggregates.
When kaolin specimens are sintered, they are acoustically active even at very
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low stresses, with increasing activity as sintering temperature is increased (fig.65). 
This behaviour is probably a result of structure development. As was discussed 
previously (see 5.2.2 and 5.2.3), kaolin changes from the weak point-bonded 
structure to a well formed glass-mullite structure as sintering temperature is 
increased. The later structures are stronger and produce more AE events during 
testing since more sub-critical activity (micro-cracking ) occurs before fracture.
The AE activity starts at very low stresses, virtually from the very beginning 
of load application. In most of the examined specimens application of a load of a few 
Newtons (2-3% of the ultimate fracture load) was enough for constant acoustic 
emission.
The tested kaolin specimens (fig. 65a-f) show an increase in cumulative AE as 
the sintering temperature is increased from 1000°C (only a few hundred) to 1300°C 
(around two thousand). In a similar way the event rate is increased from a few 
counts per second (at 1000°C) to a few hundred counts per second (at higher 
temperatures).
Generally, the event rate is low in the beginning and increases suddenly before 
fracture (fig.65e). No single critical event was observed to indicate the final failure. 
In particular, the event rate (count/sec) is extremely low (less than 5 ) during loading 
of specimens sintered at 1000°C and is increased to around 10 at fracture, while it is 
around 60 in specimens sintered at 1300°C and is increased to around 300 near 
fracture.
The amplitude analysis shows a distribution of counts in channels 
symmetrically descending towards the larger channel number ( fig. 65b). The type of 
distribution of events per channel is the same, independent of sintering temperature
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and differs only in the number of events in each channel. Similarly, examination of 
the amplitude analysis figures from the composite systems does not reveal different 
mechanisms with respect to non-reinforced ceramics.
The recording of load-deflection and load-event curves during AE testing (e.g 
figs 65f,65c) shows that kaolin is clearly elastic and the load-deflection curve is a line 
showing a deflection of a few tenths of a millimetre. The deflection is decreased as 
the sintering temperature in increased from 1000°C to 1300°C. This can be explain 
by the increase in stiffness of the structure (development of the glass-mullite structure) 
as the temperature is increased. The load-cumulative events curve is also an almost 
straight line, which shows that load application increases the AE activity linearly.
The Kaiser effect was observed in all kaolin specimens during recording of 
cumulative events versus load in repeated loadings (e.g fig.65d) and is especially clear 
in those ceramics with high AE activity. The first loading is sufficient to cause all the 
subcritical damage in the specimen up to that load. Further damage does not happen 
until the first load is exceeded. There is absolute lack of any AE activity during the 
second loading till the same load level, after which acoustic activity started again till 
fracture.
Although it is not absolutely correct to allocate to each AE event a 
subcritical event, since the number of AE events collected through the transducer is 
influenced by many factors, e.g. coupling of the transducer to the specimen, multiple 
reflection, ringing down etc., it is reasonable to accept that high AE counts indicates 
numerous subcritical events. As was indicated by Alderson [134], fracture may 
commence from anyone of several equivalent fracture sites formed by flaw linking 
during loading.
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Pottery mixture specimens generally present the same behaviour as kaolin 
specimens (fig.66a-e). Structure and strength development increases the sub-critical 
sites for AE activity which are "activated" during mechanical testing. Pottery mixture 
specimens sintered at 900°C present the same kind of AE cumulative events, rate, 
distribution and linear relation between load and deflection as the kaolin specimens 
sintered at 1000°C. As the sintering temperature increases from 900 to 1300°C, AE 
activity becomes more intense in a similar manner to that of kaolin. Pottery mixture 
specimens show the Kaiser effect in a similar manner to that of kaolin (fig.66d).
Brick-clay specimens sintered at the same temperatures as pottery mixture, 
generally show the same behaviour and the Kaiser effect, but are more acoustically 
active (present higher cumulative events) and have a higher event rate (fig.67a-d). As 
an example, comparison of AE activity between pottery and brick-clay sintered at 
1100°C (figs 66a-67a ) shows almost four times higher cumulative AE events in the 
case of brick-clay specimen. This could be the result of the presence of sand particles 
in a glassy matrix. In agreement with this, Noone and Mehan [146], found that the 
presence of a second phase gives rise in acoustic activity and also suggested a relation 
of AE and grain size. During cooling of the sintered brick-clay radial tensile stresses 
are produced forming cracks due to difference in contraction between sand particles 
and glassy matrix. The application of external stresses produces an increase of the 
total stress field (enlargement of the process zone) with result of additional cracking 
and consequently additional AE events. In a similar way, Evans and Linzer [149], 
examining porcelain, found an increase in AE activity due to quartz particles and that 
the emission rate was a function of KIC.
The effect of specimen volume and sintering programme on AE activity was
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also examined in brick-clays. Increase in specimen volume increases the number sites 
in which AE events are produced (sub-critical crack growth ) and higher activity is 
recorded. Increase of sintering temperature has also a positive effect on AE activity 
since it increases strength through the development of structure (increased glass 
formation).
With respect to event rate, in most of the cases brick-clays show some high 
rate peaks at about 50% of the fracture load instead of the gradual increase of rate 
common in clay ceramics. This behaviour could also be attributed to the presence of 
sand particles.
The effect of Fly Ash addition to acoustic behaviour of kaolin sintered at 
1000°C is presented in fig. 68a-d. AE examination during mechanical testing of the 
powder composites with 5 and 10% (w/w) fly ash sintered at 1000°C shows low AE 
activity. This is lower than that of pure kaolin, since fly ash is a fine grain constituent 
(most has a grain size less than 45 /xm ) which when added in kaolin produces a 
cracked structure, reduces strength and fracture toughness and makes the structure 
weaker and looser.
5.4.3 FIBRE CERAMIC MATRIX COMPOSITES
The AE behaviour of kaolin matrix composites with oxide (alpha-alumina, 
delta alumina and mullite) and graphite fibres is presented in figs 69-72 in order to 
study the effects of sintering temperature, fibre chemical composition and volume 
fraction on AE behaviour.
General observations indicate that composites present higher AE activity
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since, as well as matrix sub-critical events, fracture of the fibres, fibre-debonding or 
fibre pull out from the matrix may produce a comparatively large amount of AE 
events. Increase of sintering temperature produces composites with higher AE activity 
for similar reasons to that of powder ceramics.
Increase of the volume fraction of fibres in the kaolin matrix increases the AE 
activity. The results from specimens sintered at the same temperature and differing 
only in the volume fraction of the fibres are compared. So comparison of AE results 
taken from kaolin and 4.7% vol. a-Al20 3 kaolin matrix composite specimens, 
sintered at 1300°C shows almost the same number of events, since the small amount 
of fibres is not enough to change drastically the number of events. However the 
event rates are different. In pure kaolin a low event rate increases just before fracture 
(fig.65e), which is a general characteristic of clay ceramic materials (except brick- 
clays) studied in this thesis. In composite ceramics (and also in brick-clays) while the 
event rate is low at the beginning, later there is a comparatively high event rate at 
loading at about half of the fracture load which eventually drops before fracture. This 
behaviour could be attributed to the presence of fibres, the breakage of which 
produces a high event rate before final fracture.
Increase of fibre volume fraction produces a high increase of AE activity. As 
an example, comparison of results under identical conditions from pure kaolin and 
composite kaolin with 9.2% B-95 a-Al20 3 fibres, shows an increase of about 8000 
events, which means that about 80% of the activity is due to fibres and only 20% to 
matrix sub-critical activity. Further increase of a-Al20 3 fibre content to 14% gives 
an increase to 26000 AE events, showing that about 90% of the AE activity is due 
to fibre content.
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SEM examination show that the main fracture path is through matrix and fibre 
with no indication of fibre pull out or fibre-debonding. It could be assumed that with 
further increase in fibre content, there will a further increase in the number of AE 
events as a result of numerous sub-critical events due to fibre fracture during bending.
In almost all the cases, the way that events are distributed in channels is 
similar to that of kaolin specimens. Another general observation is that the event rate 
in composites under the testing conditions used in this work is about 1000 events/sec, 
and is almost constant irrespective of sintering temperature, fibre content and 
chemical composition of fibres.
Finally, the Kaiser effect was observed in all composite ceramics irrespective 
of the kind of the fibres (e.g. fig.69d, 71c, 72c). No acoustic activity was observed 
during unloading (e.g.72f), a fact which indicates that the sub-critical activity during 
loading is not a reversible process. Another observation was the difference of event 
rates between the first and second loadings (e.g. fig 69b, 72c). While during the first 
loading a high event rate (up to 800 counts/sec) was recorded in all cases with sudden 
peaks of high activity, during the second loading the event rate curve is smooth with 
a rate of almost nil up to the load of the first loading. Furthermore, repeated 
reloading and recording of load-time-rate curves in powder and especially in Grafil 
composite ceramics (fig.74) show not only change in the type of event rate curve but 
also a gradual decrease of maximum event rate although the loading cycles were 
constant (e.g. fig 73a-d). This is probably due to gradual non-reversible damage to 
the fibres of the composites after the first loading. It seems that fibre fracture and 
fibre pull out produces high energy burst events while matrix fracture produces
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continuous AE events. This behaviour must be compared to the glass behaviour where 
there is only a very limited emission of AE events with a sudden increase just before 
fracture.
Based on the above observations, ceramic materials could be divided to two 
classes: class I (clay based ceramics and composites) and class II (glass). Cooke [288] 
reported a similar behaviour of a wide range of ceramics, (refractory high alumina 
firebrick, sand/NaCI model system kaolin/silica, feldspar etc.) in class I and 
recrystallized alumina, Refel silicon carbide, etc., in class II.
The first reloading stress at which AE started again (Felicity Ratio) Rf 
(eq.79) gave a wide range of values. The Felicity ratio observed in composite 
materials is in fact a quantification of the Kaiser effect. When R=1 the examined 
system has pure Kaiser behaviour, while for R = 0 there exists non-Kaiser behaviour.
The load-deflection-AE event rate curves of oxide fibre and graphite 
composites show clear differences and similarities, which may be connected to 
interfaces and fracture mechanism of composites. The oxide fibre composites (e.g. 
70b, 71b) have a load-deflection curve similar to that of powder ceramics with an 
almost linear increase of load with deflection up to fracture, since there is a the 
strong interface between matrix and fibres and fracture proceeds through matrix and 
fibres. The graphite composites (e.g. 72a) have a curve similar to that of 
unidirectional composites, where a first matrix cracking region, a load transfer to 
fibres region and a fibre pull out region and finally a fracture region can be detected, 
probably as a result of weak fibre-matrix interface giving fibre pull out.
Comparison of results from Saffil and B-95 Denka a-Al20 3 fibre-composites, 
sintered at temperatures above 1200°C, shows the effect of fibres having the same
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chemical composition but different fibre diameter on AE activity. It must be noted 
that the Saffil fibres before sintering have a delta structure which is transformed to 
a-Al20 3 after sintering above 1200°C and the main difference which remains after 
sintering is the shape and fibre-diameter of the fibres ( Saffil fibres have a diameter 
of 3.4 pirn, while a-alumina B95 Denka fibres have a wide range of diameters and 
shapes (as revealed by SEM examination). Comparison of AE from a 9.2% vol. ol-  
AI20 3-kaolin specimen with a kaolin+9.7% Saffil fibre-composite specimen, both 
sintered at 1300°C shows about the same event rate and also that Denka fibre- 
composites produce a little more cumulative events and higher event rate, a fact 
which justifies the hypothesis that fibre content is directly connected to AE events 
produced during 3-point bend testing. The difference in fibre diameters (which 
probably results in different number of fibres) also affects the AE behaviour of the 
composites. Due to higher range of lengths and diameters the number of Denka- 
alumina fibres is higher compared to that of Saffil composites with the same fibre 
content and so the number of AE events is higher.
AE activity from similar specimens sintered at the same sintering temperature, 
having about the same fibre content shows the effect of fibres having different 
chemical composition and dimension characteristics on AE behaviour. Comparison 
of AE activity from specimens sintered at 1200°C and having 9.2% content of Denka 
a-AI20 3,9 .7%  content of Saffil fibres (delta fibres transformed to a-Al20 3 fibres at 
1200°C), and 9.7% Denka mullite fibres shows that Denka alumina fibre-composites 
give higher numbers of AE cumulative events followed by Saffil fibre-composites and 
finally Denka mullite fibre-composites. The difference in AE events between the first 
two is rather small with Denka fibre-composites being a little more noisy. However,
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comparison with the third (the Denka-mullite fibre-composite) shows a very high 
difference since it has only about 5 % of the AE activity of the first two. This AE 
behaviour of the three composites has probably connected with the fibre diameters 
and shapes. The comparatively very low AE activity of the mullite composite (which 
was observed at other sintering temperatures as well) is probably due to Denka- 
mullite fibres having a high content of non-fibrous materials (appearing as large 
"shots" in the composite structure) which cannot produce as much AE events as the 
equivalent amount of fibres, confirmed by SEM.
The kaolin-graphite composites with Grafil fibres belong to a totally different 
class of ceramic composites with a different fracture mechanism. SEM examination 
shows there is a weak fibre-matrix interface and the fracture occurs after matrix 
cracking and fibre pull out, which indicates that any acoustic activity during loading 
may be due matrix cracking and fibre pull out. This fracture mechanism implies a 
high number of AE events since every matrix fibre pull out could give at least one 
AE event. However it must be noted that the graphite fibres have an almost constant 
diameter of 6.8 /xm which is about double of that of Saffil fibres. This means that 
Saffil-kaolin composites will contain about twice as much fibres as the Grafil-kaolin 
composites for the same volume content and consequently it could be proposed that 
Grafil-composites with double fibre volume fraction could have about the same AE 
activity to that of Saffil-kaolin composites with half fibre volume fraction content. 
Comparison of AE activity from a 9.7% vol Saffil kaolin composite and a 16.5 % 
Grafil-kaolin composite (which have roughly the same number of fibres), both 
sintered at 1300°C, show roughly the same number of events, which means that the 
above hypothesis could be considered valid.
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In accordance with an analysis made by Evans and Linzer [269], the 
cumulative probability function F(V) is connected to peak amplitude with a function 
similar to that of the Weibull distribution ( see 4.6). The relation of lnln[l/l-F(V)] 
or l n ^  (cumulative number of detected events) versus ln(Peak Amplitude) in a 
number of AE results (figs.75,76) shows that a linear behaviour and a type III 
asymptotic extreme value distribution, characterize the acoustic behaviour of both 
powder and fibre composites. This is in agreement with Pollock’s [280] proposal that 
a simple relation characterizes the failure mechanism in cases where a single failure 
mode dominates the fracture process.
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5.5 STATISTICS
Fracture data can be analysed by applying statistical theories as well as LEFM 
fracture theory, Brittle fracture originates at a Griffith flaw or a number of flaws 
which may be intrinsic or formed during manufacture. The size and position of such 
flaws may vary from piece to piece, irrespective of the quality of specimen 
preparation. As a result a statistical variation of measured values is expected.
A number of factors such as inhomogeneity, lack of plastic deformation at 
crack tips, lower fracture toughness and sub-critical crack growth under static or 
dynamic stresses make the fracture behaviour of ceramics differ considerably from 
that of metals. The observed wide scatter in ceramic strength, resulting in low 
reliability and high inconsistency of design strength data, is due mainly to inherent 
micro and macrostructural chemical inhomogeneity and the presence of microcracks 
with various orientations, a large range of flaw sizes and the residual stresses arising 
from anisotropic contraction during cooling. These characteristics makes the use of 
statistical analysis functions in order to get meaningful results vital.
Among the statistical functions applied to brittle fracture is the well known 
Weibull empirical function [196,197] based on the " Weak Link Theory, WLT " (see 
2.3.2) and a number of assumptions such as that materials fracture under large 
stresses and never fail in absence of tensile stresses and that a very large number of 
flaws are present in brittle materials.
According to WLT, as stress is applied stress intensity at the most severe flaw 
increases till a critical value of KIC is attained and fracture occurs. A result of WLT 
is that measured values are influenced by the sample size and the method of testing.
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It is apparent that a larger specimen is more likely to contain a large flaw and to have 
a lower strength. In a similar way, for example testing in four point bending, where 
a larger area is under stress compared to three point bending, lower values of fracture 
stresses are expected. For the same reason both bending tests give higher strength 
results compared with that of tensile testing.
The Weibull function is a Fisher-Tipper Type III distribution function of the 
cumulative probability of fracture Pf for linear isotropic brittle materials under 
uniaxial stress field. As Evans and Linzer [149] indicated, when a single flaw 
population is involved, the Weibull distribution, based on extreme value statistics, can 
be used in order to define the strength distribution of quartz particles. A multimodal 
Weibull function has been used in cases where the unimodal function gave poor 
fitting. With higher number of parameters, related if possible to defect sub­
populations, it is logical for the fitting to improve.
Theoretically any distribution of points in a graph can match a function if an 
unlimited number of parameters is allowed. On the other hand, the physical meaning 
of the parameters decreases with their number and the scatter is increased [117].
The first criticism of the Weibull approach to brittle fracture is the lack of any 
physical consideration and the question of how well a purely statistical method, where 
strength or other mechanical characteristics are considered simply as variates, can be 
used to characterize brittle fracture. The weakness of this approach becomes obvious 
when it fails to give valid data in cases of extrapolation to larger sizes or in cases of 
more complex stress states. The use of probabilistic fracture mechanics might give 
more realistic results.
Another statistical function based in WLT theory where initiation of the failure
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takes place in the weakest part of the failure-prone volume is an extreme value 
function recently developed by Neville [220-223], who tried to give a physical 
meaning to his function by considering the stress and strain near the crack tip (see 
2.3.4).
Statistical analysis in the present work will be based on these two functions 
in order to investigate the validity of them in analysing fracture strength and 
toughness data.
Before any attempt at statistical analysis two parameters must be specified. 
The first one is what estimator should be used for estimation of the failure probability 
Pf and the second one is the minimum number of specimens which should be used for 
statistical analysis.
The first parameter which influences more or less analysis is the probability 
of failure Pf, a variable which goes straight into the statistical equation.
The most appropriate estimator from those used most often (see 2.3.10), was selected 
from examination of KIC results from notched kaolin specimens sintered at 1100°C 
and fractured at 3-point bending (Table 20, fig 77).
Graphical representation shows that the slope of the linearly transformed 
function increases in the order : (i-0.5/n), (i-3/8)/(n+l/4), (i-0.3)/(n+0.4), i/(n + l). 
However, no matter what the estimator type, its effect is small on the shape of the 
curve. Complete examination of the effect of the two estimators (i-0.5/n and i- 
0.3/n+0.4) on correlation coefficients shows that the r  values do not change their 
relative order.
These results coincide with the results of other workers (e.g [235,236]) and 
show that the well known Pf= i/(n + l)  estimator gives the more biased m values and
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is good for engineering predictions, since it gives the more conservative value (the 
lowest m value). The Pf=(i-0.5)/n estimator gives the least bias to the m Weibull 
modulus, and the Pf=(i-0.3)/(n+0.4) estimator was very close to the average value 
of the four examined estimators. This was chosen for use, together with the first 
estimator (i/n+1) in statistical analysis. The estimator ( i-0.3/n+0.4) was also chosen 
for the reason that it was chosen by Neville in his analysis [220-224], since one of 
the aims of this thesis is to compare the statistical analysis results from Weibull and 
Neville functions.
The second parameter, concerning the effect of specimen population size on 
statistics, was estimated by analysing MOR data from un-notched brick-clay samples 
sintered at 900°C for 24 hours (Table 21, fig.78). It seems that the Weibull modulus 
remains nearly the same for a range of specimen numbers starting from 29 and going 
up to 144. The variation of the characteristic values of MOR and Weibull Modulus 
m is quite acceptable (about 0.5 STD of AVG values, and about 5% Coefficient of 
Variation). The number of about 30 specimens for statistics was considered suitable 
for this analysis, in agreement with the published literature [e.g.203,218].
The most common way of treating strength data of ceramics is first to collect 
experimental results and then to try to fit them in a model. The common set of 
parameters are the strength (a or MOR), toughness (KIC) and the cumulative 
probability of failure Pf.
Fitting the experimental distribution to the model can be done by linear 
plotting, using least squares method or the maximum likelihood method (see 2.3.9). 
For its relative simplicity the least square method was preferred in this work. Linear 
transformation of Weibull’s function, assuming that xu is zero and Neville’s equation
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=Dpk i [ S ] - D plnBp (Neville)
where m and x0 are the Weibull shape and scale parameters and 
Dp and Bp are the shape and scale Neville parameters respectively.
It is clear that in the linear form the variates are:
X=lnx where x is MOR or KIC and Y = lnln(l/l-Pf) for the Weibull function and 
X=lnS where S is MOR4 or KIC4 and Y=ln(Pf/l-P f) for the Neville function.
The above equations show that the shape parameter m can be found from the 
slope of the Weibull straight line and scale parameter xQ can be estimated from the 
value of x at Pf=0.63 since when x= x 0 lnlnl/[l-Pf]= 0 . When the Weibull modulus 
tends to zero, fracture is probable at all values of stress while as m goes to infinity, 
fracture becomes deterministic and theoretically all samples fail at the same value of 
stress. In the same way the value of Dp can be estimated from the slope of the Neville 
straight line and Bp can be estimated from the value of S at Pf=0.5, since at S=Bp 
ln[Pf/l-P f]= 0 .
However, although linear fitting is expected after linear transformation in the 
above equations, in many cases an S type curvature is formed connecting the points
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of the above coordinates as shown schematically in fig.91. This curvature is mainly 
shown at medium and high strength data.
lnln[ 1 /1  -Pf ]
[ P f / l - P f ]or In
In [x] or In [S]*
Fig .91 S type curve of data in accordance to Weibull or Neville functions
The usual 3-parameter Weibull function (Pf, m, xu ) in most of the cases in the 
literature is reduced to a 2-parameter function by taking au or xu as zero. The xu value 
(which can be au, MORu, KICu etc. ) is the threshold value of variable x under which 
the probability o f failure Pf is zero. In the 3-parameter function used in this work as 
xu value was taken the one corresponding to Pf equal to 0.01.
Although it is argued [205] that for xu= 0  the safety factors are higher 
than those for other values of it, in reality the change of value of this factor does not 
influence significantly the measured variable at a given failure probability and the 
main reason for taking <ju=0  is the simplicity of the calculations (but not for fibres 
where a real value o f xu is necessary).
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The values from statistical analysis of pure ceramic and composite ceramic 
notched and un-notched specimens tested at 3-point bending, using 2 and 3 parameter 
Weibull and Neville functions are shown in Tables 22-25 and graphically represented 
in figures 79-87. As explained above in the two parameter Weibull function the <7U 
value was considered as equal to zero.
The 2-parameter and 3-parameter Weibull functions and the Neville function 
were compared for best fitting of results by optical examination of the curves and by 
using correlation coefficients (see 2.3.7). The zw and zN values were not calculated 
using Fisher’s transformation [181] since the relatively low number of specimens used 
for statistical analysis does not give a clue for a definite likelihood. Testing the effect 
of size population on correlation coefficients (Table 21) shows that increase of the 
number of samples does not influence r values much.
The effect of the third Weibull parameter xuon the fitness of statistical results 
is shown in fig.88. The given values of xu (1 to 5) are for Pf 0.1 , 0.01, 0.001, 
0.0001 and 0.00001. As Pf goes to zero, the xu value goes to a threshold limiting 
value (which is not equal to zero).
Results from MOR results from kaolin sintered in the range of 1100°C to 
1300°C show that Weibull modulus remains almost constant with a mean value of 
4.56 and standard deviation value of 0.29 irrespectively of sintering temperature. 
However when the notched specimens were tested the mean m value is 4.79 for 
temperatures 1100 and 1200°C, but at 1300°C sintering temperature it becomes about 
double this value. This shape parameter value is usual in ceramics where m values 
between 5 and 20 are recorded.
242
Transformation of Weibull equation to the form shown in eq.77 (2.3.11) 
shows that the Weibull Modulus m is a function only of the number of specimens and 
the ratio of maximum to minimum strength, which means that in Griffith materials 
m does not change with toughness. The change of m with toughness in these results 
could probably show that these ceramics do not follow the Griffith equation.
According to Jayatilaka and Trustrum [195], m is a material constant, 
expressing the brittleness but with no real connection to features in micro or 
macrostructure. However, if m is connected to flaw size distribution f(c), the above 
deviation of KIC values at 1300°C, could indicate a different flaw size and shape 
distribution showing that toughness is flaw size and shape dependent.
The appropriatness of Weibull’s or Neville’s functions is made apparent by 
comparing the correlation coefficients ( Table 22). For the MOR values at 1100°C the 
3-parameter Weibull function gives the best fitting, for 1200°C the 2-parameter 
function, but for the other four cases the Neville function gives better results than 
both 2 and 3 parameter Weibull functions. Optical examination of relative curves 
(fig.79, 80) shows that despite the high r values in all cases quite a lot of values in 
the upper and lower bound are off line and show the S type curve (e.g. 79a {Kll}, 
80c {Kll}).
Results from the pottery mixture specimens (Table 23) show that in these 
ceramics the spread of MOR and KIC values are less than those in kaolin, since a 
mean value of m =7.78 with a deviation of 1.32 is recorded for un-notched specimens 
(the higher the m value the less spread the experimental values). Measurements in 
notched specimens, show even higher values of Weibull modulus (mean value of m 
equal to 12.95 with deviation of 1.4).
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Best fitting analysis (Table 23), shows that in this case the correlation 
coefficients give best fit using the Weibull 2-parameter function for MOR specimens 
sintered at 1000°C, using the 3-parameter function for MOR specimens sintered at 
1100°C, for KIC specimens sintered at 900 and 1100°C and using the Neville function 
for MOR specimens sintered at 900°C and KIC specimens sintered at 1000°C. Optical 
examination of fitting (figs 81,82) confirms the above analysis and shows again the 
usual S type curve in some cases (e.g. fig.8la, P9).
Similar results were taken from brick-clay specimens. The un-notched 
specimens have similar values (mean value of m =9.23 with deviation of 0.86) 
irrespective of sintering temperature to those of kaolin and pottery mixture. The 
notched specimens show even higher values (m around 13) but the results from brick- 
clays sintered at 1000°C give a Weibull modulus quite low, near that of kaolin.
Best fitting results of brick-clay (Table 24), shows that in this case the 
correlation coefficients give best fit using the Weibull 3-parameter function for all 
MOR specimens and notched specimens sintered at 900°C, and using the 2-parameter 
function for notched specimens sintered at 1000°C. Finally the KIC specimens sintered 
at 1100°C give best fit using the Neville function. Optical examination of fitting (figs 
83,84) confirm the above analysis.
Comparison of the above results shows that in strength measurements Weibull 
modulus is dependent on the type of ceramic material but remains relatively constant 
irrespective of sintering temperature. On the other hand in toughness measurements 
it seems to change both with type of material and sintering temperature.
Although Weibull theory and generally statistical theories for strength 
evaluation do not apply to composites, since there is a changing flaw population with
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load application (see 2.3.11) probably as a result of extensive subcritical activity 
[104], statistical analysis was performed on a number of composites. The Weibull 
moduli and correlation coefficients of a number of un-notched composite specimens 
with various fibre contents are given in Table 25 and graphically presented in figures 
85-87. The relevant values from glass specimens are also given for comparison 
purposes. The kaolin based composites seem to have m with a mean value of 6.44 
(deviation =1.58). This value is higher compared with that of pure kaolin and could 
indicate that the presence of fibres increases Weibull modulus and reduces the scatter 
of results in agreement with Kendall et al. [125]. The function which gives the better 
fit again shows a mixed picture. In most cases the Weibull function should be 
preferred. Examination of the graphs (figs 85-87) shows that in most cases, although 
the r values are high, most of the measurements are outside the least square line (e.g. 
fig. 86a, b).
Analysis of glass specimens (Table 25) gives a Weibull modulus of 6.34 and 
ironically a better fit by Neville function. It must be underlined that glass was the 
material which Griffith used to develop this fracture theory.
In almost all the above cases both Weibull and Neville functions give 
correlation coefficients that have extremely high values, near the ideal, which is unity 
indicating complete fitting. However, other combinations of variables, could give 
equally good or even better fits. As an example, fig 89 shows a number of log-normal 
distributions between Pf and In (x) from measurements in kaolin notched and un­
notched, pottery mixture notched and kaolin composite specimens. In these cases the 
correlation coefficients show similar or better fitting of least square lines from both 
Weibull and Neville functions. This observation could indicate that both the above
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functions cannot apply to the whole range of brittle materials and further research is 
needed in order a universal function to be developed. However, it is questionable^ if 
such a function exists, since any attempt to develop a statistical theory involves a 
number of assumptions related to flaw behaviour which may be different from one 
material to the other or be influenced by any other variables such as fabrication, 
thermal treatment etc.
246
5.6 GENERAL DISCUSSION OF RESULTS
5.6.1 RELATION OF MECHANICAL PROPERTIES TO 
STRUCTURE
It must be underlined before everything else that all the examined ceramic 
systems were not monolithic and homogenous but polycrystalline polyphase ceramics 
and composites that were heterogenous in nature and coarse in structure. Materials 
are characterized as polyphase when they are composed of different phases and 
generally when there are variations from grain to grain.
In early research on brittle fracture stress intensity factor (KIC)) and modulus 
of elasticity (E) were considered as material parameters, and fracture stress crf as a 
random, flaw dependent function. However, as Evans pointed out [299], the different 
methods of measuring fracture toughness often give different incomparible results, a 
fact which minimizes the utility of fracture toughness as material parameter. 
Additionally the large specimens needed for valid KIC values can not always be 
fabricated.
Later [134,177], with increasing evidence that prior to fracture a critical crack 
length is necessary, o> was also considered as material parameter. It seems that in the 
case of fine grained ceramics where grains and pores are smaller than surface defects, 
strength is determined by random surface flaws but by the internal structure in the 
case of coarse grained ceramics. In polycrystalline ceramics there are several different 
types of flaws which can produce fracture at nearly the same stress. In such materials 
surface flaws could be removed by lapping and polishing but improvement in strength
247
is rather small because catastrophic fracture originates from other (internal) flaws and 
strength is a material property related to the structure. Generally flaws in ceramics 
are small (from a few tens up to hundreds of micrometers) and give a statistical 
character to strength, since in accordance to WLT the largest effective flaw dominates 
fracture.
In the present work it has been shown that ceramic and CMC properties can 
be influenced by a large number of structural defects introduced during fabrication 
and sintering (pores, cracks etc.) which can be classified into those characterising the 
surface and in those characterizing the internal ceramic structure. Both types of 
defects act as stress intensifies and result in material failures well below the 
theoretical strength of ceramics. Sintering in the examined ceramics and composites 
produces heterogeneous structures depending on the sintering temperature and 
formulation. Increase of sintering temperature (in the region of 1100-1600°C 
depending on the chemical composition of the clay) results in:
a. Vitreous glass formation and could produce a better matrix bonding ceramic 
shrinking, decrease of porosity and increase of density; or
b. Above a certain temperature depending on also on chemical composition, 
bloating and porosity.
The process (a), increases matrix strength and hardness, while (b), results in 
decrease of mechanical properties.
The dominating mechanism in sintering of the examined kaolin-based 
ceramics, as was showed by SEM examination, is vitrification and flow of the liquid 
glass phase into the pores and transformation of a point-connected structure to glass- 
connected structure. The liquid glass phase must be sufficient and must have enough
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fluidity to fill up the structure cavities. Both of these characteristics are controlled by 
the sintering temperature. Low sintering temperatures produce point bonded structures 
in all cases. Higher temperatures produce glass matrix with mullite crystallites (kaolin 
and pottery mixture). SEM examination shows that the common feature of all 
specimens are the internal pores and cavities which change in shape and size (being 
reduced as the sintering temperature is increased) and a continuous vitrified structure 
is produced as the sintering temperature is increased. No mullite is formed in ball- 
clays which contain also sand particles. Addition of fluxing agents reduces the fluxing 
temperature but also reduces the sintering range of ceramic. Generally kaolin 
structures are equivalent to pottery mixture structures sintered at about 200°C lower 
sintering temperature. The added fibres do not show any change with sintering 
temperature, except the transformation of structure (from 8 to a-Al20 3) of Saffil 
fibres.
SEM examination and mechanical testing performed on the same specimens 
show that both MOR and KIC were possibly related to structural features. Also the 
values of E could usually be related to visible features in the structure of ceramics. 
It was found to be affected by major cracks or flaws and this paralleled af more than 
KIC. Generally both fracture toughness and flexural strength show change in the same 
manner in relation to microstructure as well as distribution of flaws. Differences in 
phases in clay ceramics (e .g . mullite in glassy matrix) do not increase the resistance 
to crack motion.
Comparison of strength and toughness results in the ceramics and composites, 
examined in the present work, (figs 38,39), show that fibre composites have better 
characteristics in point bonded structures (low sintering temperature) but, as the
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sintering temperature increases, porosity is the determining factor and, except for 
composites with very low additions of fibres, kaolin without fibres has the lower 
porosity and the best mechanical characteristics. Comparing the results from ceramics 
and composites with respect to modulus of elasticity, it is apparent that in ceramics 
point bonded structures have similar low values of E (2-5 GPa), while well bonded 
structures where glass phase is well developed have relatively higher values of E (40- 
50 GPa). Materials like the brick clays which can develop a glass phase but contain 
also large particles ( e.g. sand) the E values are halved (around 20 GPa), since these 
particles can act as major flaws. Addition of substances which cause extensive crack 
formation (as FA) produce a further decrease of E values. The effect of short random 
oriented fibre addition, since it induces porosity, results in reduction of E. Generally 
conditions giving low E values, give low MOR and KIC values.
Critical strain, ec, connecting fracture stress (MOR) and modulus of elasticity 
(E) according to Hooke’s law, seems to be affected by structure and formulation. 
Ceramic point bonded structures have similar high values of ec above 2. Well bonded 
structures have lower ec values. Addition of fibres increases critical strain both in 
point-bonded and well bonded structures. Comparison of ec values in well bonded 
kaolin structures (e.g. sintered at 1200-1300°C), with and without fibres, shows them 
to double when fibres are added, probably as a result of increased flexibility since 
it expresses the elongation as load is applied. The large values of ec in relation to 
those found by other workers for polycrystalline single oxides, probably explains the 
insensitivity of af (as confirmed in this work) to random surface flaws.
The equivalent elastic crack length cE, is decreased as the sintering 
temperature is increased in all cases. Comparison of cE in kaolin and kaolin fibre
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ceramics shows that it generally increases with fibre addition probably as a result of 
increased porosity. However, in all cases there are no visible features in the structure 
which could be considered as sites for fracture initiation as LEFM suggests with the 
dimensions of cE and extensive flaw linking must be assumed. If cE has any meaning 
for the examined systems it indicates that strength is a property related to particle or 
grain size while KIC is probably related to number, size and shape of flaws.
Comparison of the stress-deflection curves of the ceramic systems, kaolin, 
kaolin+ fly ash, pottery and brick-clays and kaolin based carbon and oxide fibre- 
composites, shows that in all cases except carbon -fibre composites, stress increases 
almost linearly with deflection till the maximum strength, where unstable fracture 
occurs, and then decreases immediately. Fracture strength and deflection generally 
increase, for the same formulations, with increase of sintering temperature. On the 
other hand the load-deflection curves of carbon-fibre ceramics show the points of 
matrix cracking and the regions of unstable and stable failure (fig.90).
AE examination of the ceramics and composites examined in the present work 
supports the view that in coarse grained ceramics and composites the large number 
of acoustic events indicates high subcritical crack activity prior to fracture. Acoustic 
emission during three point bending of the examined ceramics shows the onset stress 
for sub-critical events. The number of AE events increases in an analogous way to 
load application and sintering temperature. In a similar way the event rate increases. 
No single event was found to indicate the final failure and it could be suggested that 
fracture may commence from any of several almost equally possible paths formed by 
flaw linking. The examined ceramics compared with glass and cement specimens 
present a different behaviour. They present the Kaiser effect while the glass does not.
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After sintering to a vitrified structure, they are more acoustically active than glass and 
cement. AE activity increases from kaolin, to pottery mixture and brick-clays as a 
result of the incorporation of a second phase [146,149], in the matrix (e.g. sand 
particles). Comparison of AE from ceramics and composites shows that composites 
present much higher number of AE events.
In accordance with the Inglis equation (eq.8), the stress at the tip of a narrow 
crack depends on the radius of curvature p at the crack tip. In the absence of a 
plastic zone at the crack tip to remove or smear out of machining or material 
irregularities, which is the case for brittle ceramic materials, failure stress would be 
expected to have rather random values. However, SEM and AE examination results 
in the present work show that both strength and toughness in ceramics can be related 
to structure, a fact which indicates that a process analogous to plastic zone 
formation,"smooth” the effect of irregularities [134]. It seems that the large number 
of acoustic activity denoting a large number of subcritical crack events and the large 
number of alternative paths for crack growth available, keep the strength variations 
low, although in the beginning there is a period of random crack growth. On the 
other hand, in cases where grain size and pores are smaller than defects on the 
surface as in the case of e.g. glasses, it is reasonable to expect the fracture stress to 
be determined by random surface flaws and toughness by material properties as 
Inglis indicated.
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5.6.2 STRENGTH OF SHORT FIBRE CERAMIC COMPOSITES
Combination of materials to form composites has made possible the formation 
of new material systems, suitable for use in practice in conditions where conventional 
systems had failed.
In the examined ceramic systems, a number of interfaces (e.g interfaces 
within the matrix, interfaces between the matrix and the fibres etc), varying according 
to sintering temperatures, may exist and influence their mechanical behaviour due to 
their polycrystalline and polyphase nature. With respect to matrix-fibre interfaces, 
strong interfaces exist in the case of chemically compatible systems and weak 
interfaces in the case of non-chemically compatible composite systems. The interface 
type determines the type of the crack path.
SEM examination of all ceramic and composites shows a completely brittle 
fracture surface with no differences near or away from the notched area and it is 
impossible to identify particular features of the structure where fracture started or the 
particular sub-critical events leading to fracture.
SEM examination and mechanical testing results show that the interface 
properties control the fracture behaviour of composites. Generally three types of 
interfaces may exist in polycrystalline and polyphase composites: interfaces between 
fibres and matrix, interfaces between phases and/or crystals and interfaces inside the 
fibres. In order for fibres to strengthen ceramics in CMCs, load must be transferred 
to fibres. While this is not difficult in long fibre-composites, in short random oriented 
fibre composites load cannot be applied at the fibre ends and stress must be 
transferred by shear forces at the fibre-matrix interface [71]. In cases where there is
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a strong interface between matrix and fibres (eg. oxide fibres glass- mullite matrix 
of kaolinitic origin), a crack propagating in the matrix passes through the matrix and 
around fibres increasing toughness and work of fracture by crack deflection and by 
increasing the fracture surface. In cases where there is a weak interface (eg. carbon 
fibre glass-mullite matrix), debonding at the matrix-fibre interface, crack bridging and 
friction are the determining mechanisms. Frictional effects characterize the strength 
of the system. In this case load transfer from matrix to fibres take place and a tougher 
composite results.
As alumina and mullite fibres have higher KIC values than the matrix material 
produced after sintering, it could be expected that composites will have higher KIC 
values. However, the reinforcing efficiency of short fibres is less than that of long 
fibres, a fact which can be explained as follows. For short fibres to increase the 
strength in strong fibre-matrix interface composites, since the fibres cannot be loaded 
directly at their ends, stresses must be transferred into them from the matrix. This 
is effected by shear stresses near the fibre ends which produce an axial tensile stress 
in the fibres. When a load is applied to a composite containing a stiffer fibre a strain 
field is produced in which, away from the fibre ends, matrix and fibre strains are 
equal, but the fibre stress is greater since it has a higher Young’s modulus. Near the 
fibre ends, the strains are not equal and hence there are shear stresses at the interface, 
which decreases towards the fibre centre ( fig 9). The end regions of short fibres are 
not fully loaded and this is the main reason for having inferior properties and being 
less effective as a reinforcement when compared with continuous fibres. The less the 
fibre length the less the reinforcing effect (fig. 10). As Harris [71] indicated there is 
a critical fibre length lc in order fibres to carry the maximum stress.
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Composites with weak fibre-matrix interfaces [69], like the Grafil fibre-kaolin 
composite examined in this thesis, have work of fracture increasing with Vf and fibre 
pull out length up to maximum (at l= lc) and then decreasing since fibres break for 
1>1C and the amount of pull out decreases.
Comparison of results, from pure ceramics and fibre-composite ceramics, 
when a chemical compatibility exists between matrix and fibres, shows a different 
behaviour between second phases produced in situ (e.g. mullite crystallites growing 
in kaolin ceramics) and those added (e.g. mullite fibres added in composites). 
Addition of fibres usually increases the work of fracture and SEM examination shows 
a disturbed fracture path forced to go around fibres, while in mullite needles formed 
in a glass matrix there was no reinforcing effect. Similarly, Alderson [134], reported 
that mullite or zircon particles added directly to ceramics produce considerable 
reinforcement. This behaviour is probably due to characteristics of the interface which 
is formed. It is suggested that at the sintering temperature used the interface 
developed between fibres and matrix (even when chemical compatibility exists) does 
not approaches that of particles grown in situ, a fact which influences the moving 
crack front as it arrives at some discontinuity resulting in a disturbed fracture path.
Although continuous fibre-composites present higher mechanical characteristics 
than short fibre-composites, it is generally admitted [e.g 356] that the use of short 
fibre reinforced composites will reduce manufacturing costs, a fact which is necessary 
for mass market production and further research is necessary on aspects such as the 
critical fibre length for load transfer, the interface effect on load transfer and the role 
of short fibres as crack stoppers.
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As expected the acoustic activity of composites is mainly due to fibres and 
is much higher than those of matrix ceramics e.g. in a 14% a-Al20 3 kaolin composite 
90% of AE activity is due to fibre content. Activity increases with increase in fibre 
content and for similar fibre contents is higher with thinner fibres. They have also 
higher event rates and show the Kaiser effect. Repeated loading not only shows the 
Kaiser effect but also a change in the event rate and a gradual decrease in the 
maximum event rate. This behaviour is connected to the fact that no acoustic activity 
is observed during unloading (it is also not observed in ceramics), indicating that the 
sub-critical activity is not a reversible process. It also indicates that fibre fracture and 
fibre pull out produce high energy burst events while matrix fracture produces 
continuous AE events.
Dalgleish et al.[144], measured the fracture toughness and acoustic emission 
of sintered alumina and alumina-zirconia composites, using SENB and 3-point 
bending MOR specimens and interpreted their results in connection with 
microstructure. They indicated that good mechanical properties in single phase 
alumina were due to small grain size, high density and rounded pores. AE activity 
was connected with sub-critical crack growth and was found to be higher with 
increased grain size porosity and impurity percentage. It is worth mentioning that they 
did not find acoustic emission resulting from the production of the critical flaw in the 
MOR test of aluminas and they concluded that the unit step in the linkage process 
during sub-critical growth in these tests is smaller compared to that during SENB tests 
and consequently energy release is below the detection noise level of the equipment.
They also found that all alumina-zirconia composites were more acoustically 
active compared with aluminas and that increase of zirconia to an optimum of 12%
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volume, reduced KIC values as a result of linking of the micro-cracks, as Claussen 
also indicated [364]. However in all composites KIC values were higher than that in 
aluminas, a fact which was considered to be as a result of the higher energy 
absorbed in opening up micro-cracks in the process-zone and in crack-branching 
during loading as SEM examination revealed.
Considering the composite properties of the examined systems in the present 
work, it can be assumed that they depend mainly on:
a. The development of a chemical bond between matrix and fibres when 
chemical compatibility allows for this.
b. The development of a mechanical bond determined by differences in 
thermal expansion coefficients of the fibres and the matrix.
c. The interlocking or keying effect of the matrix with possible irregularities 
in the surface of the fibres.
d. The presence of cracking in the matrix, due probably to thermal mismatch 
between fibres and matrix could also affect the mechanical properties of the 
composite.
e. The presence of large voids (cavities) which results when a 3D network of 
agglomerated fibres is formed.
Improvement of strength can be related with (a),(b) and (c) and decrease with 
(d) and (e).
For reliable ceramic materials to be produced two main parameters must be 
controlled: flaw characteristics (size and density) and toughening. Flaw size and 
density can be controlled by careful fabrication and development of new fabrication 
techniques. Toughening can be achieved by incorporating fibres or a second phase or
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changes in the microstructure in a way which will disturb crack propagation (fig.4).
The addition of fibres to kaolin matrix has a different effect from that of 
particles grown in situ (like mullite needles) during sintering. SEM examination 
shows that although mullite formation continues to higher temperatures, its formation 
does not improve strength and mullite crystals grown in situ do not divert the crack 
front and do not have a reinforcing effect. This supports the hypothesis that the 
improvement of mechanical properties in kaolins is due to glass formation and is little 
affected by mullite formation.
According to general fracture equation (eq.29), the strength of ceramics and 
fibre-ceramic composites can be improved by influencing toughness and flaw sizes. 
Low toughness and large defects result in low strength. As an example, alumina, a 
well investigated ceramic has a theoretical tensile strength value of about 46 GPa 
[361], but in practice no more than 0.5 GPa can be achieved by conventional powder 
processing as a result of large defects (50-100 /xm) trapped during powder 
compaction. In a similar way addition of fibres in composite systems is expected to 
improve strength characteristics and can be explained also with the fracture equation. 
Decrease of flaw sizes, e.g. by improving processing, or increase of toughness by 
introduction of fibres or adding another phase improve strength. Crack deflection in 
fibres composites or additions (e.g. of transformable zirconia) improves toughness. 
Alford et al [169], produced high strength ceramics by colloidal control to remove 
defects,(commercial alumina powder improved from 0.37 to 1.04 GPa).
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5.6.3 APPLICABILITY OF LEFM TO COARSE-GRAINED 
CERAMICS AND COMPOSITES
Brittle materials fail under stress with no yielding or plastic deformation and 
phenomenological analysis through LEFM is used to examine the fracture results.
The deterministic approach of brittle fracture is based on the Griffith’s flaw 
theory and the principles of LEFM, which assumes the presence of cracks of 
specified sizes, shapes and orientations, and attribute fracture to propagation of the 
least favourably orientated crack. The fracture-determining "inherent flaws" have 
generally the character of cracks in an elastic body, but cannot generally be detected 
by conventional methods and can only be assumed from the variation in strength of 
nominally identical specimens and the "size effect", which is the decrease of average 
strength as the size of geometrically similar specimens is increased. However this 
deterministic approach cannot describe sufficiently the size effect observed in smooth 
bar tests and stress concentrations in rounded notches [238].
In accordance with LEFM fracture surface energy increases with grain size 
and strength is generally assumed to be proportional to the square root of fracture 
energy. This suggests higher strengths for polycrystalline materials than for single 
crystals, which is not the case in practice where single crystals are stronger than 
polycrystals for which strength increases with decreasing grain size.
In the present work, the work of fracture (Wf) of kaolin, pottery mixture and 
brick clay show a steady increase with structure development, leveling out at higher 
temperatures where the structure has been almost completely developed. Comparison 
of the powder ceramics shows that the finer pottery mixture ceramics give higher
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fracture energies. The absence of slip or twinning in ceramics near room temperature 
when they are stressed makes them more dependent on grain boundary fracture 
mechanisms and the effects of local inhomogeneity and anisotropy than metals where 
multiple slip is the primary mechanism for stress relief and energy absorption. The 
high fracture energy in polycrystalline ceramics must originate in the complexity of 
the local grain boundary network and in the tortuous path which a crack must follow.
In the case of kaolin fibre-composites studied in this work, fracture energies 
are higher compared to that of kaolin ceramics sintered at the same temperature, due 
probably to crack deflection by interfaces and fibre pull out in which the fibre-matrix 
shear strength is maintained during pull out. In some cases (e.g. 4.7% a-Al20 3 kaolin 
composite sintered at 1300°C or 4.5% Saffil fibre composite sintered at 1300°C) 
four times higher fracture energies have been measured.
As Evans and Tappin indicated [139], in many cases fracture occurs by flaw 
linking and not by extension by an isolated flaw, which makes questionable the use 
of fracture mechanics . They also underlined that the use of semi-empirical strength 
relationships often leads to misleading conclusions.
Maji and Shah [363], examining concrete specimens in tension indicated that 
when the fracture process zone is significant a straightforward application of classical 
linear elastic fracture mechanics (LEFM) may not be applicable and modification 
must be used.
Buresch [142], examining the influence of microstructure and geometrical 
factors on the stress state and the fracture toughness of ceramics, indicated that the 
fracture toughness is controlled by micromechanical features which occur by 
microcracking in the process zone (of size for most ceramics in the range of 0.1-
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1mm) during stress redistribution.
With respect to the Griffith elastic crack length cE, it is clear that in the 
polyphase polycrystalline coarse grained ceramics examined in this work, there are 
no observable features that can be related to it. The cE values were always much 
larger and extensive flaw linking for crack extension must take place before fracture. 
In the case of brick-clay, the presence of sand particles are considered responsible for 
the higher cE values.
In uniformly grained materials cE has been successfully correlated with the 
grain size [134]. For example examination on alumina and silicon nitride [114], 
showed that with the presence of large crystals there was reasonable agreement 
between the calculated value of cE and the crystal size.
In the polyphase clay ceramics examined in this work, cE values were much 
greater than any observable feature of the structure which suggests that cE has a 
meaning only if extensive flaw linking is assumed. However, cE values should follow 
structure changes and be influenced by the presence of sand particles.
The above observations are in agreement with Alderson’s [134] research on fine 
grained clay ceramics where cE was several times larger than any observable fracture 
surface feature (he found a cE of about 100 /xm which was larger than any observable 
feature), suggesting that extensive connection between adjacent flaws or linking 
together of pores must take place before fracture.
The value of cE as calculated from <rf and KIC tests, could be considered as the 
minimum crack length to result in catastrophic fracture. Unfortunately the size of the 
equivalent elastic crack length is only a few hundred microns and it is not possible 
to detect it by the usual inspection methods. In reality, there is no evidence that a
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crack with this length (cE) ever existed prior to fracture. Similarly, Harris et al [105], 
underlined that research in carbon fibre reinforced epoxy or polyester composites 
showed that for all composites cE had the rather unlikely value of 1mm. They 
concluded that the presence of fibres and interfaces introduce heterogeneity and 
anisotropy which makes the application of LEFM to composites unsuitable.
The fundamental energy relations of fracture mechanics are based on linear 
elastic behaviour of homogeneous and isotropic materials having a continuum 
structure. Theoretically, brittle materials are considered as brittle elastic continuums 
and their fracture is treated by using Inglis equations ( 2.2.5 ), or approached on 
energy grounds and treated by Griffith equations ( 2.2.6.1). Griffith, the father of 
LEFM, proposed an equation relating strength, modulus of elasticity and surface 
energy and made independent measurements in glass specimens and estimating the 
value of elastic crack length. While these relations and principles appear to apply in 
materials like glass and fine-grained polycrystalline ceramics where typical flaws have 
dimensions much greater than ceramic microstructure, inconsistencies arise when they 
apply to coarser polycrystalline ceramics, where the size of the strength controlling 
flaws is probably similar to that of the grains themselves. As an example, in coarse 
grained ceramics grain boundaries will give rise to larger flaws and lower values of
7. Griffith probably succeeded with his equation because he worked with glass, a 
non-porous amorphous material which is probably the nearest approach to a 
continuum available in real materials, and fractures with a very smooth surface 
(virtually without AE sub-critical activity) allowing estimation of the formed surface 
area and where thermodynamic surface energy is equal to the total energy released 
during fracture. However, even in this case, work of fracture measurements on glass
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show different values from that of Griffith’s (Table 8).
LEFM applies in cases of fracture where there is a well defined defect and 
empirical statistical functions can apply to particular sets of data. Both the above 
considerations do not take into account the effect of microstructural features (sub- 
critical activity) on fracture mechanism. SEM examination in the present work shows 
that brittle ceramic materials do not fail by developing a zone of plastic flow (like 
metals) but they fracture by flaw linking in a series of discrete steps as the stress is 
increased till a critical value.
Davidge [135] indicated that although LEFM is used for a wide range of 
materials, the complexity of fracture processes probably changes in different brittle 
materials like glass, ceramics, cement etc. and in practice surface energy or KIC is 
rarely a material constant dependent on specimen geometry. Evans and Tappin [139] 
indicated that catastrophic failure occurs with linking of existing flaws a fact which 
makes the application of LEFM to alumina ceramics insufficient. According to Cooke 
[143], toughness is controlled by the statistical distribution of microcracks in the 
process zone in front of the crack tips.
Dalgleish et al [144] indicated that AE from MOR specimens is due to 
linkage of flaws, while AE from KIC specimens is due to sub-critical crack growth of 
pre-existing cracks.
Cooke [154] showed that fine grained materials (1 pm  particle size) fail as 
result of a single flaw propagation, while coarse grained ceramics show significant 
sub-critical activity before they fail. In heterogeneous materials the non-linearity of 
the transfer of load to crack tip ( non-uniform elastic field ) adds further difficulties 
in the application of LEFM. Furthermore for critical strain of about 1 millistrain
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[117], the difference in critical flaw size gives a scaling factor of the homogeneity of 
the microstructures.
The presence of a number of structural features like pores, second phase 
particles, large grains etc probably restrict application of LEFM to coarse structured 
ceramics.
Unfortunately, direct measurements of tensile strength, work of fracture and 
E, are not possible for most of the cases of ceramics and composites and indirect 
methods for 7  calculation must be used. The coarse non uniform structures of 
polyphase clay ceramics and composites used in this work, do not permit 
experimental justification of Griffith’s relation by the direct approach and the different 
concequences achieved from different formulations would require separate 
justification each time. The value of 7  in ceramics is usually determined using the 
expression 7 =K2IC/2E. Davidge [176] indicated that the most usual approach is to 
examine fracture origins for KIC and af specimens and, if no differences are 
apparent, the stress situation were considered similar and the above formula is valid. 
Examination of the SEM micrographs for the fracture origins in MOR and KIC 
specimens did not show any difference so the above formula can be used.
It is suggested that fracture in both types of specimens starts with a period of 




In addition brittle fracture can be analysed statistically. This method uses, 
the empirical (in nature) Weibull function which is based on the weakest link theory 
(WLT) where the fracture is attributed to the weakest flaw when the local stress 
reaches the critical fracture value.
The high sub-critical activity of coarse-grained ceramics and composites 
indicated by AE events counting, implies that their strength could be predicted by 
examining flaw development and then evaluating their failure probability. Indeed, 
statistical analysis of AE events, happening in an array of adjacent grains able to form 
a crack or to extend an internal flaw subcritically, shows that they follow an almost 
ideal Weibull function which indicates that activity from microstructurally dependent 
flaws in the process zone [142,143] may control strength. Furthermore Cooke [156] 
indicated that in order to predict the mechanical behaviour of coarse polyphase 
ceramics a distinction must be made between the microscopic fracture events that 
occur subcritically and those that occur during macroscopic crack propagation during 
the failure process.
The present work has shown that simple estimators and a minimum number 
of thirty specimens are needed for statistical analysis. The so-called Weibull modulus 
(the shape parameter of Weibull function), no matter what it expresses, since there 
is no real connection to features in the structure, seems to be relatively constant in 
a ceramic irrespectively of sintering temperature. Similar comments could be made 
also for shape parameter in the Neville function.
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Comparison of results from Weibull and Neville functions which are both 
based on WTL theory, using correlation coefficients shows that neither can be applied 
with absolute success, since best fit can be achieved from either in different cases. 
Moreover testing with the simple log-normal function shows that this function (and 
possibly many others) can be used.
The Weibull approach has some important limitations that restrict its ability 
to predict the failure of large components with complex geometries and subjected to 
multiaxial stress. The main criticism is the lack of incorporation of a physical 
description of the fracture initiating flaws. The Neville function, taking into account 
the stress and strain conditions near the crack tip , has a physical basis but needs 
further development. Application of these functions to composites where change and 
interaction of flaws is highly probable and where extensive subcritical activity is 
recorded is questionable. Analysis of the behaviour of both ceramics and composites 
with the two functions (showing similar trends) and the comparison of correlation 
coefficients from ceramic and composites (showing similar values) is another 
indication that probably neither are solutions to the statistical problem of brittle 
fracture.
Since ceramics are brittle by their nature, the influence of internal or surface 
flaws (in the form of pores, cracks or microcracks) on their mechanical characteristics 
is very important. Microcracks can have negative of positive influence on stress 
intensity at the tip of the macrocrack depending upon their position. Although density 
and porosity play an important role on ceramic strength and toughness, the alteration 
of fracture path by influencing the stress field is more important. An inhibition of 
the critical crack growth could result from different orientations of grains to the load
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direction. If some orientations can carry more load, the stress distribution ahead of 
the crack tip will be significantly altered. Furthermore, initiation of grain boundary 
microcracks ahead of the primary crack can easily occur because of anomalies of the 
stress field. The final result could be a more complicated crack path because of 
secondary cracking and high apparent fracture energy.
The density of microcracks in most cases is high and microcrack interaction 
in notched macrocracked specimens may influence the process zone or generally the 
fracture path in the case of fracture of un-notched specimens. However in most of the 
published work on statistical analysis of fracture this interaction has been ignored 
(e.g. 186,207) or has been analysed in a rather complex way (e.g. 358, 359,360), 
where other assumptions may still lead to erroneous results.
An interesting alternative to WLT was proposed by Glucklich [164], who 
hypothesized that so many possible crack paths exist, that offset the random nature 
of the original initiation, so that WLT statistics apply only for crack initiation and not 
for the whole fracture. He suggested that WLT is a limiting case and applies when 
initiation and final fracture coincide. Alderson [134], analysing his results from 
coarse clay mixtures, indicated that Glucklich’s theory applies when a three point 
bending rig is used which reduces the area under stress.
Any probabilistic approach will have certain limitations, the most important 
of which are the following:
a. When more than one flaw population exists, the use of statistics based in 
one flaw population may be erroneous.
b. The flaw population in a structure may be modified during use 
(during application of stress).
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c. In practice the stress state may be multiaxial, while most of the testing 
conditions deal with uniaxial stress conditions.
d. In some cases the number of tests is not adequate for safe determination of 
the Weibull modulus or any other parameter of other functions.
e. The use of Weibull’s, Neville’s or other functions may not characterise 
the fracture statistics of a certain ceramic structure.
The real effort must be to develop a theoretically based function with as few 
parameters as possible, because the use of many parameters may give better fits only 
because of the number of the parameters, even when there is no theoretical 
justification.
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CHAPTER 6. CONCLUSIONS AND SUGGESTIONS FOR 
FURTHER WORK
A number of conclusions can be made considering all the results of the 
research:
a. Sintering in clay ceramics and fibre-composites changes the microstructure 
from point-bonded with low mechanical properties to a glass-ceramic dense 
microstructure whose composition depends on the original composition of the clay and 
that of fibres with higher mechanical properties. As an example point-bonded 
structures, where there is no glass formation (e.g. kaolin sintered at 1000°C, pottery 
mixture at 900°C and brick-clay sintered at 900°C and 1000°C ), have low values of 
E (around 2-5 GPa) MOR (around 7-10 MPa) and KIC( around 0.2-0.35 MPa.m1/2).
Structures where glass formation started but was not enough to produce a 
strong network (e.g. kaolin sintered at 1100 °C pottery mixture sintered at 1000°C) 
and well developed glass-bonded structures with large flaws like sand particles present 
(e.g. brick-clays sintered at 1100°C) which act as sites of fracture initiation, have 
medium values of E (around 10-20 GPa), MOR (around 15-20 MPa) and KIC (0.4-0.7 
MPa.m172). Well-developed glass-bonded structures without major flaws (e.g. kaolin 
sintered at 1200°C and 1300°C or pottery mixture sintered at 1100°C) have relatively 
high E (around 30-40 GPa), MOR ( 35-40 MPa) and KIC (0.7-0.9 MPa.m172) values. 
Kaolin structures sintered at 1400°C reach their maximum properties, while pottery 
mixture specimens attain their optimum properties after sintering at 1150°C. 
Generally, kaolin and pottery mixture have similar structures after sintering at 
temperatures differing by about 200°C. The brick-clays show an increase up to
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1150°C but any further temperature increase results in melting. Kaolin and pottery 
specimens sintered at temperatures higher than the optima show reduced properties 
as a result of increased porosity and bloating.
The addition of fibres to ceramic results in the formation of a CMC, the 
properties of which depend on the matrix and fibre structure and relative volumes, 
the fibre-matrix interface and the length of the fibres. Oxide fibres form a strong 
interface with kaolin matrix since there is a chemical compatibility between fibres 
and matrix which increases strength by crack deflection, while graphite fibres a weak 
interface which increases the strength by fibre debonding and bridging. The fibre 
length should be greater than a critical value in order to carry the full applied 
load.
b. A major problem in short fibre CMCs is the increase of porosity. Relative 
increase of strength and toughness with incorporation of fibres is achieved with 
limited additions of fibres and mainly in weak point bonded structures. The short 
random oriented fibres form in all cases three dimensional agglomerated clusters of 
fibres which induce porosity and decrease density of composites. The overall result 
in most cases is the decrease in strength of composites. Generally the thinner the 
fibres the higher porosity. Development of production methods which reduce porosity 
probably will result in increase of strength.
c. Development of reliable ceramics and composites can be achieved by flaw 
size and density reduction controlled by development of new fabrication methods and 
toughening by incorporation of fibres or second phases.
d. Large particles (e.g. sand particles) or major flaws (e.g porosity) can 
initiate catastrophic failure giving rise to low strength values. These flaws do not
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necessarily influence microstructure as a whole since KIC remains relatively high. 
Strength (MOR), toughness (KIC) modulus of elasticity (E) and work of fracture (Wf) 
are material properties in coarse polyphase heterogeneous ceramics and composites, 
where there are large grains and internal flaws. In most cases strength and toughness 
change in a parallel way. Sand particles in brick-clay ceramics influence strength 
more than toughness.
e. The fundamental energy relations of fracture mechanics are based on linear 
elastic behaviour of homogeneous and isotropic materials.
Inconsistencies arise when these relations are applied to polycrystalline 
ceramics and CMCs. Application of LEFM to the examined ceramics and composites 
shows that the calculated equivalent elastic crack length cE, is many times more than 
any observable feature in the fractured surfaces. This indicates that before 
catastrophic failure flaw linking takes place until a critical value is reached. On the 
other hand evaluation of the LEFM parameters KIC and Wf depend on the specimen 
size giving usually incompatible results, a fact which minimizes the utility of fracture 
toughness as material parameter. Additionally the large specimens needed for valid 
KIC values cannot always be fabricated. Although fracture mechanics is a recognized 
tool for characterising toughness of homogeneous materials, its application to the 
examined ceramics and CMCs, where heterogeneity and anisotropy is added and 
where non-uniform elastic fields exist, add further difficulties in application of LEFM 
and probably preclude the practical application of it or at least the neccessity of 
modification.
f. The statistical approaches to brittle fracture (Weibull or Neville) have cerain 
limitations although they give values of modulus which may be used as a reference.
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Weibull analysis is a pure statistical method having no physical meaning and relation 
to microstructure, while Neville’s function, although having a physical basis, needs 
further development. However, it is questionable if there is a universal statistical 
function and the best treatment may not be to treat all ceramics in the same way, 
since there is such a wide range of ceramic materials (e .g . glasses which are the 
nearest elastic continuums in real materials and where flaws are mainly of the 
surface, cements which have different thermal history in producing a dense structure, 
heterogeneous ceramics which have internal flaws larger or equivalent to structure 
grains and composites which have a changing flaw population and flaw interaction 
etc.).
g. Acoustic emission testing in ceramics shows that acoustic activity increases 
with strength and with fibre addition so that for the same matrix microstructure fibres 
produce about 90% of the AE activity. Since brittle materials do not fail by 
developing a plastic zone but by flaw linking in a series of steps the measured 
acoustic activity could be attributed to flaw linking. AE testing is a valuable tool, 
which can distinguish matrix cracking from fibre cracking and could further be used 
in research on prediction of mechanical behaviour of ceramics and CMCs. AE counts 
seem to follow a statistical distribution. Further development of the AE technique 
could distinguish the microscopic subcritically occurring AE events from those 
occurring during the macroscopic crack propagation.
Further research should be addressed to investigation of other fine-grained and 
coarse grained ceramics and fibre composites with aims similar to the present thesis. 
The development of ceramics and composites following different production methods 
(e.g. isostatic pressing, sol-gel methods etc.) with a controllable flaw size and
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density of flaws and also a minimum porosity and a controlled directionality will 
probably result in improved ceramics and short-fibre CMCs. Improvement of AE 
techniques will also assist further research in brittle fracture and also research on the 
relation of AE events to fabrication methods.
Structural ceramics could also be used as starting materials for production and 
investigation of the so called advanced ceramics through reduction-oxidation 
reactions.
As was mentioned in the literature review on CMCs and fibres (2.1.2.1), 
the majority of information concerned aligned long fibres and that much of it was 
found in the form of patents or proprietary methods and thus is not referenced in the 
usual sources. More research is necessary for theoretical development of strength 
distribution is short random oriented CMCs.
Finally the use of other testing techniques, such as indentation toughness and 
comparison between methods could probably aid research on the mechanical 
properties of ceramics and CMCs.
Research on statistics of mechanical properties of ceramics and CMCs could 
be done after their division in groups having similar characteristics. The statistical 
analysis of AE could probably indicate the existence or not of different flaw 
populations and their effect on structure.
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Eb AVG 2.28 10.19 30.4 39.2 48.59 52.25
GPa STD 0.25 2.21 6.10 6.70 9.41 4.92
c v 10.9 18.1 20.0 17.0 19.4 9.4
Ed AVG 6.8 23.8 46.4 67.0 96.25 80.12
GPa STD 0.30 1.80 2.70 2.60 5.40 5.40
c v 4.4 7.5 5.8 3.9 5.3 6.8
MOR AVG 6.68 16.44 34.22 37.2 60.11 46.21
MPa STD 0.40 3.60 7.10 10.0 5.31 7.69
c v 6.0 22.4 20.7 26.8 8.84 16.6
KIC AVG 0.18 0.38 0.73 0.88 1.15 1.19
M Pa.m 1/2 STD 0.014 0.09 0.10 0.11 0.10 0.25
c v 5.9 24.0 13.7 12.5 9.2 21.41
w f
J/m 2 AVG 7.12 7.32 9.02 10.13 13.74 13.61
D
g/cm 3
AVG 1.54 1.57 1.78 1.95 2.37 2.19
Table 11. Mechanical characteristics of Kaolin samples sintered at various
temperatures.
Abbreviations used in all Tables:
M ech.Prop. =  Mechanical Properties 
Sint.Temp. =  Sintering Temperature
Eb =  Modulus o f Elasticity from 3-point bending tests
Ed =  Modulus o f Elasticity from Dynamic testing
MOR =  Modulus of Rupture
KIC =  Fracture Toughness
W f =  Work of Fracture













































































































AVG 9.66 10.52 12.46 12.39 18.50 9.32
D
g/cm 3
AVG 1.81 1.95 1.99 2.02 2.12
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AVG 12.15 8.72 12.9 12.61
D
g/cm 3
AVG 1.54 1.58 1.64 1.94







E, AVG 1.15 3.1 3.3
GPa STD 0 . 1 1 0.51 0.48
Cv 9.5 16.4 14.5
Ed AVG 7.47 10.97 1 1 . 0 1
GPa STD 0 . 1 1 0.32 0.41
Cv 1.5 2.91 3.7
MOR AVG 5.4 7.0 8.17
MPa STD 0.62 1.15 1.4
Cv 11.4 16.4 17.1
D
g/cm 3
AVG 1.57 1.607 1.610
Table 14 . Mechanical characteristics of Brick-clay large (25X50X70 mm) 














E* AVG 0.67 0.63
GPa STD 0.08 0.06
Cv 11.94 9.5
Ed AVG 5.2 5.2
GPa STD 0.27 0.3
Cv 5.3 5.7
MOR AVG 5.04 4.82
MPa STD 0.49 0.61
Cv 9.7 1 2 . 6
KIC AVG 0.13 0.129
M Pa.m 172 STD 0.019 0.016







Table 15. Mechanical characteristics of K aolin+Fly Ash Composite samples
sintered at 1000°C .
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COMPOSITE: KAOLIN +  4.7vol. a-A I20 : (B-95) FIBRES
MECH. PROP. SINT. TEMP. 1200 °C 1300 °C
Eb AVG 11.09 20.15
GPa STD 2 . 2 3.0
Cv 19.8 14.9
Ed AVG 39.7 57.4
GPa STD 2.9 1 . 0
Cv 7.3 1.7
MOR AVG 35.9 44.0









1000 °c 1200 °C 1300 °C
E, AVG 1.87 23.7 24.85
GPa STD 0.23 9.8 3.63
Cv 1 2 . 2 1 1 . 8 14.6
Ed AVG 8 . 1 31.7 45.3
GPa STD 0 . 6 1 . 2 0.53
Cv 7.4 3.8 1 . 2
MOR AVG 10.99 32.38 34.7
MPa STD 1.3 4.9 7.2
Cv 1 2 . 6 15.1 20.7
KIC AVG 0.365 0.78 0.74
M Pa.m 172 STD 0.027 0.066 0.05
Cv 10.4 8.4 7.16
Wf J/m 2 AVG 35.6 12.83 1 1 . 0 1
D
g/cm 3
AVG 1.44 1 . 6 8 1.90
Table 16. Mechanical characteristics of a-A I20 3 (DENKA B-95) Fibre-composite 
samples sintered at various temperatures (continued)
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COMPOSITE:KAOLIN +  14 vol.a-A I20 3 (B-95) FIBRES
MECH. SINT. 1000 °c 1200 °C 1300 °C
PROP. TEMP.
Eb AVG 1.36 1 2 . 0 12.42
GPa STD 0.18 1 . 1 1.31
Cv 13.20 9.1 10.5
Ed AVG 9.2 29.4 40.95
GPa STD 0 . 8 2 . 0 2.4
Cv 9.4 6 . 8 5.9
MOR AVG 9.3 31.7 35.8
MPa STD 1 . 6 4.5 5.65
Cv 17.2 14.2 15.8
K,c AVG 0.36
M Pa.m 1/2 STD 0.05
Cv 15.4
w f AVG 47.6
J/m 2
D AVG 1.55 1 . 6 8 1.87
g/cm 3
Table 16. Mechanical characteristics of a-A I20 3 (DENKA B-95) Fibre-composite 
samples sintered at various temperatures
COM POSITE:KAOLIN+4.5% vol.5-AI20 3 (SAFFIL) FIBERS
MECH.PROP. SINT.TEMPER. 1200 °C 1300 °C
Eb AVG 13.1 23.5
GPa STD 0 . 8 2 . 8
Cv 6 . 1 11.9
Ed AVG 36.6 58.45
GPa STD 1.16 1.65
Cv 3.2 2 . 8
MOR AVG 34.1 40.25
MPa STD 3.8 4.2
Cv 1 1 . 1 10.4
D
g/cm 3
AVG 1.78 2 . 0
Table 17 . Mechanical characteristics of 5-AI20 3 Saffil fibre composite samples at
various temperatures (continued)
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COM POSITE:KAOLIN+9.7% vol. 5- AI20 3 (SAFFIL) FIBERS
M ECH.PROP. SINT.TEMP. 1200 °C 1300 °C
AVG 14.4 15.6
GPa STD 0.9 1 .1
Cv 6.25 7.0
Ed AVG 36.4 54.3
GPa STD 2.4 0.9
Cv 6 . 6 1.65
MOR AVG 39.3 42.1









Eb AVG 9.0 15.5
GPa STD 0.7 1.4
Cv 7.7 9.0
Ed AVG 24.7 43.1
GPa STD 0.64 1.3
Cv 2 . 6 3.0
MOR AVG 25.3 31.95





Table 17. Mechanical characteristics of 5- AI20 3 (SAFFIL) fibre-composite 
samples sintered at various temperatures
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MECHANICAL SINTERING 1000 °c 1200 °C
PROPERTIES TEMPERATURE
Eb AVG 3.2 18.45
GPa STD 0.4 4.2
Cv 12.5 22.7
Ed AVG 8.4 31.6
GPa STD 0.4 0.9
Cv 4.8 2.8
MOR AVG 10.5 33.8
MPa STD 1.0 4.2
Cv 9.5 12.4
KIC AVG 0.424 0.68
M Pa.m 1' 2 STD 0.037 0.04
Cv 8.76 5.9
W f AVG 28.09 12.53
J/m 2
D AVG 1.45 1.73
g/cm 3
Table 18. Mechanical characteristics of 9.7 % vol. Mullite 
(B80-K) Fiber Kaolin Composite samples sintered at 1000 and 1200°C .
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COMPOSITE:KAOLIN +8.55%  CARBON (GRAFIL) FIBRES
MECHANICAL SINTERING 1000 °c 1200 °C 1300 °C
PROPERTIES TEMPERATURE
AVG 2.96 9.65 18.5
GPa STD 0.07 1 .1 2 . 6
Cv 2.36 11.4 14.0
Ed AVG 1 2 .1 29.4 42.2
GPa STD 1 .1 0.5 2.9
Cv 9.0 1.7 6.9
MOR AVG 9.53 23.0 37.0
MPa STD 1 . 6 3.6 9.0
Cv 16.5 15.6 24.0
D AVG 1.41 1.50 1.74
g/cm 3
C O M PO SITE:K A O LIN +16.6% vol. CARBON (GRAFIL) FIBRES
MECHANICAL
PROPERTIES
SINTERING TEMP. 1200 °C 1300 °C
Eb AVG 6 . 0 8 . 0
GPa STD 1.3 1 . 0
Cv 2 1 . 6 12.5
Ed AVG 25.67 31.76
GPa STD 1 . 0 2.5
Cv 3.9 7.8
MOR AVG 25.58 28.96





Table 19. Mechanical properties of Carbon (Grafil) fibre-composite samples,
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Table 20. Effect of type of Estimator on Weibull Modulus o f KIC for Kaolin 
Notched specimens sintered at 1100°C and tested at 3-point bending.
i=  ith (ranked) order of failure of specimen 
N =  total number of specimens
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S T A T I S T I C A L  C H A R A C T E R I S T I C S  O F  B R I C K - C L A Y  
U N - N O T C H E D  S P E C I M E N S  S I N T E R E D  A T  9 0 0 ° C
N s M O R
M P a .
m r o r i r N M O R *
M P a
2 9 8 . 5 4
[ 1 . 1 6 ]
8 . 5 4 0 . 9 8 8 2 0 . 9 8 6 8 0 . 9 7 6 5 5 . 3 1
6 3 8 . 6 9
[ 1 . 0 1 ]
9 . 6 6 0 . 9 9 3 1 0 . 9 8 9 9 0 . 9 7 1 9 5 . 5 8
9 4 9 . 1 6
[ 1 . 1 3 ]
9 . 3 5 0 . 9 9 0 8 0 . 9 9 3 4 0 . 9 8 2 9 5 . 9 2
1 4 4 9 . 7
[ 1 . 3 4 ]
8 . 5 2 0 . 9 8 4 8 0 . 9 9 5 8 0 . 9 8 4 4 5 . 5 2
Table 21. Variation of statistical characteristics of Brick-clay 
un-notched specimens sintered at 900°C as a function o f the number o f tested
specimens.
Ns =  Number of tested specimens
m =  Weibull modulus from 2-parameter Weibull
function
r0 =  Correlation coefficient in a 2-parameter Weibull
function
=  Correlation coefficient in a 3-parameter Weibull 
function
rN =  Correlation coefficient in a Neville function





































1100 °C 4.74 0.9783 0.9878** 0.9798* 6.36
1200 °C 4.79 0.9899** 0.9755 0.9603 14.58
1300 °C 4.15 0.9729 0.9863 0.9869** 13.06






























1100 °C 4.77 0.9490 0.9660 0.9688** 0.169
1200 °C 4.82 0.9798 0.9906 0.9941** 0.406
1300 °C 8.31 0.9614 0.9861 0.9901** 0.532
Table 22. Comparison of Statistical Characteristics of Kaolin specimens 
resulting from Weibull and Neville functions,using Correlation Coefficients.
MOR* =  Threshold value of MOR in 3-parameter Weibull function 
Kiah =  Threshold value of KIC in 3-parameter Weibull function
** indicates the best correlation coefficient
* indicates the best correlation coefficient between
2-parameter Weibull and Neville functions.
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900 °C 8.93 0.9673 0.9858 0.9865** 6 . 8 8
1000 °C 5.93 0.9915** 0.9794 0.9696 10.48
1100 °C 8.48 0.9717 0.9870 0.9818* 22.19






























900 °C 12.58 0.9654 0.9859** 0.9839* 0.223
1000 °C 14.83 0.9633 0.9829 0.9875** 0.496
1100 °C 11.46 0.9908 0.9915** 0.9892 0.565
Table 23. Comparison of Statistical Characteristics o f Pottery Mixture 
specimens resulting from Weibull and Neville functions, using Correlation
Coefficients.
MOR* =  Threshold value of MOR in 3-parameter Weibull function 
Kicth =  Threshold value of KIC in 3-parameter Weibull function
** indicates the best correlation coefficient
* indicates the best correlation coefficient between
2-parameter Weibull and Neville functions.
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900 °C 8.64 0.9822* 0.9945** 0.9765 5.52
1000 °C 10.46 0.9810 0.9950** 0.9875* 6.82
1100 °C 8.61 0.9859* 0.9813** 0.9813 15.02




























K i c *
M Pa.m 1/2
900 °C 12.96 0.9658 * 0.9862** 0.9631 0.246
1000 °C 4.83 0.9843** 0.9843 0.9806 0.135
1100 °C 13.07 0.9661 0.9900 0.9918** 0.496
Table 24. Comparison of Statistical Characteristics of Brick Clay specimens 
resulting from Weibull and Neville functions,using Correlation Coefficients.
MOR* =  Threshold value of MOR in 3-parameter Weibull function 
Kicth =  Threshold value of KIC in 3-parameter Weibull function
** indicates the best correlation coefficient
* indicates the best correlation coefficient between
2-parameter Weibull and Neville functions.
310
STATISTICAL CHARACTERISTICS OF COMPOSITE SPECIMENS
TYPE OF 
MATERIAL
















8.64 0.9818 0.9902** 0.9865* 6.82
9.2% vol 




4.98 0.9890** 0.9651 0.9724 15.18





8.80 0.9902 0.9911** 0.9855 3.09
GLASS 6.34 0.9741 0.9781 0.9839** 6 8
Table 25. Comparison of Statistical Characteristics of Composites resulting 
from Weibull and Neville functions,using Correlation Coefficients.
MOR* =  Threshold value of MOR in 3-parameter Weibull function
** indicates the best correlation coefficient
* indicates the best correlation coefficient between
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Fig.25 Variation of mechanical characteristics with sintering temperature in kaolin 
ceramics; (a) [1] Density g/cm3, [2] Modulus of elasticity from dynamic testing Ed 
GPa, [3] Modulus of Elasticity from bending, Eb GPa, (b) [4] Work of Fracture,Wf , 
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Fig.26 Variation of mechanical characteristics with sintering temperature in pottery 
mixture ceramics; (a) [1] Density g/cm3, [2] Modulus of elasticity from dynamic 
testing Ed GPa, [3] Modulus of Elasticity from bending, Eb GPa (b) [4] Work of 
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S in te r in g  T e m p era tu re  C
F i g . 2 7  V a r i a t i o n  o f  m e c h a n i c a l  c h a r a c t e r i s t i c s  w i t h  s i n t e r i n g  t e m p e r a t u r e  i n  b r i c k - c l a y  
c e r a m i c s ;  (a): [ 1 ]  D e n s i t y  ( g / c m 3 ) ,  [ 2 ]  M o d u l u s  o f  e l a s t i c i t y  f r o m  b e n d i n g  E b  (  G P a )  
[ 3 ]  M o d u l u s  o f  E l a s t i c i t y  f r o m  d y n a m i c  t e s t i n g  E d  ( G P a ) ,  (b): [ 4 ]  F r a c t u r e  T o u g h n e s s  
K I C  ( M P a . m 1 /2 ) ,  [ 5 ]  M o d u l u s  o f  R u p t u r e  M O R  ( M P a ) ,  [ 6 ]  W o r k  o f  F r a c t u r e  W f  ( J / m 2 ) ,  
( c ) :  E f f e c t  o f  f r o s t  t e s t i n g  o n  M O R  (  M P a ) ,  M o d u l u s  o f  R u p t u r e  b e f o r e  ( A )  a n d  a f t e r  






































Fig.28 Variation of mechanical characteristics with Fly Ash content in Kaolin-Fly 
Ash composite ceramics; (a): [ 1 ] Modulus of Elasticity from dynamic testing, Ed (GPa), 
[2] Density (g/cm3), [3] Modulus of elasticity from bending Eb (GPa), (b): [4] Work 
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Fig.29 Variation of mechanical characteristics with sintering temperature in 4.7% vol. 
a-A I20 3 fibre kaolin composites: [1] Density (g/cm3), [2] Modulus of Elasticity from 
dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa), [4] Modulus of 







































































Fig. 30 Variation of mechanical characteristics in 9.2% vol. 0t-AI2O3 fibre kaolin 
composites: (a): [ 1 ] Density (g/cm3), [2] Modulus of Elasticity from dynamic testing, 
Ed (GPa), [3] Modulus of elasticity from bending Eb (GPa), (b): [1] Fracture 
Toughness KIC (MPa.m172), [2] Modulus of Rupture MOR (MPa), [3] Work of Fracture 































Fig. 31 Variation of mechanical characteristics with sintering temperature in 14.7% vol. 
oc-AI20 3 fibre kaolin composites: [1] Density (g/cm3), [2] Modulus of Elasticity from 
dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa), [4] Modulus of 
























Fig.32 ariation of mechanical characteristics with sintering temperature in 4.5% vol. 
Saffil fibre kaolin composites: [1] Density (g/cm3), [2] Modulus of Elasticity from 
dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa), [4] Modulus of 
elasticity from bending Ej, (GPa).
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Fig.33 Variation of mechanical characteristics with sintering temperature in 9.7% vol. 
Saffil fibre kaolin composites: [1] Density (g/cm3), [2] Modulus of Elasticity from 
dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa), [4] Modulus of 













Fig. 34 Variation of mechanical characteristics with sintering temperature in 9.7% vol. 
Saffil fibre kaolin composites: [1] Density (g/cm3), [2] Modulus of Elasticity from 
dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa), [4] Modulus of 























































Fig.35 Variation of mechanical characteristics with sintering temperature in 9.7% vol. 
mullite fibre kaolin composites: (a): [1] Density (g/cm3), [2] Modulus of Elasticity 
from dynamic testing, Ed (GPa), [3] Modulus of elasticity from bending E,, (GPa). 
(b): [1] Fracture Toughness KIC ( MPa.m1/2), [2] Modulus of Rupture MOR (MPa), 
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Fig.36 Variation of mechanical characteristics with sintering temperature in 8.5% 
vol. Grafil fibre kaolin composites: [1] Density (g/cm3), [2] Modulus of Elasticity from 
dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa), [4] Modulus of 





















Fig.37 Variation of mechanical characteristics with sintering temperature in 16.5% 
vol. Grafil fibre kaolin composites: [1] Density (g/cm3), [2] Modulus of Elasticity from 
dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa), [4] Modulus of 
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Fig.38 Graphic representation of flexural strength with sintering temperatures of 
various ceramics and composites with the same matrix (kaolin).
( K+Saf=Kaolin+Saffil Fibres, K+Graf=Kaolin+Grafil fibres, K+B95=Kaolin+a-AI20 3 B95 fibres, 
K+B80K=Kaolin+mullite B80K fibres, K+FA+Kaolin+Fly Ash )
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Fig. 39 Graphic representation of fracture toughness (KIC, MPa.m1/2) with sintering 
temperatures of various ceramics and composites with the same matrix (kaolin).
























-i | i | i | i | i | i | i | i | i | i | i | i | i | i | i | i 1
0  1 2 3 4  5  6  7  8  9 10 11 12 13 14 15
Fiber content (% vol)
Fig.40 Graphic representation of the variation of mechanical properties with a-A I20 3 
(B-95) fibre content at different sintering temperatures (a) 1200°C: [1] Density 
(g/cm3), [2] Modulus of Elasticity from dynamic testing, Ed (GPa), [3] Modulus of 
elasticity from bending Eb (GPa), [4] Modulus of Rupture MOR (MPa) , (b) 1300°C: 
[1] Density (g/cm3), [2] Modulus of Elasticity from dynamic testing, Ed (GPa), [3] 
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Fig.41 Graphic representation of the variation of mechanical properties with 6-A I20 3 
(Saffil) fibre content at different sintering temperatures; (a)1200°C :[1] Density 
(g/cm3), [2] Modulus of Elasticity from dynamic testing, Ed (GPa), [3] Modulus of 
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Fig.41 (cont.) (b) Graphic representation of the variation o f mechanical properties with 
5-AI20 3 (Saffil) fibre content at 1300°C:[1] Density (g/cm3), [2] Modulus of Elasticity 
from dynamic testing, Ed (GPa), [3] Modulus of Rupture MOR (MPa) , [4] Modulus 
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Fig.42 Graphic representation of the variation of mechanical properties with Grafil 
fibre content at different sintering temperatures; (a)1200°C , (b) 1300°C :
[1] Modulus of Elasticity from dynamic testing, Ed (GPa), [2] Density (g/cm3), [3] 
Modulus of Rupture MOR (MPa) , [4] Modulus of elasticity from bending Eb (GPa).
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Fig.43 SEM micrographs from Kaolin (a) in "as received condition" and sintered at: (b) 1000°C, (c) 1100°C, and (d) 1200°C.
322
s
0 .5  a m
Fig.43 (cont.) SEM micrographs from Kaolin (e) 1300°C, (f) 1400°C (g) and (h)1500°C.
(a) (b)
Fig.44 SEM micrographs from Pottery (a) 900°C, (b) 1000°C, (c) 1050°C, (d) 1100°C.
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Fig.44 (cont.) SEM micrographs from Pottery Mixture sintered at: (e) and (f) 1150°C 
(a) (b)
Fig.45 SEM micrographs from Brick-clay sintered at (a) 900°C, (b) 1000°C
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5 0  f im
Fig.45(cont.) SEM micrographs from Brick-clay sintered at: (c) 1050°C, (d) 1100°C , (e) and (f) 1150°C,
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Fig.45 (cont) SEM micrographs from Brick-clay sintered at (g) (h) P 8 , and (j) P9 sintering programmes
(a) (b)
10 fim
Fig.46 SEM micrographs from Kaolin+5% and 10% (W/W) Fly Ash composite sintered at 1000°C.
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Fig.47 SEM micrographs from Kaolin+o'-alumina (B95) Denka fibres sintered at 1000,1200 and 1300°C.
(a):9.2% fibres sint. at 1000°C, (b) 4.7% fibres sint. at 1200°C, (c) 14% fibres sint. at 1300°C, (d) 9.2% fibres sint. at 1300°C.
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(a) (b)
Fig.48 SEM micrographs from Kaolin +  Saffil fibres sintered at 1200 and 1300°C, (a):9.7% fibres sint. at 1200°C, 
(b) 14.75% fibres sint. at 1200°C, (c) 4.5% fibres sint. at 1300°C, (d) 14.75% fibres sint. at 1300°C.
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Fig.49 SEM micrographs from Kaolin+9.7%  vol. mullite (B80K) Denka fibres sintered at: (a) 1000 and (b) 1200°C 
(a) (b)
Fig. 50 SEM micrographs from Kaolin -I- Grafil: (a) 8.55% fibres sint. at 1000°C, (b) 16.6% fibres sintered at 1200°C.
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Fig.50 (cont.) SEM micrographs from Kaolin+G rafil fibres: (c) and (d) 16.6% fibres sintered at 1200°C, (e): 8.55% fibres 
sintered at 1300°C, (f) 16.6% fibres sintered at 1300°C.
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X100 XlOO
Fig.51 OM micrographs from fibre-kaolin composites: (a) 9.2% a-Al20 3 sint. at 1200°C, (b) 4.5% Saffil sint. at 1300°C,
(c) 9/7% mullite sint. at 1200°C, (d) 8.55% Grafil sint. at 1000°C.
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Fig.52 SEM micrographs from Denka fibres: (a) a-A l20 3 fibres in "as received condition", (b) fractured after sintering at 1200°C 
(c) and (d) non-fibrous material in "as received" condition and after sintering at fracture at 1000°C respectively.
333
10 fim
Fig.52 (cont.) (e) mullite fibres in "as received" condition, (f) fractured after sintering at 1200°C
Fig.53 SEM micrographs from Grafil fibres: (a) in "as received condition, (b) fractured after sintering at 1200°C.
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Fig.54 SEM micrographs from Saffil 5-Al20 3 fibres: (a) in "as received condition, (b) diameter distribution, (c)
twin fibres in "as received condition" and (d) fractured fibre after sintering at 1200°C.
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Fig.55 X-ray Diffraction patterns of pure ceramics; (a) Remblend kaolin: [1] "as 
received" condition and after sintering at [2] 1000, [3] 1100, [4] 1200 [5] 1300 and 
[6 ] 1500°C. (b) Pottery mixture: [1] in "as received condition" and after sintering at 
[2] 900, [3] 1000 and [4] 1100°C.
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Fig.55(c) Brick-clay in [1] "as received condition" and after sintering at [2] 900, 
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Fig.56 XRDs of Brick-clay sintered at 900°C at soaking time: [1] lh , [2] 3h, [3] 6 h, 
[4] 24h. Q=Quartz, I=Illite, F=Feldspar, Fe=Fe oxide, Cl=Chlorates,
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Fig.57 XRDs from Kaolin and Fly Ash combinations: [1] Kaolin, [2] Fly Ash,
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F i g . 5 8  X - r a y  d i f f r a c t i o n  p a t t e r n s  f r o m  f i b r e s :
(a) I n  a s  " r e c e i v e d "  c o n d i t i o n :  [ 1 ]  G r a p h i t e  G r a f i l  f i b r e s ,  [ 2 ]  S a f f i l ,  [ 3 ]  a - A I 2 0 3 (  B -  
9 5 )  a n d  [ 4 ]  m u l l i t e  D e n k a  B 8 0 K  f i b r e s  .
(b) A f t e r  s i n t e r i n g  a t  1 3 0 0 ° C :  [ 1 ]  S a f f i l  f i b r e s ,  [ 2 ]  a - A I 2 0 3  B 9 5  f i b r e s  
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Fig.59 XRD peaks of Kaolin composites in as received condition with:
(a) [1] 4.7% , [2] 9.2 % and [3] 14 % (v/v) a-A I20 3 (B-95) fibres
(b) [1] 4.5% , [2] 9.7 % and [3] 14.75% Saffil fibres







Fig.60 Comparison of XRDs from [1] pure kaolin with those from [2] kaolin 
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Fig.61 XRD peaks from kaolin composites after sintering at 1200°C:
(a) <x-AI20 3 fibres: [1] 4.7% , [2] 9.2%, [3] 14% vol. fibres.
(b) 6 - A I A  fibres: [1] 4.5% , [2] 9.7%, [3] 14.75 % vol. fibres.
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Fig.62 The effect of sintering temperature on a kaolin+9.2 % vol. a-A I20 3 
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Fig.63 Tg-DTA curves of ceramic powders in as received condition; 
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Fig.64 AE from glass specimens during 3-point bending : (a) The cumulative events- 
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Fig.65 AE from kaolin specimens:during 3-point bending :
(a) AE cumulative events and rate as a function of time from kaolin in as "received" 
condition , (b) Typical AE amplitude distribution after sintering at 1300°C, (c) AE 













Fig.65 (cont.) (e)Event rate distribution as a function of deflection after sintering at 
1100°C, (f) Typical load-deflection curve after sintering at 1100oC.
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Fig . 6 6  AE from pottery mixture specimens tested at 3-point bending: (a) Amplitude 
distribution after sintering at 1000°C, (b) AE events versus deflection after sintering 
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Fig . 6 6  (cont.) Pottery Mixture (d) Kaiser effect after sintering at 1100°C, 
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Fig.67 AE from Brick-clay specimens during 3-point bending: (a) 
Amplitude distribution after sintering at 1100°C, (b) Event-load distribution after 
sintering at 1100°C, (c) AE events and rate versus load after sintering at 950°C , (d) 
Kaiser effect after sintering at 1100°C.
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Fig . 6 8  AE from Kaolin+Fly Ash composites: (a) Amplitude distribution 
from a 10% (w/w) mixture after sintering at 1000°C, (b) Event rate -load distribution 
from a 10% (w/w) mixture after sintering at 1000°C, (c) Event rate versus load from 
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Fig.69 AE results from kaolin a - AI20 3 fibre composites during 3-point 
bending: (a) Amplitude distribution in a 9.2% vol mixture after sintering at 1200°C, 
(b) Event rate versus load in a 9.2% vol. mixture after sintering at 1000°C, (c) Load 
and cumulative events versus time in a 14% vol. mixture after sintering at 1300°C , 
(d) Kaiser effect in a 9.2% vol. mixture after sintering at 1300°C , (e) Load and event 
rate versus time in a 4.7% vol. mixture sintered at 1300°C .
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Fig.70 AE from Kaolin-Saffil fibre composites tested at 3-point bending .
(a) Amplitude distribution in a 4.5% vol. mixture sintered at 1200°C, (b) Load- 
deflection distribution in a 14.75% vol. mixture after sintering at 1300°C, (c) Event 
rate and load versus time in a 4.5% vol. mixture sintered at 1200°C, (d) Cumulative 
AE events load distribution in a 4.5% vol. mixture sintered at 1200°C, (e) Load and 
cumulative events versus deflection in a 9.7% mixture sintered at 1200°C.
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Fig.71 AE from Kaolin-mullite (B80-K) fibre composites tested at 
3-point bending: (a) Amplitude distribution in a 9.7% vol. mixture sintered at 1000°C,
(b) Load-event rate distribution versus deflection in a 9.7% vol. mixture after sintering 
at 1000°C, (c) Kaiser effect in a 9.7% vol. mixture sintered at 1200°C, (d) Amplitude 
distribution in a 9.7% vol. mixture during first loading, (e) Amplitude distribution 
during second loading of the specimen tested previously at (d).
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Fig.72 AE from Kaolin-Grafil fibre composites tested at 3-point bending:
(a) AE events and rate versus deflection in a 16.6% vol. mixture sintered at 1200°C,
(b) Kaiser effect in a 8.5% vol. mixture after sintering at 1300°C, (c) Event rate and 
load versus time in a 16.6% vol. mixture sintered at 1200°C, (d) Amplitude 
distribution in a 8.5% vol. mixture after sintering at 1300°C, (e) Amplitude distribution 
during second loading of the specimen tested previously at (d), (f) AE activity 
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Fig.73 The effect of cyclic loading (load versus time) on acoustic activity 
(event rate ) of ceramics and fibre ceramic composites, (a) Kaolin sintered at 1400°C 
(b) Pottery mixture sintered at 1150°C , (c) kaolin+16.6% Grafil composite sintered 
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Fig.74 The change of event rate distribution versus load, during repeated 
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Fig.75 Weibull type probability curves from AE activity in ceramics :(a) kaolin 
sintered at 1300°C, (b) brick-clay sintered at 1100°C, (c) pottery mixture sintered at 
1100°C. F(V) is the cumulative probabaility function and V is the peak amplitude.
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Fig.76 Event-Peak amplitude distribution (number of detected events ne with 
amplitude larger than V , versus peak amplitude ) log-curves from ceramics and 
composites: (a) kaolin sintered at 1300°C, (b) pottery mixture sintered at 1100°C,
(c) brick-clay sintered at 1100°C, (d) 14.75% vol. Saffil composite sintered at 1300°C, 
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Fig.77 Graphic representation of the effect of estimator type on Weibull modulus of 
notched Kaolin specimens sintered at 1100°C and tested at 3-point bending: 
l-i/(N +l), 2.(i-0.5)/N, 3.(i-0.3)/((N+0.4), 4.(i-3/8)/(i+l/4)
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Fig.78 Graphic representation of the effect of specimen population on Weibull 
modulus of Brick-clays sintered at 900°C and tested at 3-point bending. 
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Fig.79 The two and three Weibull parameters distribution and Neville distribution 
curves for MOR values of un-notched kaolin specimens. K ll=sintered at 1100°C, 
K12=sintered at 1200°C, K13= sintered at 1300°C.
(a) 2-parameter function, (b) 3-parameter Weibull function (at Pf=0.01 MORth=6.36, 
14.58 and 13.06 MPa from specimens sintered at 1100, 1200, 1300°C rsp. (c) Neville 
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Fig.80 The two and three Weibull parameters distribution and Neville distribution 
curves for KIC values of notched kaolin specim ens.K ll=sintered at 1100°C, 
K12=sintered at 1200°C, K13= sintered at 1300°C.
(a) 2-parameter function, (b) 3-parameter Weibull function (at Pf=0.01 KIcth=0.165, 
0.406 and 0.532 M Pa.m 1/2 from specimens sintered at 1100, 1200, 1300°C rsp.
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Fig.81 The two and three Weibull parameters distribution and Neville 
distribution curves for MOR values of un-notched pottery mixture specimens. 
P9=sintered at 900°C, P10=sintered at 1000°C, P ll=sintered at 1100°C.
(a) 2-parameter function, (b) 3-parameter Weibull function (at Pf=0.01 
MOR(h=6 .8 8 , 10.48 and 22.19 MPa from specimens sintered at 900, 1000,
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Fig.82 The two and three Weibull parameters distribution and Neville distribution 
curves for KIC values of notched pottery mixture specimens.
P9=sintered at 900°C, P10=sintered at 1000°C, P ll=sintered at 1100°C.
(a) 2-parameter function, (b) 3-parameter Weibull function (at Pf=0.01 
Kiah=0.223, 0.496 and 0.565 MPa.m1/2 from specimens sintered at 900, 1000, 
1100°C rsp. (c) Neville function. Fracture Toughness KIC in MPa.m1/2.
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Fig. 83 The two and three Weibull parameters distribution and Neville distribution 
curves for MOR values of un-notched brick-clay mixture specimens.
B9=sintered at 900°C, B10=sintered at 1000°C, B ll=sintered at 1100°C.
(a) 2-parameter function, (b) 3-parameter Weibull function (at Pf=0.01 
MORth=5.52, 6.82 and 15.02 MPa from specimens sintered at 900, 1000,
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Fig. 84 The two and three Weibull parameters distribution and Neville distribution 
curves for KIC values of notched brick-clay specimens.
B9=sintered at 900°C, B10=sintered at 1000°C, B ll=sintered at 1100°C.
(a) 2-parameter function, (b) 3-parameter Weibull function (at Pf=0.01 
KICth=0.246, 0.135 and 0.496 MPa.m 1/2 from specimens sintered at 900, 1000,
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Fig.85 The two and three Weibull parameters distribution and Neville distribution 
curves for MOR values of un-notched 10% (w/w) FA-kaolin composite 
specimens sintered at 1000°C.
(a) [1] 2 parameter function , [2] 3-parameter function (at Pf=0.01 
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Fig. 8 6  The two and three Weibull parameters distribution and Neville distribution 
curves for MOR values of un-notched 4.7% vol a-A I20 3 fibre composite 
specimens sintered at 1200°C.
(a) [1] 2 parameter function , [2] 3-parameter function (at Pf=0.01 
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Fig. 87 The two and three Weibull parameters distribution and Neville distribution 
curves for MOR values of un-notched 9.2 vol a-A I20 3 fibre composite 
specimens sintered at 1000°C and 1300°C.
(a)sintering temperature 1000°C: [1] 2-parameter function, [2] 3-parameter function 
(at Pf=0.01 MORth=6.82 MPa),(b) sintering temperature 1000°C:Neville function 
(c) sintering temperature 1300°C : [1] 2-parameter function, [2] 3-parameter function 
(at Pf=0.01 MORth=15.18 MPa), (d) sintering temperature 1300°C : Neville function. 
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Fig . 8 8  The effect of the third Weibull parameter xu on the fitness of 
results of KIC values of Kaolin specimens sintered at 1100°C. 
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Fig. 89 Log-Normal distributions for selected specimen groups; (a) Kaolin un­
notched specimens sintered at 1100°C, (b) Kaolin notched specimens sintered at 
1100°C, (c) Pottery notched specimens sintered at 900°C,(d) Kaolin+4.7% a-A I20 3
composite sintered at 1200°C .
Modulus of Rupture MOR in MPa. Fracture Toughness in M Pa.m1/2.
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APPENDIX 1. CEMENT
A 1.1 COMPOSITION AND STRUCTURE
Cement, a very old material known to Egyptians and Greeks, is a mixture of 
different substances (Ordinary Portland Cement is based mainly on the ternary system 
of calcium, silicon and aluminum oxides and from mineralogical point of view, is a 
mixture of alite C3S (3Ca0.Si02) and belite C2S (2Ca0.Si02)) which develops rigidity 
and strength by hardening when is mixed with water and although appears to 
constitute a different class of material, it has some similarities to ceramics with 
respect to processing and chemical composition, and often is included in the class of 
ceramics. This was the main reason to choose, the most commonly used type of white 
Ordinary Portland Cement (OPC) pure and in mixtures with Fly Ash (FA), as a 
reference materials is this work.
A number of reviews [e.g A1-A5] and books [e.g A2,A6,A7] have attempted 
to refine the literature and clarify the chemistry, kinetics and microstructure of 
cement.
A 1.2 HYDRATION AND HARDENING AND STRENGTH OF OPC
All cements harden by reaction and not by drying and sintering as in the 
majority of ceramic materials. The main hardening reactions [A8], which start after 
about 3 hours of the initial mixing of OPC with water, are the hydration exothermic 
reactions of C2S and C3S, resulting in the formation of tobermorite gel (Cx-S-Hy)
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which forms protuberances like thin rods, made of C3S2H3 and radiating around the 
grains, [1], and occupies about 70% of the structure and crystalline calcium 
hydroxide (CH) known as portlandite. Water is necessary for the chemical reaction 
and the filling of gel pores. This reaction continue for long time and thus cement 
behaviour is very different when compared with other materials which remain static 
after mechanical and/or thermal treating.
The strength development of cement [A9] depends on mainly on its chemical 
composition and physical condition (e.g. fineness), the hydration temperature and the 
concentration of the gel formed during hydration (its concentration is dependent on 
the degree of hydration of the cement and the initial water/cement ratio ) and 
especially on the ratio of the volume of hydrated cement to the sum of the volumes 
of the hydrated cement and capillary pores and finally the air content of the paste.
A 1.3 FLY ASH CEMENT
Fly Ash is a product of combustion of lignitic coal in electric power stations 
with pozollanic behaviour. Mills [A 10], examining the reaction products of high lime 
FA in mixtures with Portland cement., using EDX and SEM, found beneficial effects 
of P.C. substitution with FA. From technological point of view energetic 
environmental and economic considerations make the use of such fly ash mixtures 
with P.C. an interesting alternative, since the addition of FA improves the 
workability, durability to chemical attack and lowers the heat of hydration [A11-A14]. 
However, the use of FA as a supplementary cementing material in the cement 
industry ,is low, due partially to lack of quality control and test methods able to
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evaluate adequately the performance of FA. Systematic characterisation of FAs and 
further development of testing methods, as well as systematic research and discussion 
results could probably increase the use of FAs.
The cementitious properties of high calcium FA are attributed to the 
presence of C3A, anhydride and some free CaO [A ll]. Halse and Pratt, [A15], 
examined the development of microstructure and other properties in OPC- 30% FA 
systems with w/s ratio of 0.45-0.50. They found that the Ca(OH)2 content initially 
increased, but after a maximum reached in 7-14 days decreased as a result of 
pozolanic reaction (formation of hydrated calcium silicates, CxSHy ) and finally the 
compressive strength was increased.
A 1.4 FRACTURE OF CEMENT
Strength development in cement is very fast in the beginning and gradually 
decreases [A 16]. After 3 days the values reach about 30% and after 7 days about 
60% of the compressive strength of 28 days. Less steep is the change of flexural 
strength. After 3 days the values reach about 70% and after 7 days the values reach 
about 85% of the flexural strength of 28 days.
Grudemo [A17], reviewed the possible relationships between fracture strength, 
porosity, solid-phase composition and crack structure in cement paste and underlined 
that cement is a material of variable composition and water content , consisting of 
phases changing with time and simplified expressions of strength functions do not 
take into account the influence of a number of factors which are very important in the 
case of cement (i.e heterogeneous distribution of matter in the solid phase, stress
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concentrations variations of stress intensity factors due to different pore shapes etc). 
Additionally the internal microstructure of the cement, that is, the arrangement of 
particles with different micro-phases having different size and shape, the strength of 
bonds (ionic in water molecules and Van Der Waals across phase boundaries and 
microcracks), are factors of great importance.
As a result of the above a more accurate analysis of the influence of 
microstructure on strength and fracture mechanism would require a more complicated 
expression. Although observation of details, such as microcrack initiation, in the 
range of micrometers, is resolution dependent, special illumination techniques used 
by Higgins and Bailey [A18], during examination of cement paste in tensile loading, 
indicated the formation of parallel microcracks in the crack zone.
Grudemo, [A 17], hypothesized that under load the possible crack paths 
developed include lamellar cracks between CH blocks, radial cracks through the outer 
and inner envelopes spherical cracks around undydrated cement particles and ruptured 
contact zones between adjoining outer gel coats. He also expressed the view that 
since the crack length c for brittle materials is a few microns and vary from point 
to point , the significance of E, Gc and c for cement paste and concrete is rather 
enigmatic .
A 1.5 AE IN CEMENT-BASED MATERIALS
AE of concrete notched specimens, [A 19], revealed that no significant 
activity of AE take place in the elastic part of the stress-strain curve. When the load 
is increased a sharp increase in the event rate take place.
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Analysis of the AE activity showed that it is dependent on the notch ratio of 
the specimen. The deeper the notch the more intense the activity in the elastoplastic 
field and the higher the cumulative AE counts.
Maji and Shah [A20], studied the process of localization of cracks and the 
movement of the fracture process zone in concrete and mortar under uniaxial tension 
and under cyclic tests, using AE, and indicated that the fracture process zone (FPZ) 
can be significant, depending upon material’s microstructure, grain size, rate of 
loading, type of specimen and other parameters and direct application of linear 
elastic fracture mechanics (LEFM) may not be applicable. They concluded that some 
AE events were produced in a region near the notch (process zone ) was before 
fracture load was attained but events continue to occur far behind the crack tip near 
the notch tip. The AE event rate has sharply increased before fracture and the 
highest rate occurred after peak load was attained. The Kaiser effect found to be 
present in concrete up to about 80 % of the ultimate strength [A21,A22].
A 1.6 EXPERIMENTAL RESULTS
A number of cement specimens was prepared by mixing OPC powder with 
water (0.4 w/c). Curing of the moulds ( 25 X 25 mm ,in diameter and height ) 
carried out at 20° +  1° C , in a high humidity sealed cabinet for the first 24 hours 
and after demoulding for 28 days.
Quantitative XRF analysis results and XRF spectrum from OPC in "as 
received" condition are shown in fig. A. la  and Table A .l .
They are in agreement with OPC composition standards. OPC is a mixture, consisting
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Compound % Composition Compound % Composition
CaO 71.8 S i0 2 23.2
AI20 3 4.6 Fe20 3 0 . 2
MgO 0 . 1 Na20 0 . 1
K20 0 . 1 T i0 2 0 . 1
Table A .l Quantitative XRF results of OPC composition.
mainly from lime, silica and alumina . TG-DTA analysis (fig. A. lb) show that 
cement is a quite stable material. XRD analysis of OPC, FA and mixtures O PC +5%  
FA and OPC +  10% FA after ageing for 28 days are shown in fig .A .lc .
The main peaks which are shown, as it was expected belong to portlandate 
(at 18.08, 28.7,34.12,47.14, 50.8, 2 theta). Selected SEM micrographs revealing the 
morphology of fractured specimens under 3-point bending shown in fig A .2. Hydrated 
products are visible at compact and heterogeneous mass forms. In some cases the C- 
S-H gel structure is visible.
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FigA .l (cont.) (b) TG- DTA curves from OPC in as received condition , (c) XRD 
Diffraction patterns from OPC and Fly Ash mixtures after ageing for 28 days: [1].FA 
[2]OPC,[3]OOC + 10% FA.
Acoustic emission examination of aged for 28 days cement and cem ent+ fly 
ash specimens, under conditions similar to that of clay ceramics shows that they are 
relatively "quiet" materials.
The load, cumulative AE events and AE event rate as a function of deflection 
from a cement-5 % w/w fly ash specimen aged for 28 days during 3-point bend 
testing is shown in fig A .3. The cumulative events (about 300 counts) and the event 
rate ( a few counts per second ) were low and in the same level to that o f kaolin fired 
at 1000°C and. The load-deflection curve shows also an elastic behaviour familiar to 
brittle materials. Increase of fly ash content shows an increase of acoustic activity 
probably as a result of sub-critical crack growth due to fly ash particles.
Mechanical testing of aged for 28 days specimens under 3-point bending and
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Fig. A .2 SEM micrographs from fractured surfaces of (a) OPC,
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Fig A .3. Load, Cumulative AE events and AE event rate as a function of 
deflection from a cement-5 % w/w Fly Ash specimen aged for 28 days during 3-
point bend testing.
compression are shown in Tables A .2. and A .3 respectively. A graphic representation 
of results shows that the presence of fly ash seems to be beneficial, increasing 
strength in both 3-point bending and compression (fig A .4 ). These results are in 
agreement with those of Metha [A23] for high calcium fly ashes. As he suggested this 
effect could be attributed to the presence of reactive C3A and calcium aluminosilicate 
glass. From a fracture mechanics point of view fly ash particles as SEM examination 
revealed could deviate crack propagation resulting in strength increase.
Statistical analysis results based on Weibull two and three parameters function 
and Neville function from cement (fig. A .5), and cem ent+fly ash composites 
(fig. A .6 ), and comparison using correlation coefficients (Table A .4) show that cement 
and cement-fly ash composites have similar statistical behaviour with the other
ceramics.
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COMPOSITE CEMENT CEM ENT+  
5% FLY ASH
CEM ENT+  
10% FLY ASH
Eb AVG 0.14 0.15 0.25
GPa STD 0 . 0 2 0 . 0 2 0.035
Cv 14.2 13.3 14.0
Ed AVG 17.84 18.39 18.62
GPa STD 0.65 0.71 0.37
Cv 3.67 3.8 1.98
MOR AVG 2.87 2.99 6.05
MPa STD 0.48 0.73 1.69
Cv 16.6 24.6 27.93
D
g/cm 3 1.75 1.82 1.82
Table A. 2 Mechanical characteristics o f cement and cement-fly ash composites
tested under 3-point bending.
COMPOSITE CEMENT CEM ENT+  
5% FLY ASH
CEMENT +  
10% FLY ASH
COMPRES. AVG 3 2 . r 43.54 50.6
STRENGTH STD 3.39 3.9 4.21
Cv 10.5 8.95 8.3
Table A .3 Mechanical characteristics of cement and cement-fly ash 



























PURE OPC 6.52 0.9786 0.9895" 0.9890* 1.53
O PC +5%  
(WAV) FA 4.61 0.9443 0.9703 0.9835" 1.27
O PC +  10% 
(w/w) FA 3.81 0.9770 0.9885" 0.9854* 1.95
Table A .4 Comparison of Statistical Characteristics of resulting from Weibull 
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Fig. A .4 Cement and cement -fly ash composites:
(a) Variation of : [1] Density (g/cm3), [2] M odulus of Elasticity from dynamic 
testing Ed (GPa) and [3] Modulus o f elasticity from bending Eb (GPa) of cement with 
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Fig. A .5 Weibull statistical distributions for OPC tested at three-point bending :
[1] 2-parameter function , [3] 3-parameter function [ M O R ^ ^ d  =1.53  MPa at 
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Fig. A.5(cont) Neville function.
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Fig. A . 6  Statistical distributions for O PC +FA , tested at three-point bending ;
(a) Weibull function in 5% F A + OPC composite
(b) Weibull function a 10% FA + OPC composite 
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Fig. A . 6  (cont.) (c) Neville function of 5% FA +O PC  composite 
(d) Neville function of 10% +O PC composite 
Sampling S=M O R 4
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APPENDIX 2 . GLASS
A 2.1 INTRODUCTION
Glass, the material that Griffith used to study crack propagation during 
brittle fracture and to develop his theory (see chapter 2.2), is the second 
comparison material (the first was cement) used in this work. Glass is a unique 
material in a sense that it is considered as a high viscosity liquid, with a structure 
consisting of irregular networks of silica tetrahedra bonded together with covalent 
bonds. This is an indication that possibly his theory is valid in cases where 
fracture occurs without prior plastic deformation near the crack tip.
A 2.2 EXPERIMENTAL RESULTS
A number of common soda-1 ime glass rods (XRF analysis shown in fig. 
A.7) 5.5 mm in diameter, and glass rectangular specimens of similar thickness, 
were used in 3-point bending and simultaneous AE testing, in order to get the 
statistical and acoustic behaviour of glass.
Acoustic emission, SEM examination and statistical results are shown in 
figs A .8 , A .9 and A. 10 respectively. Glass, acoustically is a quiet material, 
where no Kaiser effect was found.
SEM examination reveals that glass is a homogenous material in which the 
fracture face has a smooth, mirror-like appearance. In accordance to LEFM, in
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glass fracture occurs at the flaw whose stress intensity factor first reaches the 
fracture toughness of the material.
Fig. A .7 XRF spectrum of glass specimens
Comparison of the applicability of Weibull and Neville statistical functions, 
with the use of correlation coefficients is given in Table A .5
STATISTICAL CHARACTERISTICS OF COMPOSITE SPECIMENS
TYPE OF 
MATERIAL
m ro ri rN MOR*
MPa
GLASS 6.34 0.9741 0.9781 0.9839** 68
Table A .5 Statistical Characteristics of Glass resulting from Weibull and 
Neville functions, using Correlation Coefficients.
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Fig. A .9 SEM examination of Glass specimens.
W eibull M odulus=6.34,ro=0.9741,r1=0.9781 
—— Glass rods
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Fig. A. 10 Weibull (a) and Neville (b) distributions of results from glass 
specimens. Modulus of Rupture MOR in MPa, Sampling S=M O R 4.
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